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April 27, 2016 
 
Mr. John Ramirez 
Rutan & Tucker, LLP 
611 Anton Bl., 14th Floor 
Costa Mesa, CA 92626 
 

SUBJECT: INDIAN STREET COMMERCE CENTER SUPPLEMENTAL BASIC FREEWAY SEGMENT ANALYSIS 

Dear Mr. John Ramirez: 

This letter serves as a supplement to the Indian Street Commerce Center Traffic Impact Analysis (dated 
March 2016) (referred to as “Traffic Study”) that assesses freeway mainline segments for the following 
scenarios found in the Traffic Study: 

 Existing (2015) Conditions 

 Existing Plus Project Conditions (E+P) 

 Opening Year Cumulative (2020) Without Project Conditions 

 Opening Year Cumulative (2020) With Project Conditions 

Study area mainline segments were selected based on the Project’s contribution of 25 or more on-way 
peak hour trips on a segment. 

SUMMARY OF FINDINGS 

The addition of Project traffic will result in a less than significant traffic impact on the analysis 
segments for E+P traffic conditions (see Table 3 attached to this letter).  Opening Year Cumulative 
(2020) traffic growth along the SR-91 and I-215 Freeway is anticipated to exceed the capacity of 
existing lanes, and would thus result in a deficient level of service (LOS) for select freeway mainline 
segments under Opening Year Cumulative (2020) traffic conditions (see Table 4 attached to this 
report); however, the addition of Project Traffic is not anticipated to result in any new deficiencies.  
The Project is anticipated to contribute no more than 25 peak hour one-way trips to the deficient 
freeway mainline segments.  However, as there are no feasible mitigation measures that would be in 
place to reduce the deficient freeway mainline segments under Opening Year Cumulative traffic 
conditions, the Project’s contribution to these deficient segments are cumulatively significant and 
unavoidable. 

INTRODUCTION 

The Caltrans Guide for the Preparation of Traffic Impact Studies (December 2002), specifies when an 
assessment of a State highway facility (SHF) is typically required.  Caltrans has also clarified their traffic 
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study guidelines in a letter to the City of Moreno Valley (dated February 10, 2014) which further 
defines the scope of study for SHFs in CEQA documents by indicating the need for analysis of freeway 
segments where a project is anticipated to contribute 50 or more peak hour trips and recognizing that 
a project’s contribution to freeway segments dissipates with distance from the point of entry onto the 
State Highway System (SHS).  The letter written by Caltrans to the City of Moreno Valley is applicable 
to all development within the Moreno Valley Industrial Area Plan (MVIAP), which the proposed Project 
is located within.  The Caltrans letter is included in Attachment A. 

In an effort to conduct a conservative analysis, the Project has evaluated the freeway segments in 
which the Project is anticipated to contribute 25 or more peak hour trips.  Although the Project is 
anticipated to contribute fewer than 25 peak hour trips to some freeway segments, the same study 
area evaluated for other developments has been assessed for this Project for comparative purposes.  
The freeway segments evaluated for the purposes of this supplemental analysis are shown on Table 1. 

REGIONAL GOODS MOVEMENT 

The Southern California Association of Governments (SCAG) is a regional agency established pursuant 
to California Government Code §6500, also referred to as the Joint Powers Authority law. On April 7, 
2016, SCAG adopted the 2016-2040 Regional Transportation Plan / Sustainable Communities Strategy 
(RTP/SCS) with goals to: 

1) Maximize mobility and accessibility for all people and goods in the region; 

2) Ensure travel safety and reliability for all people and goods in the region; 

3) Preserve and ensure a sustainable transportation system; 

4) Maximize productivity of the transportation system; 

5) Protect the environment, improve air quality, and promote energy efficiency; 

6) Encourage land use and growth patterns that complement the transportation investments and 
improve the cost-effectiveness of expenditures; and 

7) Maximize the security of the transportation system The RTP/SCS includes a chapter titled 
“Goods Movement.” 

It states that the SCAG region hosts one of the largest clusters of logistics activity in North America. 
Logistics activities, and the jobs that go with them, depend on complex transportation network. The 
Goods Movement section of the RTP/SCS sets forth regional strategies to achieve an efficient 
movement of goods throughout Southern California. It recognizes that the SCAG region will experience 
dramatic increases in truck traffic on east-west corridors that will cause increased congestion and 
longer delays to both trucks and general traffic on existing routes. 
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Goods movements within the SCAG region ranges from moving goods directly from manufacturing 
centers to local consumers, to those traveling from the San Pedro Bay Ports, to distance destinations 
across the United States.  Goods movements and freight transportation are essential to the SCAG 
regional economy and quality of life.  The regional goods movement system has six primary 
components: seaports, land ports, air cargo facilities, interstate/highways/local roads, railroads and 
warehousing/distribution centers.  Each component is discussed below: 

 Seaports – There are three major ports within the SCAG region: Los Angeles, Long Beach and 
Hueneme.  The Ports of Los Angeles and Long Beach combined are the largest container port 
complex within the United States.  Port Hueneme specializes in the import/export of 
automobiles, fresh fruit, produce, and serves as the primary support facility for the offshore oil 
industry. 

 Land Ports – There are three international border crossings in Imperial County (Calexico West-
Mexicali I, Calexico East-Mexicali II and Andrade-Los Algodones).  These border crossings are 
busy commercial land ports primarily used for the transport of agricultural products. 

 Air Cargo Facilities – Los Angeles International Airport (LAX) and Ontario International Airport 
(ONT) handle a combined 99 percent of the SCAG region’s air cargo. 

 Class I Railroads – The Burlington Northern Santa Fe Railway (NBSF) and the Union Pacific (UP) 
are two Class I railroads that are responsible for carrying international and domestic cargo to 
and from various areas of the country.  Both railroads connect directly to the San Pedro Bay 
Ports. 

 Warehousing and Distribution Centers – As of 2014, the SCAG region consisted of 
approximately 1.2 billion square feet of facility space for warehousing, distribution, cold 
storage, and truck terminals.  Roughly 10 percent of the occupied warehouse space served 
port-related uses while the remaining 90 percent supported a mix of domestic and 
international cargo.  Distribution facilities for domestic cargo tend to be located in areas farther 
away from the Ports – such as the Inland Empire. 

 Interstate, Highways, and Local Roads – The roadway system carries a mix of local, domestic 
trade and international cargoes.  The roadway system also provides connections between the 
ports, manufacturing facilities, intermodal terminals, warehouses and distribution centers. 

Primary Highway Freight System – The Los Angeles and San Bernardino Counties account for about 60 
percent of the total coverage for SCAG’s designated Primary Highway Freight System’s (PHFS) 41,000-
mile highway network. 

REGIONAL FREEWAY SYSTEM 

Sections of the I-710, I-605, SR-60 and SR-91 carry the highest volumes of truck traffic within the SCAG 
region, with each averaging approximately 25,000 trucks per day.  Other major freeways within the 



Mr. John Ramirez 
Rutan & Tucker, LLP  
April 27, 2016 
Page 4 of 7 
 
 

09912-05 Letter.docx  

area include the I-5, I-10, I-15 and I-210 where some carry as much as 20,000 trucks per day.  The 
regional freeway system is a key component to the regional goods movement within the SCAG region.  
Trucks use the freeway system to carry freight between businesses and consumers throughout the 
SCAG region.  The I-710 is anticipated to experience the highest growth in truck traffic related to the 
growth in port-related traffic.  Considerable growth in truck traffic is also anticipated on the I-10 and I-
210 Freeway with the highest growth of the east-west corridors is expected for the SR-60 Freeway. 

Based on information from the 2016-2040 Regional Transportation Plan (RTP), 94.5 percent of all truck 
trips are anticipated to remain internal to Riverside County.  The remaining 5.5 percent are external 
trips generated within Riverside County and leaving the SCAG region.  The internal truck trips have 
origins and destinations within the SCAG region and are generated by local industries, construction 
sites, domestic warehouses, domestic truck terminals and residences.  The external truck trips are 
interregional that reflect trade between the SCAG region and the remainder of the United States.  
There are also port truck trips, secondary port truck trips and intermodal truck trips; however, these 
trips account for less than six percent of the overall truck trips. 

Exhibit 1 illustrates the SCAG region truck routes and shows the distribution of truck traffic external to 
the SCAG region, per the 2016-2040 RTP.  Based on the Project trip distribution patterns, the Project 
PM peak hour trips are shown on Exhibit 2.  In excess of the 50 peak hour trip threshold, the SR-91, SR-
60, and I-215 Freeways segments listed previously on Table 1 would receive 25 or more Project-related 
peak hour trips and were thus selected for analysis.   

FREEWAY MAINLINE SEGMENT ANALYSIS METHODOLOGY & ASSUMPTIONS 

The freeway segments of the SR-91, SR-60, and I-215 Freeways shown on Table 1 have been selected 
for analysis based on Caltrans traffic study guidelines.  The freeway segments evaluated in this 
supplemental analysis are based on actual vehicle-based peak hour directional volumes.  The freeway 
segment analysis is based on the methodology described in the Highway Capacity Manual (HCM 2010), 
and performed using HCS2010 software.  The performance measure preferred by Caltrans to calculate 
LOS is density.  Density is expressed in terms of passenger cars per mile per lane.  Table 2 illustrates the 
freeway segment LOS thresholds for each density range utilized for this analysis. 

The number of lanes for existing baseline conditions has been obtained from field observations 
conducted by Urban Crossroads or through aerial imagery.  The existing freeway geometrics have been 
utilized for the following traffic conditions: Existing (2015) and E+P.  Near-term planned improvements 
along the SR-91 Freeway and I-215 Freeway have been assumed to be in place for the Opening Year 
Cumulative (2020) analysis only.  The improvements that have been evaluated as part of this analysis 
are discussed subsequently. 

The I-215 Freeway mainline volume data was obtained from the Caltrans Performance Measurement 
System (PeMS) website for each of the segments of the SR-91 Freeway, SR-60 Freeway, and I-215 
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Freeway identified in Table 1.  The data was obtained for May 2015 for which reliable data could be 
obtained, similar to the count date of the intersections counts conducted for the Traffic Study.  In an 
effort to conduct a conservative analysis, the maximum value observed within the three (3) day period 
was utilized for the weekday morning (AM) and evening (PM) peak hours.  In addition, truck traffic, 
represented as a percentage of total traffic, has been utilized for the purposes of this analysis in an 
effort to not overstate traffic volumes and potential impacts.  As such, actual vehicles (as opposed to 
PCE volumes) have been utilized for the purposes of the basic freeway segment analysis. 

PLANNED ENHANCEMENTS TO THE REGIONAL FREEWAY SYSTEM 

OPENING YEAR CUMULATIVE (2020) CONDITIONS 

In an effort to improve existing congestion along the SR-91 between Anaheim and Corona, RCTC in 
partnership with Caltrans, the City of Corona and the Orange County Transportation Authority (OCTA), 
is currently constructing the SR-91 Project.  The SR-91 Project includes the addition of two tolled 
Express Lanes and one mixed flow lane in each direction of travel between the SR-71 Freeway and the 
I-15 Freeway.  The SR-91 Project also includes the addition of a southbound mixed flow lane along the 
I-15 Freeway between SR-91 Freeway to Ontario Avenue and an eastbound mixed flow lane along the 
SR-91 Freeway between the I-15 Freeway and Pierce Street.  Funding for the project is provided by a 
combination of federal, state and local sources, as well as revenue bonds.  The Express Lanes will be 
funded by tolls from future drivers who choose to utilize these lanes.  Toll revenue will then be used to 
repay the federal loan for this project.  Construction is currently underway and is expected to be 
completed by 2017. 

The SCAG RTP includes a list of projects included in the Federal Transportation Improvement Program 
(FTIP).  The following is the only applicable FTIP project within the study area, which has also been 
assumed for Opening Year Cumulative (2020) Without and With Project traffic conditions only: 

 Interchange improvements at I-215/Cactus Avenue includes the extension of the northbound 
auxiliary lane between Alessandro Boulevard south to Cactus Avenue (to be completed by 2018). 

Each of the aforementioned improvements have been assumed to be in place for Opening Year 
Cumulative (2020) traffic conditions. 

EXISTING (2015) CONDITIONS ANALYSIS 

Existing (2015) mainline directional volumes for the AM and PM peak hours are provided on Table 3.  
As shown on Table 3, the I-215 Freeway segments analyzed were found to operate at an acceptable 
LOS (i.e., LOS D or better) during the peak hours.  The Existing (2015) peak hour directional freeway 
mainline LOS is shown on Table 3 and are graphically shown on Exhibit 3.  Existing (2015) basic freeway 
segment analysis worksheets are provided in Attachment B. 
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E+P CONDITIONS ANALYSIS 

E+P conditions mainline directional volumes for the AM and PM peak hours are also shown on Table 3.  
Project traffic was added to the Existing (2015) volumes based on a combination of the Project’s trip 
distribution from the Traffic Study and the distribution of trucks within the SCAG region (see Exhibit 1). 

As shown on Table 3, I-215 Freeway segments analyzed were found to operate at an acceptable LOS 
(i.e., LOS D or better) with the addition of Project traffic during the peak hours under E+P conditions.  
The E+P peak hour directional freeway mainline LOS is shown on Table 3 and are graphically shown on 
Exhibit 4.  E+P conditions basic freeway segment analysis worksheets are provided in Attachment C. 

OPENING YEAR CUMULATIVE (2020) CONDITIONS 

WITHOUT PROJECT 

Opening Year Cumulative (2020) Without Project mainline directional volumes for the AM and PM 
peak hours are provided on Table 4.  Ambient growth and cumulative development traffic have been 
added to Existing (2015) traffic conditions.  As shown on Table 4, I-215 Freeway segments analyzed 
were found to operate at an acceptable LOS (i.e., LOS D or better) during the peak hours under 
Opening Year Cumulative (2020) Without Project traffic conditions, with the exception of the following 
segments: 

ID Freeway Direction Segment Level of Service 

24 I-215  Southbound  Eucalyptus Av. to Alessandro Bl. LOS F PM peak hour only 

29 I-215  Southbound  Ramona Exwy. to Nuevo Rd. LOS F PM peak hour only 

32 SR-91  Westbound  Riverwalk Pkwy. To Magnolia Av. LOS E PM peak hour only 

48 I-215  Northbound  University Av. to Martin Luther King Bl. LOS E AM peak hour only 

51 I-215  Northbound  Box Springs Rd. to SR-60/I-215 Freeway LOS E PM peak hour only 

53 I-215  Northbound  Eucalyptus Av. to Alessandro Bl. LOS E AM peak hour; LOS F PM peak hour 

58 I-215  Northbound  Ramona Exwy. to Nuevo Rd. LOS E AM and PM peak hours 

The Opening Year Cumulative (2020) Without Project peak hour directional freeway mainline LOS is 
shown on Table 4 and is graphically shown on Exhibit 5.  Opening Year Cumulative (2020) Without 
Project basic freeway segment analysis worksheets are provided in Attachment D.  

WITH PROJECT 

Opening Year Cumulative (2020) With Project mainline directional volumes for the AM and PM peak 
hours are also provided on Table 4.  Ambient growth, Project traffic, and cumulative development 
traffic has been added to Existing (2015) traffic conditions.  As shown on Table 4, there are no 
additional freeway segments anticipated to operate at unacceptable LOS with the addition of Project 
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traffic, in addition to those previously identified for Opening Year Cumulative (2020) Without Project 
traffic conditions.  The Project is anticipated to contribute no more than 25 peak hour one-way trips to 
the deficient freeway mainline segments.  However, as there are no feasible mitigation measures that 
would be in place to reduce the deficient freeway mainline segments under Opening Year Cumulative 
traffic conditions, the Project’s contribution to these deficient segments are cumulatively significant 
and unavoidable. 

The Opening Year Cumulative (2020) With Project peak hour directional freeway mainline LOS is shown 
on Table 4 and is graphically shown on Exhibit 6.  Opening Year Cumulative (2020) With Project basic 
freeway segment analysis worksheets are provided in Attachment E.   

If you have any questions, please contact me directly at (949) 336-5978. 

Respectfully submitted, 
 
URBAN CROSSROADS, INC. 

 

Aric Evatt, PTP       Charlene So, PE 
President       Senior Transportation Engineer  
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Table 1 (Page 1 of 2): Basic Freeway Segment Analysis Locations

ID Freeway Direction Segment

1 SR‐91 Eastbound I‐15 Freeway to McKinley St.

2 SR‐91 Eastbound McKinley St. to Riverwalk Pkwy.

3 SR‐91 Eastbound Riverwalk Pkwy. To Magnolia Av.

4 SR‐91 Eastbound Magnolia Av. to La Sierra Av.

5 SR‐91 Eastbound La Sierra Av. to Tyler Av.

6 SR‐91 Eastbound Tyler Av. to Van Buren Bl.

7 SR‐91 Eastbound Van Buren Bl. to Adams St.

8 SR‐91 Eastbound Adams St. to Madison St.

9 SR‐91 Eastbound Madison St. to Arlington Av.

10 SR‐91 Eastbound Arlington Av. to Central Av.

11 SR‐91 Eastbound Central Av. to 14th St.

12 SR‐91 Eastbound 14th St. to University Av.

13 SR‐91 Eastbound University Av. to Spruce St.

14 SR‐91 Eastbound Spruce St. to I‐215 Freeway

15 SR‐60 Westbound I‐215 Freeway to Day St.

16 SR‐60 Westbound Day St. to Frederick St.

17 I‐215 Southbound SR‐60/SR‐91 Freeway to Blaine St.

18 I‐215 Southbound Blaine St. to University Av.

19 I‐215 Southbound University Av. to Martin Luther King Bl.

20 I‐215 Southbound Martin Luther King Bl. to Central Av.

21 I‐215 Southbound Central Av. to Box Springs Rd.

22 I‐215 Southbound Box Springs Rd. to SR‐60/I‐215 Freeway

23 I‐215 Southbound SR‐60 Freeway to Eucalyptus Av.

24 I‐215 Southbound Eucalyptus Av. to Alessandro Bl.

25 I‐215 Southbound Alessandro Bl. to Cactus Av.

26 I‐215 Southbound Cactus Av. to Van Buren Bl.

27 I‐215 Southbound Van Buren Bl. to Harley Knox Bl.

28 I‐215 Southbound Harley Knox Bl. to Ramona Exwy.

29 I‐215 Southbound Ramona Exwy. to Nuevo Rd.

30 SR‐91 Westbound I‐15 Freeway to McKinley St.

31 SR‐91 Westbound McKinley St. to Riverwalk Pkwy.

32 SR‐91 Westbound Riverwalk Pkwy. To Magnolia Av.

33 SR‐91 Westbound Magnolia Av. to La Sierra Av.

34 SR‐91 Westbound La Sierra Av. to Tyler Av.

35 SR‐91 Westbound Tyler Av. to Van Buren Bl.

36 SR‐91 Westbound Van Buren Bl. to Adams St.

37 SR‐91 Westbound Adams St. to Madison St.

38 SR‐91 Westbound Madison St. to Arlington Av.

39 SR‐91 Westbound Arlington Av. to Central Av.

40 SR‐91 Westbound Central Av. to 14th St.

41 SR‐91 Westbound 14th St. to University Av.



Table 1 (Page 2 of 2): Basic Freeway Segment Analysis Locations

ID Freeway Direction Segment

42 SR‐91 Westbound University Av. to Spruce St.

43 SR‐91 Westbound Spruce St. to I‐215 Freeway

44 SR‐60 Eastbound I‐215 Freeway to Day St.

45 SR‐60 Eastbound Day St. to Frederick St.

46 I‐215 Northbound SR‐60/SR‐91 Freeway to Blaine St.

47 I‐215 Northbound Blaine St. to University Av.

48 I‐215 Northbound University Av. to Martin Luther King Bl.

49 I‐215 Northbound Martin Luther King Bl. to Central Av.

50 I‐215 Northbound Central Av. to Box Springs Rd.

51 I‐215 Northbound Box Springs Rd. to SR‐60/I‐215 Freeway

52 I‐215 Northbound SR‐60 Freeway to Eucalyptus Av.

53 I‐215 Northbound Eucalyptus Av. to Alessandro Bl.

54 I‐215 Northbound Alessandro Bl. to Cactus Av.

55 I‐215 Northbound Cactus Av. to Van Buren Bl.

56 I‐215 Northbound Van Buren Bl. to Harley Knox Bl.

57 I‐215 Northbound Harley Knox Bl. to Ramona Exwy.

58 I‐215 Northbound Ramona Exwy. to Nuevo Rd.



Table 2: Freeway Mainline LOS Thresholds

Level of 

Service
Description

A Free‐flow operations in which vehicles are relatively unimpeded in their 

ability to maneuver within the traffic stream. Effects of incidents are easily 

absorbed.

0.0 – 11.0

B Relative free‐flow operations in which vehicle maneuvers within the traffic 

stream are slightly restricted. Effects of minor incidents are easily absorbed.

11.1 – 18.0

C Travel is still at relative free‐flow speeds, but freedom to maneuver within 

the traffic stream is noticeably restricted. Minor incidents may be absorbed, 

but local deterioration in service will be substantial. Queues begin to form 

behind significant blockages.

18.1 – 26.0

D Speeds begin to decline slightly and flows and densities begin to increase 

more quickly. Freedom to maneuver is noticeably limited. Minor incidents 

can be expected to create queuing as the traffic stream has little space to 

absorb disruptions.

26.1 – 35.0

E Operation at capacity.  Vehicles are closely spaced with little room to 

maneuver.  Any disruption in the traffic stream can establish a disruption 

wave that propagates throughout the upstream traffic flow.  Any incident 

can be expected to produce a serious disruption in traffic flow and 

extensive queuing.

35.1 – 45.0

F Breakdown in vehicle flow. >45.0

Density Range 

(pc/mi/ln)1

1 pc/mi/ln = passenger cars per mile per lane.  Source:  HCM 2010.



Table 3 (Page 1 of 2): E+P Conditions Basic Freeway Segment Analysis

Time

Lanes1
Period Volume Density2 LOS Volume Density2 LOS

AM 5,085 20.1 C 5,103 20.1 C

PM 3,209 12.8 B 3,218 12.9 B

AM 4,463 24.5 C 4,481 24.8 C

PM 4,472 24.6 C 4,481 24.7 C

AM 4,783 26.7 D 4,801 26.8 D

PM 4,886 26.9 D 4,895 27.2 D

AM 4,725 18.6 C 4,743 18.6 C

PM 4,790 18.8 C 4,799 18.9 C

AM 4,021 16.0 B 4,039 16.1 B

PM 4,049 16.1 B 4,058 16.1 B

AM 4,009 16.0 B 4,027 16.0 B

PM 3,833 15.3 B 3,842 15.3 B

AM 4,104 16.0 B 4,126 16.2 B

PM 4,092 16.0 B 4,102 16.0 B

AM 3,610 18.8 C 3,632 19.0 C

PM 3,711 19.4 C 3,721 19.4 C

AM 5,988 24.6 C 6,010 24.7 C

PM 6,211 25.8 C 6,221 25.8 C

AM 4,886 19.2 C 4,908 19.3 C

PM 5,573 22.3 C 5,583 22.3 C

AM 3,777 20.0 C 3,799 20.1 C

PM 3,236 17.0 B 3,246 17.1 B

AM 5,490 22.0 C 5,512 22.2 C

PM 4,573 18.0 C 4,583 18.1 C

AM 5,756 18.3 C 5,778 18.4 C

PM 4,939 15.7 B 4,949 15.8 B

AM 4,135 16.5 B 4,157 16.5 B

PM 3,436 13.7 B 3,446 13.7 B

AM 2,957 15.4 B 2,964 15.4 B

PM 2,937 15.3 B 2,941 15.3 B

AM 2,772 15.2 B 2,779 15.2 B

PM 4,660 26.3 D 4,664 26.3 D

AM 4,287 13.6 B 4,313 13.7 B

PM 5,907 18.8 C 5,920 18.9 C

AM 4,344 17.4 B 4,370 17.5 B

PM 4,209 16.5 B 4,222 16.6 B

AM 4,640 19.0 C 4,666 19.2 C

PM 5,182 20.8 C 5,195 20.9 C

AM 3,460 11.0 A 3,486 11.0 B

PM 4,518 14.2 B 4,531 14.2 B

AM 5,093 16.3 B 5,119 16.4 B

PM 6,720 21.2 C 6,733 21.3 C

AM 4,643 18.2 C 4,669 18.3 C

PM 5,966 23.9 C 5,979 23.9 C

AM 6,260 19.9 C 6,293 20.1 C

PM 6,485 20.7 C 6,501 20.9 C

AM 3,456 18.7 C 3,489 18.9 C

PM 5,159 30.6 D 5,175 30.9 D

AM 4,985 19.9 C 5,018 20.1 C

PM 5,540 22.5 C 5,556 22.6 C

AM 4,693 18.6 C 4,726 18.8 C

PM 5,354 21.5 C 5,370 21.6 C

AM 2,544 13.4 B 2,577 13.7 B

PM 3,855 20.5 C 3,871 20.7 C

AM 2,186 11.4 B 2,191 11.5 B

PM 3,445 18.1 C 3,457 18.2 C

AM 4,578 25.2 C 4,583 25.2 C

PM 5,313 31.0 D 5,325 31.2 D

E+P

Spruce St. to I‐215 Freeway 4

Central Av. to 14th St. 3

14th St. to University Av. 4

University Av. to Spruce St. 5

Adams St. to Madison St. 3

Madison St. to Arlington Av. 4

Arlington Av. to Central Av. 4

3

Magnolia Av. to La Sierra Av. 4

Existing (2015)

Fr
e
e
w
ay

D
ir
e
ct
io
n

Mainline Segment

 Ramona Exwy. to Nuevo Rd.  3

4

 SR‐60 Freeway to Eucalyptus 

Av. 
5

 Eucalyptus Av. to Alessandro 

Bl. 
3

 Alessandro Bl. to Cactus Av. 

SR
‐9
1
 F
re
ew

ay

Ea
st
b
o
u
n
d

I‐15 Freeway to McKinley St. 4

McKinley St. to Riverwalk Pkwy.

La Sierra Av. to Tyler Av. 4

Tyler Av. to Van Buren Bl. 4

Van Buren Bl. to Adams St. 4

3

Riverwalk Pkwy. to Magnolia 

Av.

 S
o
u
th
b
o
u
n
d
 

 SR‐60/SR‐91 Freeway to Blaine 

St. 
5

 Blaine St. to University Av.  4

 University Av. to Martin Luther 

King Bl. 
4

 Martin Luther King Bl. to 

Central Av. 
5

 Central Av. to Box Springs Rd.  5

 Box Springs Rd. to SR‐60/I‐215 

Freeway 

SR
‐6
0
 F
w
y

W
es
tb
o
u
n
d

 I‐215 Freeway to Day St.  3

 Day St. to Frederick St.  3

 Harley Knox Bl. to Ramona 

Exwy. 
3

4

 Cactus Av. to Van Buren Bl.  4

 Van Buren Bl. to Harley Knox Bl.  3

 I‐
2
1
5
 F
re
ew

ay
 



Table 3 (Page 2 of 2): E+P Conditions Basic Freeway Segment Analysis

Time

Lanes1
Period Volume Density2 LOS Volume Density2 LOS

E+PExisting (2015)

Fr
e
e
w
ay

D
ir
e
ct
io
n

Mainline Segment

AM 5,139 20.3 C 5,145 20.3 C

PM 5,872 23.4 C 5,886 23.5 C

AM 3,525 18.6 C 3,531 18.7 C

PM 3,780 20.1 C 3,794 20.2 C

AM 4,410 25.1 C 4,416 25.1 C

PM 4,755 27.5 D 4,769 27.8 D

AM 4,207 22.9 C 4,213 23.0 C

PM 4,566 24.9 C 4,580 25.0 C

AM 3,556 18.9 C 3,562 18.9 C

PM 3,719 19.8 C 3,733 19.9 C

AM 3,465 13.7 B 3,471 13.8 B

PM 3,896 15.5 B 3,910 15.6 B

AM 4,554 18.1 C 4,560 18.2 C

PM 4,602 18.3 C 4,618 18.4 C

AM 4,595 18.0 C 4,601 18.1 C

PM 5,028 19.6 C 5,044 19.7 C

AM 3,699 19.6 C 3,705 19.7 C

PM 4,072 21.8 C 4,088 21.9 C

AM 4,708 18.7 C 4,714 18.7 C

PM 4,840 19.2 C 4,856 19.3 C

AM 4,270 23.1 C 4,276 23.1 C

PM 4,794 26.8 D 4,810 26.9 D

AM 2,745 10.9 A 2,751 10.9 A

PM 2,234 8.8 A 2,250 9.0 A

AM 4,520 11.9 B 4,526 11.9 B

PM 3,786 9.8 A 3,802 9.9 A

AM 4,246 16.9 B 4,252 16.9 B

PM 4,513 18.0 B 4,529 18.0 C

AM 3,030 9.8 A 3,032 9.8 A

PM 3,159 10.0 A 3,165 10.0 A

AM 1,607 6.5 A 1,609 6.5 A

PM 2,809 11.0 A 2,815 11.0 A

AM 3,532 11.2 B 3,540 11.3 B

PM 3,453 11.0 A 3,472 11.1 B

AM 4,615 14.8 B 4,623 14.9 B

PM 3,913 12.8 B 3,932 12.9 B

AM 6,526 27.7 D 6,534 27.8 D

PM 5,849 24.3 C 5,868 24.4 C

AM 5,255 21.4 C 5,263 21.4 C

PM 5,332 21.9 C 5,351 22.0 C

AM 5,098 16.5 B 5,106 16.6 B

PM 5,614 18.7 C 5,633 18.8 C

AM 6,028 24.3 C 6,036 24.4 C

PM 6,305 25.6 C 6,324 25.9 C

AM 3,567 18.8 C 3,577 18.8 C

PM 3,832 20.4 C 3,857 20.5 C

AM 4,693 26.0 D 4,703 26.1 D

PM 5,354 31.4 D 5,379 31.7 D

AM 2,724 10.9 A 2,734 11.0 A

PM 2,523 10.0 A 2,548 10.2 A

AM 3,679 14.6 B 3,689 14.7 B

PM 2,678 10.6 A 2,703 10.8 A

AM 4,092 22.0 C 4,102 22.0 C

PM 3,247 17.1 B 3,272 17.3 B

AM 3,721 19.6 C 3,729 19.7 C

PM 2,779 14.6 B 2,782 14.6 B

AM 4,693 26.0 D 4,701 26.1 D

PM 5,354 31.4 D 5,357 31.5 D
* BOLD = Unacceptable Level of Service 

4

Central Av. to 14th St. 3

14th St. to University Av. 4

3

Tyler Av. to Van Buren Bl. 4

University Av. to Spruce St. 6

Spruce St. to I‐215 Freeway 4

4

Adams St. to Madison St. 4

Madison St. to Arlington Av. 3

Arlington Av. to Central Av.

 N
o
rt
h
b
o
u
n
d
 

 SR‐60 Freeway to Eucalyptus 

Av. 
3

 Eucalyptus Av. to Alessandro 

Bl. 
3

 University Av. to Martin Luther 

King Bl. 

 Martin Luther King Bl. to 

Central Av. 

 Central Av. to Box Springs Rd. 

W
es
tb
o
u
n
d

I‐15 Freeway to McKinley St. 4

 Cactus Av. to Van Buren Bl.  4

 Ramona Exwy. to Nuevo Rd.  3

2 Density is measured by passenger cars per mile per lane (pc/mi/ln).

 Van Buren Bl. to Harley Knox Bl.  3

 Alessandro Bl. to Cactus Av.  4

1 Number of lanes are in the specified direction and is based on existing conditions.

 I‐
2
1
5
 F
re
ew

ay
 

 Harley Knox Bl. to Ramona 

Exwy. 
3

 Box Springs Rd. to SR‐60/I‐215 

Freeway 
4

SR
‐6
0
 F
w
y

Ea
st
b
o
u
n
d

 I‐215 Freeway to Day St.  5

 Day St. to Frederick St.  4

5

 Blaine St. to University Av.  5

 SR‐60/SR‐91 Freeway to Blaine 

St. 
5

4

4

Van Buren Bl. to Adams St.

SR
‐9
1
 F
re
ew

ay

McKinley St. to Riverwalk Pkwy. 3

Riverwalk Pkwy. to Magnolia 

Av.
3

Magnolia Av. to La Sierra Av. 3

La Sierra Av. to Tyler Av.



Table 4 (Page 1 of 2): Opening Year Cumulative (2020) Conditions Basic Freeway Segment Analysis

Time

Lanes1
Period

Volume2 Density3 LOS Volume2 Density3 LOS

AM 5,828 18.5 C 5,846 18.5 C

PM 3,674 11.8 B 3,683 11.8 B

AM 5,154 20.9 C 5,172 21.1 C

PM 5,076 20.5 C 5,085 20.5 C

AM 5,518 33.5 D 5,536 33.7 D

PM 5,541 32.9 D 5,549 33.0 D

AM 5,467 22.0 C 5,485 22.1 C

PM 5,442 21.8 C 5,451 21.8 C

AM 4,709 19.1 C 4,726 19.1 C

PM 5,633 18.6 C 4,642 18.7 C

AM 4,706 19.0 C 4,724 19.1 C

PM 4,402 17.6 B 4,410 17.7 B

AM 4,859 19.3 C 4,881 19.4 C

PM 4,721 18.5 C 4,731 18.6 C

AM 4,336 23.5 C 4,358 23.8 C

PM 4,310 23.1 C 4,320 23.3 C

AM 5,993 25.1 C 6,015 25.2 C

PM 6,085 25.4 C 6,095 25.5 C

AM 4,955 19.8 C 4,977 20.0 C

PM 5,485 22.1 C 5,495 22.1 C

AM 3,957 21.5 C 3,979 21.6 C

PM 3,298 17.6 B 3,309 17.6 B

AM 5,593 22.9 C 5,615 23.1 C

PM 4,574 18.2 C 4,584 18.3 C

AM 5,859 19.0 C 5,880 19.0 C

PM 4,928 15.8 B 4,939 15.9 B

AM 4,328 17.6 B 4,350 17.6 B

PM 3,507 14.1 B 3,518 14.2 B

AM 3,354 17.5 B 3,362 17.5 B

PM 3,289 17.7 B 3,293 17.1 B

AM 3,131 17.2 B 3,138 17.2 B

PM 5,182 30.6 D 5,185 30.6 D

AM 5,341 17.3 B 5,366 17.4 B

PM 6,885 22.5 C 6,897 22.5 C

AM 5,462 22.6 C 5,488 22.9 C

PM 5,049 20.1 C 5,061 20.3 C

AM 5,848 25.0 C 5,873 25.3 C

PM 6,162 25.8 C 6,174 25.9 C

AM 4,610 14.9 B 4,635 15.0 B

PM 5,469 17.3 B 5,481 17.4 B

AM 6,473 21.1 C 6,499 21.4 C

PM 7,939 26.4 D 7,952 26.4 D

AM 6,056 25.1 C 6,081 25.4 C

PM 7,151 31.0 D 7,164 31.1 D

AM 8,217 28.4 D 8,250 28.6 D

PM 7,960 27.0 D 7,976 27.1 D

AM 5,186 31.8 D 5,219 32.3 D

PM 6,539 49.0 F 6,555 49.3 F

AM 6,939 31.0 D 6,972 31.5 D

PM 7,003 31.0 D 7,019 31.1 D

AM 6,217 26.1 D 6,250 26.3 D

PM 7,411 33.6 D 7,427 33.8 D

AM 3,826 21.2 C 3,859 21.5 C

PM 5,321 32.6 D 5,337 32.7 D

AM 2,853 15.3 B 2,858 15.3 B

PM 4,944 28.9 D 4,956 29.0 D

AM 5,470 33.0 D 5,475 33.1 D

PM 6,832 52.8 F 6,844 53.1 F

Spruce St. to I‐215 Freeway 4

SR
‐9
1
 F
re
ew

ay

Ea
st
b
o
u
n
d

Central Av. to 14th St. 3

14th St. to University Av. 4

University Av. to Spruce St. 5

Adams St. to Madison St. 3

Madison St. to Arlington Av. 4

Arlington Av. to Central Av. 4

I‐15 Freeway to McKinley St. 5

McKinley St. to Riverwalk Pkwy. 4

Riverwalk Pkwy. to Magnolia Av. 3

Magnolia Av. to La Sierra Av. 4

La Sierra Av. to Tyler Av. 4

Tyler Av. to Van Buren Bl. 4

Van Buren Bl. to Adams St. 4

2020 Without Project 2020 With Project

 I‐
2
1
5
 F
re
ew

ay
 

 S
o
u
th
b
o
u
n
d
 

 SR‐60/SR‐91 Freeway to Blaine 

St. 
5

 Blaine St. to University Av. 

 Central Av. to Box Springs Rd.  5

Fr
e
e
w
ay

D
ir
e
ct
io
n

Mainline Segment

4

 University Av. to Martin Luther 

King Bl. 
4

 Martin Luther King Bl. to Central 

Av. 
5

 Box Springs Rd. to SR‐60/I‐215 

Freeway 
4

 SR‐60 Freeway to Eucalyptus Av.  5

 Eucalyptus Av. to Alessandro Bl.  3

 Alessandro Bl. to Cactus Av. 

 Harley Knox Bl. to Ramona Exwy.  3

SR
‐6
0
 F
w
y

W
es
tb
o
u
n

 I‐215 Freeway to Day St.  3

 Day St. to Frederick St.  3

4

 Cactus Av. to Van Buren Bl.  4

 Van Buren Bl. to Harley Knox Bl.  3

 Ramona Exwy. to Nuevo Rd.  3



Table 4 (Page 2 of 2): Opening Year Cumulative (2020) Conditions Basic Freeway Segment Analysis

Time

Lanes1
Period

Volume2 Density3 LOS Volume2 Density3 LOS

2020 Without Project 2020 With Project

Fr
e
e
w
ay

D
ir
e
ct
io
n

Mainline Segment

AM 5,789 23.4 C 5,795 23.4 C

PM 6,718 28.3 D 6,731 28.4 D

AM 4,013 21.6 C 4,019 21.6 C

PM 4,421 24.5 C 4,435 24.6 C

AM 4,997 30.0 D 5,002 30.0 D

PM 5,509 35.1 E 5,523 35.5 E

AM 4,779 27.2 D 4,785 27.2 D

PM 5,315 31.3 D 5,329 31.7 D

AM 4,068 22.1 C 4,074 22.1 C

PM 4,400 24.5 C 4,413 24.6 C

AM 4,974 15.9 B 3,979 15.9 B

PM 4,606 18.5 C 4,620 18.7 C

AM 5,205 21.0 C 5,212 21.1 C

PM 5,439 22.3 C 5,456 22.5 C

AM 5,259 20.9 C 5,266 21.0 C

PM 5,933 24.1 C 5,950 24.2 C

AM 3,676 19.7 C 3,683 19.7 C

PM 4,202 23.2 C 4,219 23.4 C

AM 4,639 18.6 C 4,646 18.6 C

PM 4,941 20.1 C 4,958 20.1 C

AM 4,252 23.2 C 4,258 23.3 C

PM 4,956 28.8 D 4,973 29.0 D

AM 2,809 11.3 B 2,815 11.4 B

PM 2,535 10.4 A 2,552 10.5 A

AM 4,500 11.9 B 4,507 12.0 B

PM 4,023 10.7 A 4,040 10.8 A

AM 4,245 17.1 B 4,252 17.2 B

PM 4,723 19.2 C 4,740 19.3 C

AM 3,387 10.9 A 3,389 10.9 A

PM 3,585 11.4 B 3,591 11.4 B

AM 1,807 7.3 A 1,809 7.3 A

PM 3,178 12.5 B 3,184 12.5 B

AM 4,215 13.5 B 4,223 13.6 B

PM 4,472 14.5 B 4,491 14.6 B

AM 5,445 17.7  B 5,452 17.7 B

PM 5,043 16.7 B 5,062 16.8 B

AM 7,588 35.3 E 7,596 35.4 E

PM 7,243 33.5 D 7,262 33.9 D

AM 6,219 26.5 D 6,227 26.5 D

PM 6,741 30.1 D 6,760 30.4 D

AM 6,080 19.9 C 6,087 20.0 C

PM 7,117 24.6 C 7,137 24.9 C

AM 7,144 31.0 D 7,152 31.0 D

PM 7,966 37.6 E 7,985 38.1 E

AM 4,632 25.7 C 4,642 25.8 C

PM 5,541 34.3 D 5,566 34.9 D

AM 5,912 37.9 E 5,922 38.0 E

PM 7,388 68.1 F 7,413 68.9 F

AM 3,775 12.3 B 3,785 12.3 B

PM 4,332 14.3 B 4,357 14.4 B

AM 5,378 21.8 C 5,388 21.9 C

PM 4,197 16.8 B 4,222 16.9 B

AM 5,505 34.2 D 5,515 34.3 D

PM 4,634 26.6 D 4,659 26.8 D

AM 5,150 30.5 D 5,158 30.6 D

PM 3,493 18.7 C 3,496 18.7 C

AM 6,070 40.2 E 6,078 40.3 E

PM 6,317 42.8 E 6,320 43.3 E
* BOLD = Unacceptable Level of Service 

4

Central Av. to 14th St. 3

14th St. to University Av. 4

Adams St. to Madison St. 4

Madison St. to Arlington Av. 3

SR
‐9
1
 F
re
ew

ay

W
es
tb
o
u
n
d

I‐15 Freeway to McKinley St. 4

McKinley St. to Riverwalk Pkwy. 3

Riverwalk Pkwy. to Magnolia Av. 3

Magnolia Av. to La Sierra Av. 3

La Sierra Av. to Tyler Av. 3

Tyler Av. to Van Buren Bl. 4

University Av. to Spruce St. 6

4

 Central Av. to Box Springs Rd.  5

 Box Springs Rd. to SR‐60/I‐215 

Freeway 
4

 SR‐60 Freeway to Eucalyptus Av.  3

 Eucalyptus Av. to Alessandro Bl.  3

 Alessandro Bl. to Cactus Av.  5

Van Buren Bl. to Adams St. 4

1 Number of lanes are in the specified direction and reflect new auxiliary lanes and assume the HOV lane in each direction.
2 Where applicable, volumes shown on this table have been reduced to account for the proposed HOV lane in each direction.
3 Density is measured by passenger cars per mile per lane (pc/mi/ln).

 Cactus Av. to Van Buren Bl.  4

 Van Buren Bl. to Harley Knox Bl.  3

 Ramona Exwy. to Nuevo Rd.  3

 Harley Knox Bl. to Ramona Exwy.  3

 I‐
2
1
5
 F
re
ew

ay
 

 N
o
rt
h
b
o
u
n
d
 

 SR‐60/SR‐91 Freeway to Blaine 

St. 
5

 Blaine St. to University Av.  5

 University Av. to Martin Luther 

King Bl. 
4

 Martin Luther King Bl. to Central 

Av. 

SR
‐6
0
 F
w
y

Ea
st
b
o
u
n
d

 I‐215 Freeway to Day St.  5

 Day St. to Frederick St.  4

Spruce St. to I‐215 Freeway 4

Arlington Av. to Central Av.
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ATTACHMENT A 
CALTRANS LETTER, FEBRUARY 10, 2014 

  



“Caltrans improves mobility across California” 

 

 

 

 

STATE OF CALIFORNIA------- CALIFORNIA STATE TRANSPORTATION AGENCY EDMUND G. BROWN Jr, Governor 

DEPARTMENT OF TRANSPORTATION 
DISTRICT 8 

PLANNING (MS 722) 
464 WEST 4th STREET, 6th Floor  

SAN BERNARDINO, CA  92401-1400 

PHONE  (909) 383-4557 

FAX  (909) 383-5936 

TTY  (909) 383-6300 

www.dot.ca.gov/dist8 

 

 Flex your power! 

 Be energy efficient! 

 

February 10, 2014 

 

Michael Lloyd  

Senior Traffic Engineer 

City of Moreno Valley 

Planning Department 

14177 Frederick Street 

Moreno Valley, CA 92552 

 

RE: Scope of Study for State Highway Facilities in CEQA Documents 

 

Mr. Lloyd: 

 

It has been brought to our attention that clarification is needed related to the interpretation and use of the 

California Department of Transportation’s “Guide for the Preparation of Traffic Impact Studies” 

(December 2002).  On January 21, 2014, Tracy Zinn of T&B Planning, Inc. and Aric Evatt of Urban 

Crossroads, Inc. attended a meeting in our office, during which they asked for clarification of our 

Guidelines and particularly Section II (When a Traffic Impact Study is Needed) Subsection A (Trip 

Generation Thresholds).  It is our understanding that Ms. Zinn and Mr. Evatt are consultants working on 

several traffic studies and California Environmental Quality Act (CEQA) compliance documents for 

which the City of Moreno Valley is the CEQA lead agency. 

 

As the owner of the State Highway System (SHS), it is our responsibility to coordinate and consult 

with local jurisdictions when proposed development may impact our facilities.  As a responsible 

agency under CEQA, it is also our responsibility to make recommendations to offset impacts 

associated with projects that add traffic to the SHS. 

 

This letter clarifies Section II, Subsection A of our Guidelines. It also describes the approach and 

geographic scope of analysis that Caltrans District 8 finds acceptable for the evaluation of direct and 

cumulative impacts to the SHS that may be caused by industrial, warehouse, and logistics center 

development in the geographic area of the Moreno Valley Industrial Area Plan (MVIAP).  This area is 

generally bounded by March Air Reserve Base to the west, Oleander Avenue to the south, Wildwood 

Street to the north, and Indian Avenue (north of Cardinal Avenue) and Kitching Street (south of Cardinal 

Avenue) to the east. 

 
1. When a TIS is Needed:  If a development project will add traffic to the SHS, a traffic impact study (TIS) is 

recommended by Caltrans if either of the first two criteria are met. The third criteria may come into play 

based on consultations with Caltrans. The third criteria under section II subsection A is slightly different 

then criteria 1 and 2. We point out that it MAY need a study.  This is due to specific or unique contexts 

causing potentially significant impacts with lesser volumes. 

 



 

 

 

Mr. Lloyd: 

February 10, 2014 

Page 2 

 

 

 

“Caltrans improves mobility across California” 

 

 

 
2. Requested Geographic Scope of Study for Freeway Mainline Segments:  Once it is determined that a traffic 

study is needed the criteria set forth in section ii and based on consultation with Caltrans can be used to 

determine the geographical scope of the study.  For industrial, warehouse, and logistics center development 

projects in the MVIAP, Caltrans District 8 requests quantitative analysis of project-related traffic on 

freeway mainline segments where the project would add 50 or more peak hour trips and/or the most heavily 

impacted segment in each direction.  Because impacts to freeway segments dissipate with distance from the 

point of SHS entry, quantitative study of a larger area is not highly useful to Caltrans decision-making.  

Typically, when a project’s traffic volumes dissipate to fewer than 50 peak hour trips on a freeway mainline 

segment, they become unrecognizable from other traffic on the SHS.   

 

3. Significance Thresholds for SHS Roadway Segments:  Caltrans District 8 recommends that the City apply 

the following significance thresholds in its CEQA documents for impacts to SHS freeway segments. 

Impacts are considered significant by Caltrans if: 

i. The traffic study finds that the LOS of a segment will degrade form D or better to E or F.  

ii. The traffic study finds that the project will exacerbate an already deficient condition.  A 

segment that is operating at or near capacity or under saturated conditions (LOS E&F) is 

deemed to be deficient. 

 
4. Mitigation for Significant Impacts:  At this time, Caltrans has no fee programs or other mitigation programs 

in place for the mitigation of direct or cumulative impacts caused by development projects in the MVIAP 

on SHS roadway segments.  Mitigation of direct and cumulative impacts to freeway ramps are satisfied by 

mandatory participation in the TUMF program. 

 

We appreciate the opportunity to offer comments concerning this project.  If you have any questions 

regarding this letter, please contact Talvin Dennis at (909) 806-3957 or myself at (909) 383-4557 for 

assistance. 

 

Sincerely, 

 

Original signed by Daniel Kopulsky 

 

 

DANIEL KOPULSKY 

Office Chief 

Community and Regional Planning 

   

 

            Cc: Tracy Zinn, T&B Planning, Inc. 

                   Aric Evatt, Urban Crossroads, Inc. 
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ATTACHMENT B 
EXISTING (2015) CONDITIONS 

HCS2010 BASIC FREEWAY SEGMENT ANALYSIS WORKSHEETS 

  



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5085 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1396 pc/h/ln

S 69.6 mph 
D = vp / S 20.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4463 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1657 pc/h/ln

S 67.6 mph 
D = vp / S 24.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4783 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1768 pc/h/ln

S 66.3 mph 
D = vp / S 26.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4725 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1297 pc/h/ln

S 69.9 mph 
D = vp / S 18.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4021 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1120 pc/h/ln

S 70.0 mph 
D = vp / S 16.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4009 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1117 pc/h/ln

S 70.0 mph 
D = vp / S 16.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4104 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1121 pc/h/ln

S 70.0 mph 
D = vp / S 16.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3610 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1315 pc/h/ln

S 69.8 mph 
D = vp / S 18.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5988 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1660 pc/h/ln

S 67.5 mph 
D = vp / S 24.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4886 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1341 pc/h/ln

S 69.8 mph 
D = vp / S 19.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3777 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1389 pc/h/ln

S 69.6 mph 
D = vp / S 20.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5490 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1514 pc/h/ln

S 68.9 mph 
D = vp / S 22.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5756 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1283 pc/h/ln

S 69.9 mph 
D = vp / S 18.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4135 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1152 pc/h/ln

S 70.0 mph 
D = vp / S 16.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2957 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1077 pc/h/ln

S 70.0 mph 
D = vp / S 15.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2772 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1065 pc/h/ln

S 70.0 mph 
D = vp / S 15.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4287 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

955 pc/h/ln

S 70.0 mph 
D = vp / S 13.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    8:49 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kB0AA.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4344 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1216 pc/h/ln

S 70.0 mph 
D = vp / S 17.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4640 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1324 pc/h/ln

S 69.8 mph 
D = vp / S 19.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3460 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

767 pc/h/ln

S 70.0 mph 
D = vp / S 11.0 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    8:50 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2k79B3.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5093 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1140 pc/h/ln

S 70.0 mph 
D = vp / S 16.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4643 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1274 pc/h/ln

S 69.9 mph 
D = vp / S 18.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6260 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1388 pc/h/ln

S 69.6 mph 
D = vp / S 19.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3456 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1309 pc/h/ln

S 69.9 mph 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4985 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1388 pc/h/ln

S 69.6 mph 
D = vp / S 19.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4693 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1301 pc/h/ln

S 69.9 mph 
D = vp / S 18.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2544 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

940 pc/h/ln

S 70.0 mph 
D = vp / S 13.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2186 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

800 pc/h/ln

S 70.0 mph 
D = vp / S 11.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4578 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1692 pc/h/ln

S 67.2 mph 
D = vp / S 25.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5139 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1410 pc/h/ln

S 69.5 mph 
D = vp / S 20.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3525 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1303 pc/h/ln

S 69.9 mph 
D = vp / S 18.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4410 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1686 pc/h/ln

S 67.3 mph 
D = vp / S 25.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4207 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1570 pc/h/ln

S 68.4 mph 
D = vp / S 22.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3556 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1321 pc/h/ln

S 69.8 mph 
D = vp / S 18.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3465 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

960 pc/h/ln

S 70.0 mph 
D = vp / S 13.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4554 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1268 pc/h/ln

S 69.9 mph 
D = vp / S 18.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4595 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1261 pc/h/ln

S 70.0 mph 
D = vp / S 18.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3699 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1367 pc/h/ln

S 69.7 mph 
D = vp / S 19.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4708 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1305 pc/h/ln

S 69.9 mph 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4270 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1578 pc/h/ln

S 68.3 mph 
D = vp / S 23.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2745 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

765 pc/h/ln

S 70.0 mph 
D = vp / S 10.9 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4520 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 6 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

831 pc/h/ln

S 70.0 mph 
D = vp / S 11.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4246 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1183 pc/h/ln

S 70.0 mph 
D = vp / S 16.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3030 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

685 pc/h/ln

S 70.0 mph 
D = vp / S 9.8 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 1607 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

454 pc/h/ln

S 70.0 mph 
D = vp / S 6.5 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3532 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

787 pc/h/ln

S 70.0 mph 
D = vp / S 11.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4615 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1038 pc/h/ln

S 70.0 mph 
D = vp / S 14.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6526 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1818 pc/h/ln

S 65.6 mph 
D = vp / S 27.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5255 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1478 pc/h/ln

S 69.1 mph 
D = vp / S 21.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5098 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1158 pc/h/ln

S 70.0 mph 
D = vp / S 16.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6028 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1646 pc/h/ln

S 67.7 mph 
D = vp / S 24.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3567 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1312 pc/h/ln

S 69.9 mph 
D = vp / S 18.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4693 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1734 pc/h/ln

S 66.7 mph 
D = vp / S 26.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2724 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

766 pc/h/ln

S 70.0 mph 
D = vp / S 10.9 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3679 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1025 pc/h/ln

S 70.0 mph 
D = vp / S 14.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4092 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1512 pc/h/ln

S 68.9 mph 
D = vp / S 22.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3721 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1368 pc/h/ln

S 69.7 mph 
D = vp / S 19.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4693 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1734 pc/h/ln

S 66.7 mph 
D = vp / S 26.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3209 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

898 pc/h/ln

S 70.0 mph 
D = vp / S 12.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4472 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1661 pc/h/ln

S 67.5 mph 
D = vp / S 24.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4886 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1779 pc/h/ln

S 66.1 mph 
D = vp / S 26.9 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4790 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1315 pc/h/ln

S 69.8 mph 
D = vp / S 18.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4049 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1128 pc/h/ln

S 70.0 mph 
D = vp / S 16.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3833 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1068 pc/h/ln

S 70.0 mph 
D = vp / S 15.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    9:14 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kE2B3.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4092 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1118 pc/h/ln

S 70.0 mph 
D = vp / S 16.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3711 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1351 pc/h/ln

S 69.7 mph 
D = vp / S 19.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6211 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1722 pc/h/ln

S 66.8 mph 
D = vp / S 25.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5573 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1530 pc/h/ln

S 68.7 mph 
D = vp / S 22.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3236 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1190 pc/h/ln

S 70.0 mph 
D = vp / S 17.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4573 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1261 pc/h/ln

S 70.0 mph 
D = vp / S 18.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4939 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1101 pc/h/ln

S 70.0 mph 
D = vp / S 15.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3436 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

957 pc/h/ln

S 70.0 mph 
D = vp / S 13.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2937 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1069 pc/h/ln

S 70.0 mph 
D = vp / S 15.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4660 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1747 pc/h/ln

S 66.5 mph 
D = vp / S 26.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5907 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1316 pc/h/ln

S 69.8 mph 
D = vp / S 18.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4209 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1155 pc/h/ln

S 70.0 mph 
D = vp / S 16.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5182 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1443 pc/h/ln

S 69.3 mph 
D = vp / S 20.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4518 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

992 pc/h/ln

S 70.0 mph 
D = vp / S 14.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    9:18 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kEB98.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6720 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1468 pc/h/ln

S 69.2 mph 
D = vp / S 21.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5966 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 0 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 1.000 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1621 pc/h/ln

S 67.9 mph 
D = vp / S 23.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6485 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1438 pc/h/ln

S 69.3 mph 
D = vp / S 20.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5159 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1944 pc/h/ln

S 63.6 mph 
D = vp / S 30.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5540 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1543 pc/h/ln

S 68.6 mph 
D = vp / S 22.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5354 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1484 pc/h/ln

S 69.1 mph 
D = vp / S 21.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3855 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1425 pc/h/ln

S 69.4 mph 
D = vp / S 20.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3445 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1267 pc/h/ln

S 69.9 mph 
D = vp / S 18.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5313 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1963 pc/h/ln

S 63.2 mph 
D = vp / S 31.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5872 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 0 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 1.000 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1596 pc/h/ln

S 68.2 mph 
D = vp / S 23.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3780 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1397 pc/h/ln

S 69.5 mph 
D = vp / S 20.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4755 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1809 pc/h/ln

S 65.7 mph 
D = vp / S 27.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4566 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1679 pc/h/ln

S 67.3 mph 
D = vp / S 24.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3719 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1381 pc/h/ln

S 69.6 mph 
D = vp / S 19.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3896 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1085 pc/h/ln

S 70.0 mph 
D = vp / S 15.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4602 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1282 pc/h/ln

S 69.9 mph 
D = vp / S 18.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5028 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 0 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 1.000 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1366 pc/h/ln

S 69.7 mph 
D = vp / S 19.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4072 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1505 pc/h/ln

S 68.9 mph 
D = vp / S 21.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4840 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1342 pc/h/ln

S 69.8 mph 
D = vp / S 19.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4794 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1772 pc/h/ln

S 66.2 mph 
D = vp / S 26.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2234 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

619 pc/h/ln

S 70.0 mph 
D = vp / S 8.8 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3786 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 6 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

689 pc/h/ln

S 70.0 mph 
D = vp / S 9.8 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4513 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1257 pc/h/ln

S 70.0 mph 
D = vp / S 18.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3159 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

700 pc/h/ln

S 70.0 mph 
D = vp / S 10.0 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2809 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

767 pc/h/ln

S 70.0 mph 
D = vp / S 11.0 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3453 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

769 pc/h/ln

S 70.0 mph 
D = vp / S 11.0 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3913 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

897 pc/h/ln

S 70.0 mph 
D = vp / S 12.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    9:27 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kAE89.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5849 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1645 pc/h/ln

S 67.7 mph 
D = vp / S 24.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5332 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1507 pc/h/ln

S 68.9 mph 
D = vp / S 21.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5614 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 14 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1306 pc/h/ln

S 69.9 mph 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6305 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 0 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 1.000 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1713 pc/h/ln

S 66.9 mph 
D = vp / S 25.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3832 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1416 pc/h/ln

S 69.5 mph 
D = vp / S 20.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5354 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1979 pc/h/ln

S 63.0 mph 
D = vp / S 31.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2523 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

703 pc/h/ln

S 70.0 mph 
D = vp / S 10.0 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2678 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

742 pc/h/ln

S 70.0 mph 
D = vp / S 10.6 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3247 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1200 pc/h/ln

S 70.0 mph 
D = vp / S 17.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2779 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1022 pc/h/ln

S 70.0 mph 
D = vp / S 14.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2015) 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5354 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1979 pc/h/ln

S 63.0 mph 
D = vp / S 31.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5103 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1401 pc/h/ln

S 69.5 mph 
D = vp / S 20.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4481 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1672 pc/h/ln

S 67.4 mph 
D = vp / S 24.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4801 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1774 pc/h/ln

S 66.2 mph 
D = vp / S 26.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4743 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1302 pc/h/ln

S 69.9 mph 
D = vp / S 18.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4039 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1130 pc/h/ln

S 70.0 mph 
D = vp / S 16.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4027 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1122 pc/h/ln

S 70.0 mph 
D = vp / S 16.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4126 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1132 pc/h/ln

S 70.0 mph 
D = vp / S 16.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3632 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1329 pc/h/ln

S 69.8 mph 
D = vp / S 19.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6010 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1666 pc/h/ln

S 67.5 mph 
D = vp / S 24.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4908 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1347 pc/h/ln

S 69.7 mph 
D = vp / S 19.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3799 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1397 pc/h/ln

S 69.5 mph 
D = vp / S 20.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5512 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1528 pc/h/ln

S 68.8 mph 
D = vp / S 22.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5778 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1287 pc/h/ln

S 69.9 mph 
D = vp / S 18.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4157 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1158 pc/h/ln

S 70.0 mph 
D = vp / S 16.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2964 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1079 pc/h/ln

S 70.0 mph 
D = vp / S 15.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2779 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1067 pc/h/ln

S 70.0 mph 
D = vp / S 15.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4313 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

961 pc/h/ln

S 70.0 mph 
D = vp / S 13.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4370 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1223 pc/h/ln

S 70.0 mph 
D = vp / S 17.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4666 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1338 pc/h/ln

S 69.8 mph 
D = vp / S 19.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3486 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

773 pc/h/ln

S 70.0 mph 
D = vp / S 11.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5119 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1146 pc/h/ln

S 70.0 mph 
D = vp / S 16.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4669 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1281 pc/h/ln

S 69.9 mph 
D = vp / S 18.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6293 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1395 pc/h/ln

S 69.6 mph 
D = vp / S 20.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3489 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1321 pc/h/ln

S 69.8 mph 
D = vp / S 18.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5018 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1398 pc/h/ln

S 69.5 mph 
D = vp / S 20.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4726 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1316 pc/h/ln

S 69.8 mph 
D = vp / S 18.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2577 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

957 pc/h/ln

S 70.0 mph 
D = vp / S 13.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2191 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

806 pc/h/ln

S 70.0 mph 
D = vp / S 11.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4583 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1694 pc/h/ln

S 67.2 mph 
D = vp / S 25.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5145 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1412 pc/h/ln

S 69.5 mph 
D = vp / S 20.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3531 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1305 pc/h/ln

S 69.9 mph 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4416 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1688 pc/h/ln

S 67.2 mph 
D = vp / S 25.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4213 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1572 pc/h/ln

S 68.4 mph 
D = vp / S 23.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3562 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1323 pc/h/ln

S 69.8 mph 
D = vp / S 18.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3471 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

967 pc/h/ln

S 70.0 mph 
D = vp / S 13.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4560 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1270 pc/h/ln

S 69.9 mph 
D = vp / S 18.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4601 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1263 pc/h/ln

S 70.0 mph 
D = vp / S 18.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3705 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1369 pc/h/ln

S 69.7 mph 
D = vp / S 19.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4714 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1307 pc/h/ln

S 69.9 mph 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4276 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1580 pc/h/ln

S 68.3 mph 
D = vp / S 23.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2751 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

766 pc/h/ln

S 70.0 mph 
D = vp / S 10.9 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4526 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 6 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

832 pc/h/ln

S 70.0 mph 
D = vp / S 11.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4252 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1184 pc/h/ln

S 70.0 mph 
D = vp / S 16.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3032 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

685 pc/h/ln

S 70.0 mph 
D = vp / S 9.8 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 1609 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

455 pc/h/ln

S 70.0 mph 
D = vp / S 6.5 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3540 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

789 pc/h/ln

S 70.0 mph 
D = vp / S 11.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4623 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1045 pc/h/ln

S 70.0 mph 
D = vp / S 14.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    9:53 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kA4E9.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6534 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1820 pc/h/ln

S 65.5 mph 
D = vp / S 27.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5263 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1480 pc/h/ln

S 69.1 mph 
D = vp / S 21.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5106 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1160 pc/h/ln

S 70.0 mph 
D = vp / S 16.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6036 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1648 pc/h/ln

S 67.7 mph 
D = vp / S 24.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3577 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1315 pc/h/ln

S 69.8 mph 
D = vp / S 18.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4703 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1738 pc/h/ln

S 66.6 mph 
D = vp / S 26.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2734 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

769 pc/h/ln

S 70.0 mph 
D = vp / S 11.0 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3689 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1028 pc/h/ln

S 70.0 mph 
D = vp / S 14.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4102 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1516 pc/h/ln

S 68.8 mph 
D = vp / S 22.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3729 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1371 pc/h/ln

S 69.7 mph 
D = vp / S 19.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4701 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1737 pc/h/ln

S 66.7 mph 
D = vp / S 26.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3218 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

901 pc/h/ln

S 70.0 mph 
D = vp / S 12.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4481 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1664 pc/h/ln

S 67.5 mph 
D = vp / S 24.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4895 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1791 pc/h/ln

S 65.9 mph 
D = vp / S 27.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4799 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1317 pc/h/ln

S 69.8 mph 
D = vp / S 18.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4058 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1130 pc/h/ln

S 70.0 mph 
D = vp / S 16.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3842 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1070 pc/h/ln

S 70.0 mph 
D = vp / S 15.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4102 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1120 pc/h/ln

S 70.0 mph 
D = vp / S 16.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3721 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1355 pc/h/ln

S 69.7 mph 
D = vp / S 19.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6221 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1724 pc/h/ln

S 66.8 mph 
D = vp / S 25.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5583 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1532 pc/h/ln

S 68.7 mph 
D = vp / S 22.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3246 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1194 pc/h/ln

S 70.0 mph 
D = vp / S 17.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4583 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1264 pc/h/ln

S 70.0 mph 
D = vp / S 18.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4949 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1103 pc/h/ln

S 70.0 mph 
D = vp / S 15.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3446 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

960 pc/h/ln

S 70.0 mph 
D = vp / S 13.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2941 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1071 pc/h/ln

S 70.0 mph 
D = vp / S 15.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4664 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1749 pc/h/ln

S 66.5 mph 
D = vp / S 26.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5920 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1319 pc/h/ln

S 69.8 mph 
D = vp / S 18.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4222 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1164 pc/h/ln

S 70.0 mph 
D = vp / S 16.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5195 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1447 pc/h/ln

S 69.3 mph 
D = vp / S 20.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4531 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

995 pc/h/ln

S 70.0 mph 
D = vp / S 14.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6733 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1471 pc/h/ln

S 69.1 mph 
D = vp / S 21.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5979 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 0 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 1.000 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1625 pc/h/ln

S 67.9 mph 
D = vp / S 23.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6501 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1449 pc/h/ln

S 69.3 mph 
D = vp / S 20.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5175 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1959 pc/h/ln

S 63.3 mph 
D = vp / S 30.9 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5556 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1548 pc/h/ln

S 68.6 mph 
D = vp / S 22.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5370 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1488 pc/h/ln

S 69.0 mph 
D = vp / S 21.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3871 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1438 pc/h/ln

S 69.3 mph 
D = vp / S 20.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3457 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1271 pc/h/ln

S 69.9 mph 
D = vp / S 18.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5325 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1968 pc/h/ln

S 63.2 mph 
D = vp / S 31.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5886 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 0 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 1.000 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1599 pc/h/ln

S 68.2 mph 
D = vp / S 23.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3794 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1402 pc/h/ln

S 69.5 mph 
D = vp / S 20.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4769 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1823 pc/h/ln

S 65.5 mph 
D = vp / S 27.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4580 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1684 pc/h/ln

S 67.3 mph 
D = vp / S 25.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3733 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1386 pc/h/ln

S 69.6 mph 
D = vp / S 19.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3910 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1089 pc/h/ln

S 70.0 mph 
D = vp / S 15.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4618 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1286 pc/h/ln

S 69.9 mph 
D = vp / S 18.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5044 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 0 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 1.000 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1371 pc/h/ln

S 69.7 mph 
D = vp / S 19.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4088 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1511 pc/h/ln

S 68.9 mph 
D = vp / S 21.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4856 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1346 pc/h/ln

S 69.8 mph 
D = vp / S 19.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4810 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1778 pc/h/ln

S 66.1 mph 
D = vp / S 26.9 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2250 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

627 pc/h/ln

S 70.0 mph 
D = vp / S 9.0 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3802 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 6 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

692 pc/h/ln

S 70.0 mph 
D = vp / S 9.9 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    10:12 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2k564D.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4529 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1261 pc/h/ln

S 70.0 mph 
D = vp / S 18.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3165 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

702 pc/h/ln

S 70.0 mph 
D = vp / S 10.0 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2815 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

769 pc/h/ln

S 70.0 mph 
D = vp / S 11.0 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3472 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

774 pc/h/ln

S 70.0 mph 
D = vp / S 11.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3932 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

902 pc/h/ln

S 70.0 mph 
D = vp / S 12.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5868 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1650 pc/h/ln

S 67.7 mph 
D = vp / S 24.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5351 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1512 pc/h/ln

S 68.9 mph 
D = vp / S 22.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5633 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 14 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1310 pc/h/ln

S 69.9 mph 
D = vp / S 18.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6324 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1727 pc/h/ln

S 66.8 mph 
D = vp / S 25.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3857 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1425 pc/h/ln

S 69.4 mph 
D = vp / S 20.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5379 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1988 pc/h/ln

S 62.8 mph 
D = vp / S 31.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2548 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

713 pc/h/ln

S 70.0 mph 
D = vp / S 10.2 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2703 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

753 pc/h/ln

S 70.0 mph 
D = vp / S 10.8 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3272 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1209 pc/h/ln

S 70.0 mph 
D = vp / S 17.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2782 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1023 pc/h/ln

S 70.0 mph 
D = vp / S 14.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5357 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1980 pc/h/ln

S 62.9 mph 
D = vp / S 31.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    10:17 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2k1ED9.tmp



 
 
 

09912-05 Letter.docx  

ATTACHMENT D 
OPENING YEAR CUMULATIVE (2020) WITHOUT PROJECT CONDITIONS 

HCS2010 BASIC FREEWAY SEGMENT ANALYSIS WORKSHEETS 

  



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5828 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1292 pc/h/ln

S 69.9 mph 
D = vp / S 18.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5154 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1450 pc/h/ln

S 69.3 mph 
D = vp / S 20.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5518 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2059 pc/h/ln

S 61.4 mph 
D = vp / S 33.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5467 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1515 pc/h/ln

S 68.8 mph 
D = vp / S 22.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4709 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1331 pc/h/ln

S 69.8 mph 
D = vp / S 19.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4706 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1324 pc/h/ln

S 69.8 mph 
D = vp / S 19.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4859 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1347 pc/h/ln

S 69.7 mph 
D = vp / S 19.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4336 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1602 pc/h/ln

S 68.1 mph 
D = vp / S 23.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5993 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1686 pc/h/ln

S 67.3 mph 
D = vp / S 25.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4955 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1380 pc/h/ln

S 69.6 mph 
D = vp / S 19.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3957 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1484 pc/h/ln

S 69.1 mph 
D = vp / S 21.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5593 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1565 pc/h/ln

S 68.5 mph 
D = vp / S 22.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5859 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1325 pc/h/ln

S 69.8 mph 
D = vp / S 19.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4328 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1229 pc/h/ln

S 70.0 mph 
D = vp / S 17.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3354 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1227 pc/h/ln

S 70.0 mph 
D = vp / S 17.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3131 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1202 pc/h/ln

S 70.0 mph 
D = vp / S 17.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5341 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1208 pc/h/ln

S 70.0 mph 
D = vp / S 17.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5462 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1551 pc/h/ln

S 68.6 mph 
D = vp / S 22.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5848 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1684 pc/h/ln

S 67.3 mph 
D = vp / S 25.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4610 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1042 pc/h/ln

S 70.0 mph 
D = vp / S 14.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6473 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1463 pc/h/ln

S 69.2 mph 
D = vp / S 21.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6056 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1687 pc/h/ln

S 67.2 mph 
D = vp / S 25.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8217 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1849 pc/h/ln

S 65.1 mph 
D = vp / S 28.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5186 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1992 pc/h/ln

S 62.7 mph 
D = vp / S 31.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6939 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1961 pc/h/ln

S 63.3 mph 
D = vp / S 31.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    11:59 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kFF88.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6217 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1740 pc/h/ln

S 66.6 mph 
D = vp / S 26.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3826 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1469 pc/h/ln

S 69.2 mph 
D = vp / S 21.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2853 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1070 pc/h/ln

S 70.0 mph 
D = vp / S 15.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5470 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2041 pc/h/ln

S 61.8 mph 
D = vp / S 33.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5789 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1597 pc/h/ln

S 68.2 mph 
D = vp / S 23.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4013 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1490 pc/h/ln

S 69.0 mph 
D = vp / S 21.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4997 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1919 pc/h/ln

S 64.0 mph 
D = vp / S 30.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4779 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1792 pc/h/ln

S 65.9 mph 
D = vp / S 27.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4068 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1518 pc/h/ln

S 68.8 mph 
D = vp / S 22.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3974 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1112 pc/h/ln

S 70.0 mph 
D = vp / S 15.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5205 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1457 pc/h/ln

S 69.2 mph 
D = vp / S 21.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5259 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1451 pc/h/ln

S 69.3 mph 
D = vp / S 20.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3676 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1372 pc/h/ln

S 69.7 mph 
D = vp / S 19.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4639 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1298 pc/h/ln

S 69.9 mph 
D = vp / S 18.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4252 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1587 pc/h/ln

S 68.3 mph 
D = vp / S 23.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2809 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

794 pc/h/ln

S 70.0 mph 
D = vp / S 11.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4500 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 6 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

836 pc/h/ln

S 70.0 mph 
D = vp / S 11.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4245 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1194 pc/h/ln

S 70.0 mph 
D = vp / S 17.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3387 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

766 pc/h/ln

S 70.0 mph 
D = vp / S 10.9 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 1807 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

511 pc/h/ln

S 70.0 mph 
D = vp / S 7.3 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4215 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

948 pc/h/ln

S 70.0 mph 
D = vp / S 13.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    12:08 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kAF57.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5445 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1237 pc/h/ln

S 70.0 mph 
D = vp / S 17.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7588 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2124 pc/h/ln

S 60.1 mph 
D = vp / S 35.3 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6219 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1758 pc/h/ln

S 66.4 mph 
D = vp / S 26.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6080 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1388 pc/h/ln

S 69.6 mph 
D = vp / S 19.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7144 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1961 pc/h/ln

S 63.3 mph 
D = vp / S 31.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4632 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1720 pc/h/ln

S 66.9 mph 
D = vp / S 25.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5912 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2206 pc/h/ln

S 58.3 mph 
D = vp / S 37.9 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3775 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

862 pc/h/ln

S 70.0 mph 
D = vp / S 12.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5378 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1505 pc/h/ln

S 68.9 mph 
D = vp / S 21.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5505 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2084 pc/h/ln

S 60.9 mph 
D = vp / S 34.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5150 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1941 pc/h/ln

S 63.6 mph 
D = vp / S 30.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6070 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2276 pc/h/ln

S 56.6 mph 
D = vp / S 40.2 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3674 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

827 pc/h/ln

S 70.0 mph 
D = vp / S 11.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    12:14 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kBA30.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5076 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1421 pc/h/ln

S 69.4 mph 
D = vp / S 20.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5541 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2038 pc/h/ln

S 61.9 mph 
D = vp / S 32.9 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5442 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1501 pc/h/ln

S 68.9 mph 
D = vp / S 21.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4633 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1303 pc/h/ln

S 69.9 mph 
D = vp / S 18.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4402 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1232 pc/h/ln

S 70.0 mph 
D = vp / S 17.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4721 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1296 pc/h/ln

S 69.9 mph 
D = vp / S 18.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4310 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1577 pc/h/ln

S 68.4 mph 
D = vp / S 23.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6085 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1703 pc/h/ln

S 67.1 mph 
D = vp / S 25.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5485 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1520 pc/h/ln

S 68.8 mph 
D = vp / S 22.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3298 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1231 pc/h/ln

S 70.0 mph 
D = vp / S 17.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4574 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1274 pc/h/ln

S 69.9 mph 
D = vp / S 18.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4928 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1109 pc/h/ln

S 70.0 mph 
D = vp / S 15.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3507 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

986 pc/h/ln

S 70.0 mph 
D = vp / S 14.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3289 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1198 pc/h/ln

S 70.0 mph 
D = vp / S 17.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5182 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1943 pc/h/ln

S 63.6 mph 
D = vp / S 30.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6885 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1542 pc/h/ln

S 68.6 mph 
D = vp / S 22.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5049 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1399 pc/h/ln

S 69.5 mph 
D = vp / S 20.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6162 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1725 pc/h/ln

S 66.8 mph 
D = vp / S 25.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5469 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1213 pc/h/ln

S 70.0 mph 
D = vp / S 17.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    12:20 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kCC78.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7939 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1752 pc/h/ln

S 66.5 mph 
D = vp / S 26.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7151 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1963 pc/h/ln

S 63.2 mph 
D = vp / S 31.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7960 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1782 pc/h/ln

S 66.1 mph 
D = vp / S 27.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    12:21 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kA8F1.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6539 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2488 pc/h/ln

S 50.8 mph 
D = vp / S 49.0 pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7003 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1960 pc/h/ln

S 63.3 mph 
D = vp / S 31.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7411 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2064 pc/h/ln

S 61.3 mph 
D = vp / S 33.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5321 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2024 pc/h/ln

S 62.1 mph 
D = vp / S 32.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4944 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1872 pc/h/ln

S 64.8 mph 
D = vp / S 28.9 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6832 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2562 pc/h/ln

S 48.5 mph 
D = vp / S 52.8 pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6718 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1844 pc/h/ln

S 65.2 mph 
D = vp / S 28.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4421 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1658 pc/h/ln

S 67.6 mph 
D = vp / S 24.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5509 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2116 pc/h/ln

S 60.3 mph 
D = vp / S 35.1 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5315 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1974 pc/h/ln

S 63.1 mph 
D = vp / S 31.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4400 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1658 pc/h/ln

S 67.6 mph 
D = vp / S 24.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4606 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1295 pc/h/ln

S 69.9 mph 
D = vp / S 18.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5439 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1530 pc/h/ln

S 68.7 mph 
D = vp / S 22.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5933 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1636 pc/h/ln

S 67.8 mph 
D = vp / S 24.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4202 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1583 pc/h/ln

S 68.3 mph 
D = vp / S 23.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4941 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1396 pc/h/ln

S 69.6 mph 
D = vp / S 20.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4956 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1867 pc/h/ln

S 64.8 mph 
D = vp / S 28.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2535 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

727 pc/h/ln

S 70.0 mph 
D = vp / S 10.4 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4023 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 6 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

751 pc/h/ln

S 70.0 mph 
D = vp / S 10.7 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4723 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1341 pc/h/ln

S 69.8 mph 
D = vp / S 19.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3585 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

799 pc/h/ln

S 70.0 mph 
D = vp / S 11.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3178 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

872 pc/h/ln

S 70.0 mph 
D = vp / S 12.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4472 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1016 pc/h/ln

S 70.0 mph 
D = vp / S 14.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5043 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1168 pc/h/ln

S 70.0 mph 
D = vp / S 16.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7243 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2057 pc/h/ln

S 61.5 mph 
D = vp / S 33.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6741 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1923 pc/h/ln

S 63.9 mph 
D = vp / S 30.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7117 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1663 pc/h/ln

S 67.5 mph 
D = vp / S 24.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7966 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2197 pc/h/ln

S 58.5 mph 
D = vp / S 37.6 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5541 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2088 pc/h/ln

S 60.9 mph 
D = vp / S 34.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7388 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2784 pc/h/ln

S 40.9 mph 
D = vp / S 68.1 pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4332 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

998 pc/h/ln

S 70.0 mph 
D = vp / S 14.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4197 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1175 pc/h/ln

S 70.0 mph 
D = vp / S 16.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4634 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1763 pc/h/ln

S 66.3 mph 
D = vp / S 26.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3493 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1304 pc/h/ln

S 69.9 mph 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 NP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6317 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2346 pc/h/ln

S 54.8 mph 
D = vp / S 42.8 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5846 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1296 pc/h/ln

S 69.9 mph 
D = vp / S 18.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5172 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1462 pc/h/ln

S 69.2 mph 
D = vp / S 21.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5536 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2066 pc/h/ln

S 61.3 mph 
D = vp / S 33.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5485 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1520 pc/h/ln

S 68.8 mph 
D = vp / S 22.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4726 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1336 pc/h/ln

S 69.8 mph 
D = vp / S 19.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4724 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1335 pc/h/ln

S 69.8 mph 
D = vp / S 19.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4881 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1353 pc/h/ln

S 69.7 mph 
D = vp / S 19.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4358 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1618 pc/h/ln

S 68.0 mph 
D = vp / S 23.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6015 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1692 pc/h/ln

S 67.2 mph 
D = vp / S 25.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4977 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1393 pc/h/ln

S 69.6 mph 
D = vp / S 20.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3979 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1492 pc/h/ln

S 69.0 mph 
D = vp / S 21.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5615 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1579 pc/h/ln

S 68.3 mph 
D = vp / S 23.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5880 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1329 pc/h/ln

S 69.8 mph 
D = vp / S 19.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4350 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1235 pc/h/ln

S 70.0 mph 
D = vp / S 17.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3362 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1224 pc/h/ln

S 70.0 mph 
D = vp / S 17.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3138 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1205 pc/h/ln

S 70.0 mph 
D = vp / S 17.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5366 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1219 pc/h/ln

S 70.0 mph 
D = vp / S 17.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5488 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1566 pc/h/ln

S 68.4 mph 
D = vp / S 22.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5873 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1700 pc/h/ln

S 67.1 mph 
D = vp / S 25.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4635 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1053 pc/h/ln

S 70.0 mph 
D = vp / S 15.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6499 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1476 pc/h/ln

S 69.1 mph 
D = vp / S 21.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6081 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1702 pc/h/ln

S 67.1 mph 
D = vp / S 25.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8250 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1856 pc/h/ln

S 65.0 mph 
D = vp / S 28.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5219 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2014 pc/h/ln

S 62.3 mph 
D = vp / S 32.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6972 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1980 pc/h/ln

S 62.9 mph 
D = vp / S 31.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6250 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1749 pc/h/ln

S 66.5 mph 
D = vp / S 26.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3859 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1482 pc/h/ln

S 69.1 mph 
D = vp / S 21.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    10:33 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2k4981.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2858 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1072 pc/h/ln

S 70.0 mph 
D = vp / S 15.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5475 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2043 pc/h/ln

S 61.8 mph 
D = vp / S 33.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5795 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1598 pc/h/ln

S 68.2 mph 
D = vp / S 23.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4019 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1493 pc/h/ln

S 69.0 mph 
D = vp / S 21.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5002 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1921 pc/h/ln

S 64.0 mph 
D = vp / S 30.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4785 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1794 pc/h/ln

S 65.9 mph 
D = vp / S 27.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4074 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1520 pc/h/ln

S 68.8 mph 
D = vp / S 22.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3979 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1114 pc/h/ln

S 70.0 mph 
D = vp / S 15.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5212 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1459 pc/h/ln

S 69.2 mph 
D = vp / S 21.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5266 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1452 pc/h/ln

S 69.3 mph 
D = vp / S 21.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3683 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1374 pc/h/ln

S 69.6 mph 
D = vp / S 19.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4646 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1300 pc/h/ln

S 69.9 mph 
D = vp / S 18.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4258 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1589 pc/h/ln

S 68.2 mph 
D = vp / S 23.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2815 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

796 pc/h/ln

S 70.0 mph 
D = vp / S 11.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4507 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 6 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

837 pc/h/ln

S 70.0 mph 
D = vp / S 12.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4252 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1202 pc/h/ln

S 70.0 mph 
D = vp / S 17.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3389 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

766 pc/h/ln

S 70.0 mph 
D = vp / S 10.9 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 1809 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

511 pc/h/ln

S 70.0 mph 
D = vp / S 7.3 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4223 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

950 pc/h/ln

S 70.0 mph 
D = vp / S 13.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5452 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1239 pc/h/ln

S 70.0 mph 
D = vp / S 17.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7596 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2126 pc/h/ln

S 60.1 mph 
D = vp / S 35.4 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6227 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1760 pc/h/ln

S 66.4 mph 
D = vp / S 26.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6087 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1389 pc/h/ln

S 69.6 mph 
D = vp / S 20.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7152 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1963 pc/h/ln

S 63.2 mph 
D = vp / S 31.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4642 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1724 pc/h/ln

S 66.8 mph 
D = vp / S 25.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5922 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2210 pc/h/ln

S 58.2 mph 
D = vp / S 38.0 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3785 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

864 pc/h/ln

S 70.0 mph 
D = vp / S 12.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5388 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1508 pc/h/ln

S 68.9 mph 
D = vp / S 21.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5515 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2088 pc/h/ln

S 60.9 mph 
D = vp / S 34.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5158 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1944 pc/h/ln

S 63.6 mph 
D = vp / S 30.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6078 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2279 pc/h/ln

S 56.5 mph 
D = vp / S 40.3 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3683 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

829 pc/h/ln

S 70.0 mph 
D = vp / S 11.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5085 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1423 pc/h/ln

S 69.4 mph 
D = vp / S 20.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5549 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2041 pc/h/ln

S 61.8 mph 
D = vp / S 33.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5451 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1503 pc/h/ln

S 68.9 mph 
D = vp / S 21.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4642 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1306 pc/h/ln

S 69.9 mph 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4410 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1240 pc/h/ln

S 70.0 mph 
D = vp / S 17.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4731 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1298 pc/h/ln

S 69.9 mph 
D = vp / S 18.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4320 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1589 pc/h/ln

S 68.2 mph 
D = vp / S 23.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6095 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1706 pc/h/ln

S 67.0 mph 
D = vp / S 25.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5495 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1523 pc/h/ln

S 68.8 mph 
D = vp / S 22.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3309 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1235 pc/h/ln

S 70.0 mph 
D = vp / S 17.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4584 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1277 pc/h/ln

S 69.9 mph 
D = vp / S 18.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4939 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1111 pc/h/ln

S 70.0 mph 
D = vp / S 15.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3518 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

994 pc/h/ln

S 70.0 mph 
D = vp / S 14.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3293 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 1 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.995 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1199 pc/h/ln

S 70.0 mph 
D = vp / S 17.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5185 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1944 pc/h/ln

S 63.6 mph 
D = vp / S 30.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6897 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1544 pc/h/ln

S 68.6 mph 
D = vp / S 22.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5061 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1410 pc/h/ln

S 69.5 mph 
D = vp / S 20.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6174 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1728 pc/h/ln

S 66.8 mph 
D = vp / S 25.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5481 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1215 pc/h/ln

S 70.0 mph 
D = vp / S 17.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7952 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1755 pc/h/ln

S 66.4 mph 
D = vp / S 26.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7164 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1966 pc/h/ln

S 63.2 mph 
D = vp / S 31.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7976 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1786 pc/h/ln

S 66.0 mph 
D = vp / S 27.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6555 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2494 pc/h/ln

S 50.6 mph 
D = vp / S 49.3 pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7019 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1965 pc/h/ln

S 63.2 mph 
D = vp / S 31.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    11:25 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kA307.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7427 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2069 pc/h/ln

S 61.2 mph 
D = vp / S 33.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5337 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2030 pc/h/ln

S 62.0 mph 
D = vp / S 32.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4956 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1876 pc/h/ln

S 64.7 mph 
D = vp / S 29.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6844 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2566 pc/h/ln

S 48.4 mph 
D = vp / S 53.1 pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    11:27 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2kCA84.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To I-15 to McKinley 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6731 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1847 pc/h/ln

S 65.1 mph 
D = vp / S 28.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To McKinley to Riverwalk 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4435 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1663 pc/h/ln

S 67.5 mph 
D = vp / S 24.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Riverwalk to Magnolia 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5523 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2131 pc/h/ln

S 59.9 mph 
D = vp / S 35.5 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Magnolia to La Sierra 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5329 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1989 pc/h/ln

S 62.8 mph 
D = vp / S 31.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To La Sierra to Tyler 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4413 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1663 pc/h/ln

S 67.5 mph 
D = vp / S 24.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Tyler to Van Buren 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4620 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1306 pc/h/ln

S 69.9 mph 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren to Adams 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5456 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1542 pc/h/ln

S 68.6 mph 
D = vp / S 22.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Adams to Madison 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5950 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 3 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1641 pc/h/ln

S 67.7 mph 
D = vp / S 24.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Madison to Arlington 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4219 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1597 pc/h/ln

S 68.2 mph 
D = vp / S 23.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Arlington to Central 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4958 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1401 pc/h/ln

S 69.5 mph 
D = vp / S 20.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Central to 14th 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4973 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1874 pc/h/ln

S 64.7 mph 
D = vp / S 29.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 

Copyright © 2015 University of Florida, All Rights Reserved     HCS 2010TM   Version 6.70 Generated:  4/18/2016    11:31 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

4/18/2016file:///C:/Users/bbooth/AppData/Local/Temp/f2k8386.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To 14th to University 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 2552 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

735 pc/h/ln

S 70.0 mph 
D = vp / S 10.5 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To University to Spruce 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4040 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 6 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

754 pc/h/ln

S 70.0 mph 
D = vp / S 10.8 pc/mi/ln 
LOS A 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-91 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Spruce to I-215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4740 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1346 pc/h/ln

S 69.8 mph 
D = vp / S 19.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To I-215 to Day 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3591 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

800 pc/h/ln

S 70.0 mph 
D = vp / S 11.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel SR-60 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Day to Frederick 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3184 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 2 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.990 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

874 pc/h/ln

S 70.0 mph 
D = vp / S 12.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR-60 to Blaine St 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4491 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1025 pc/h/ln

S 70.0 mph 
D = vp / S 14.6 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Blaine St to University Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5062 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 14 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1177 pc/h/ln

S 70.0 mph 
D = vp / S 16.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To University Av to MLK Bl 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7262 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2072 pc/h/ln

S 61.2 mph 
D = vp / S 33.9 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To MLK Bl to Central Av 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6760 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1938 pc/h/ln

S 63.7 mph 
D = vp / S 30.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Central Av to Box Springs 

Rd 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7137 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 16 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.926 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1676 pc/h/ln

S 67.4 mph 
D = vp / S 24.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Box Springs Rd to 

SR60/I215 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7985 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 4 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2213 pc/h/ln

S 58.1 mph 
D = vp / S 38.1 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To SR60/I215 to Eucalyptus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5566 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 9 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2107 pc/h/ln

S 60.5 mph 
D = vp / S 34.9 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Eucalyptus Av. to 

Alessandro B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7413 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 8 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.962 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2793 pc/h/ln

S 40.6 mph 
D = vp / S 68.9 pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Alessandro Bl. to Cactus 

Av. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4357 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 5 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1009 pc/h/ln

S 70.0 mph 
D = vp / S 14.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Cactus Av. to Van Buren 

Bl. 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4222 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 4 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1182 pc/h/ln

S 70.0 mph 
D = vp / S 16.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Van Buren Bl. to Harley 

Knox B 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4659 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 10 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1772 pc/h/ln

S 66.2 mph 
D = vp / S 26.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Harley Knox to Ramona 

Exwy 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3496 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

1305 pc/h/ln

S 69.9 mph 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst BMB Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Ramona Exwy to Nuevo 
Date Performed 4/18/2016 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year 2020 WP 
Project Description  Indian Street Commerce Center (JN 09912) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6320 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 

Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 

                     Up/Down %

Calculate Flow Adjustments
fp 1.00  ER 1.2 
ET 1.5  fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width ft 
Rt-Side Lat. Clearance ft 
Number of Lanes, N 3 
Total Ramp Density, TRD ramps/mi 
FFS (measured) 70.0 mph 
Base free-flow Speed, 
BFFS mph 

 fLW mph 
 fLC mph 
 TRD Adjustment mph 

 FFS 70.0 mph 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV
x fp)

2359 pc/h/ln

S 54.4 mph 
D = vp / S 43.3 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV
x fp)

pc/h/ln

S mph 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow 
speed
DDHV - Directional design hour volume  

ER - Exhibits 11-10, 11-12      fLW - Exhibit 11-8
ET - Exhibits 11-10, 11-11, 11-13      fLC - Exhibit 11-9
fp - Page 11-18      TRD - Page 11-11
LOS, S, FFS, vp - Exhibits 11-2, 
11-3 
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