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A Brief Introduction 

This Project-Specific WQMP Template for the Santa Ana Region has been prepared to help guide you in 
documenting compliance for your project. Because this document has been designed to specifically 
document compliance, you will need to utilize the WQMP Guidance Document as your “how-to” manual 
to help guide you through this process. Both the Template and Guidance Document go hand-in-hand, 
and will help facilitate a well prepared Project-Specific WQMP. Below is a flowchart for the layout of this 
Template that will provide the steps required to document compliance.  
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OWNER’S CERTIFICATION 
 
This Project-Specific Water Quality Management Plan (WQMP) has been prepared for Wal-Mart Real Estate 
Business Trust by Kimley-Horn and Associates, Inc. for the Walmart Store 4059-00 project. 

 
This WQMP is intended to comply with the requirements of the City of Moreno Valley for which includes the 
requirement for the preparation and implementation of a Project-Specific WQMP.  

The undersigned, while owning the property/project described in the preceding paragraph, shall be responsible for 
the implementation and funding of this WQMP and will ensure that this WQMP is amended as appropriate to 
reflect up-to-date conditions on the site.  In addition, the property owner accepts responsibility for interim 
operation and maintenance of Stormwater BMPs until such time as this responsibility is formally transferred to a 
subsequent owner. This WQMP will be reviewed with the facility operator, facility supervisors, employees, tenants, 
maintenance and service contractors, or any other party (or parties) having responsibility for implementing 
portions of this WQMP.  At least one copy of this WQMP will be maintained at the project site or project office in 
perpetuity. The undersigned is authorized to certify and to approve implementation of this WQMP.  The 
undersigned is aware that implementation of this WQMP is enforceable under the City of Moreno Valley Water 
Quality Ordinance (Municipal Code SectionR8-2010-0033). 

"I, the undersigned, certify under penalty of law that the provisions of this WQMP have been reviewed and 
accepted and that the WQMP will be transferred to future successors in interest." 
 
 
    
Owner’s Signature      Date 
  
    
Owner’s Printed Name       Owner’s Title/Position  
 

 
 
PREPARER’S CERTIFICATION 
 
“The selection, sizing and design of stormwater treatment and other stormwater quality and quantity control 
measures in this plan meet the requirements of Regional Water Quality Control Board Order No. R8-2010-0033 
and any subsequent amendments thereto.” 
 
 
 
    
Preparer’s Signature      Date 
  
    
Preparer’s Printed Name       Preparer’s Title/Position  
 
 
  
Preparer’s Licensure:          
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Section A: Project and Site Information  

PROJECT INFORMATION 

Type of Project: Commercial 

Planning Area: Part of Community Commercial Planning Area 

Community Name: Moreno Valley Walmart Supercenter 

Development Name: Moreno Valley Walmart Supercenter 

PROJECT LOCATION 

Latitude & Longitude (DMS): 33.894595, -117.228302 

Project Watershed and Sub-Watershed: Perris Valley 

APN(s): 485-220-041 

Map Book and Page No.: Riverside #747 G2 

PROJECT CHARACTERISTICS 

Proposed or Potential Land Use(s) Commercial 

Proposed or Potential SIC Code(s) 5411 

Area of Impervious Project Footprint (SF) 751,547 SF 

Total Area of proposed Impervious Surfaces within the Project Limits (SF)/or Replacement 751,547 SF 

Does the project consist of offsite road improvements?  Y  N 

Does the project propose to construct unpaved roads?  Y  N 

Is the project part of a larger common plan of development (phased project)?  Y  N 

EXISTING SITE CHARACTERISTICS 

Total area of existing Impervious Surfaces within the project limits (SF) ~0 SF 

Is the project located within any MSHCP Criteria Cell?  Y  N 

If so, identify the Cell number: Insert text here. 

Are there any natural hydrologic features on the project site?  Y  N 

Is a Geotechnical Report attached?  Y  N 

If no Geotech. Report, list the NRCS soils type(s) present on the site (A, B, C and/or D) Insert text here. 

What is the Water Quality Design Storm Depth for the project? 0.65 inches 

A.1 Maps and Site Plans 

When completing your Project-Specific WQMP, include a map of the local vicinity and existing site. In 
addition, include all grading, drainage, landscape/plant palette and other pertinent construction plans in 
Appendix 2. At a minimum, your WQMP Site Plan should include the following: 

 

 Drainage Management Areas 

 Proposed Structural BMPs 

 Drainage Path 

 Drainage Infrastructure, Inlets, Overflows 

 Source Control BMPs 

 Buildings, Roof Lines, Downspouts 

 Impervious Surfaces 

 Standard Labeling 

Use your discretion on whether or not you may need to create multiple sheets or can appropriately 
accommodate these features on one or two sheets. Keep in mind that the Co-Permittee plan reviewer 
must be able to easily analyze your project utilizing this template and its associated site plans and maps.  



- 7 - 
 

A.2 Identify Receiving Waters 
Using Table A.1 below, list in order of upstream to downstream, the receiving waters that the project 
site is tributary to. Continue to fill each row with the Receiving Water’s 303(d) listed impairments (if 
any), designated beneficial uses, and proximity, if any, to a RARE beneficial use. Include a map of the 
receiving waters in Appendix 1.  

 
Table A.1 Identification of Receiving Waters 

Receiving Waters 
EPA Approved 303(d) List 
Impairments 

Designated  
Beneficial Uses 

Proximity 
to RARE  
Beneficial 
Use 

KITCHING CHANNEL, PART OF AN MS4 OPERATED 
BY THE RIVERSIDE COUNTY FLOOD CONTROL AND 

WATER CONSERVATION DISTRICT (RCFCWCD). 

NOT LISTED. NOT LISTED. N/A 

PERRIS VALLEY STORMDRAIN, PART OF AN MS4 
OPERATED BY THE RCFCWCD. 

LIST ANY 303(D) IMPAIRMENTS OF 3RD 
RECEIVING WATER, INCLUDING APPROVED 
TMDL POLLUTANT LIMITATIONS 

NOT LISTED. N/A 

SAN JACINTO RIVER (REACH 3) NOT LISTED. 
AGR, GWR, REC1, 
REC2, WARM, WILD 

N/A 

SAN JACINTO RIVER (REACH2) NOT LISTED. NOT LISTED. N/A 

CANYON LAKE (RAILROAD CORRIDOR RESERVOIR) NUTRIENTS, PATHOGENS 
MUN, AGR, GWR, 
REC1, REC2, WARM, 

WILD 

N/A 

SAN JACINTO RIVER (REACH 1) NOT LISTED. 
MUN, AGR, GWR, 
REC1, REC2, WARM, 
WILD 

N/A 

SAN JACINTO GROUNDWATER BASIN NOT LISTED. 
MUN, AGR, IND, 
PROC 

N/A 

LAKE ELSINORE 
NUTRIENTS, ORGANIC ENRIGHMENT/LOW 
DISSOLVED OXYGEN, PCB'S, SEDIMENT 
TOXICITY, UNKNOWN TOXICITY 

REC1, REC2, WARM, 
WILD 

N/A 

 

A.3 Additional Permits/Approvals required for the Project: 
Table A.2 Other Applicable Permits 

Agency Permit Required 

State Department of Fish and Game, 1602 Streambed Alteration Agreement  Y  N 

State Water Resources Control Board, Clean Water Act (CWA) Section 401 Water Quality Cert.  Y  N 

US Army Corps of Engineers, CWA Section 404 Permit  Y  N 

US Fish and Wildlife, Endangered Species Act Section 7 Biological Opinion  Y  N 

Statewide Construction General Permit Coverage 

California Construction General Permit (Order No. 2009-0009-DWQ) 
 Y  N 

Statewide Industrial General Permit Coverage  Y  N 

Western Riverside MSHCP Consistency Approval (e.g., JPR, DBESP)  Y  N 

Other (please list in the space below as required) 

NPDES MS4 Permit Order No. R8-2002-0011, NPDES No. CAS 618033  
 Y  N 
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If yes is answered to any of the questions above, the Co-Permittee may require proof of 
approval/coverage from those agencies as applicable including documentation of any associated 
requirements that may affect this Project-Specific WQMP. 
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Section B: Optimize Site Utilization (LID Principles) 

Review of the information collected in Section ‘A’ will aid in identifying the principal constraints on site 
design and selection of LID BMPs as well as opportunities to reduce imperviousness and incorporate LID 
Principles into the site and landscape design.  For example, constraints might include impermeable 
soils, high groundwater, groundwater pollution or contaminated soils, steep slopes, geotechnical 
instability, high-intensity land use, heavy pedestrian or vehicular traffic, utility locations or safety 
concerns.  Opportunities might include existing natural areas, low areas, oddly configured or otherwise 
unbuildable parcels, easements and landscape amenities including open space and buffers (which can 
double as locations for bioretention BMPs), and differences in elevation (which can provide hydraulic 
head).  Prepare a brief narrative for each of the site optimization strategies described below.  This 
narrative will help you as you proceed with your LID design and explain your design decisions to others.  

The 2010 Santa Ana MS4 Permit further requires that LID Retention BMPs (Infiltration Only or Harvest 
and Use) be used unless it can be shown that those BMPs are infeasible.  Therefore, it is important that 
your narrative identify and justify if there are any constraints that would prevent the use of those 
categories of LID BMPs.  Similarly, you should also note opportunities that exist which will be utilized 
during project design.  Upon completion of identifying Constraints and Opportunities, include these on 
your WQMP Site plan in Appendix 1. 

Site Optimization 

The following questions are based upon Section 3.2 of the WQMP Guidance Document. Review of the 
WQMP Guidance Document will help you determine how best to optimize your site and subsequently 
identify opportunities and/or constraints, and document compliance. 

Did you identify and preserve existing drainage patterns? If so, how? If not, why? Analysis  

The site is currently undeveloped. Existing drainage exhibits a northwest to southwest pattern. The 
existing site consists of one large on-site sub-basin and two off-site sub-basins, and lies within a Master 
Drainage Plan (MDP). All predevelopment run-off sheet flows into the adjacent public streets (Perris 
Boulevard and Santiago Drive). No existing stormwater treatment devices were observed on-site. The 
proposed post-development drainage consists of fourteen (14) sub-areas where nine (9) of these drain to 
corresponding catch basins, four (4) roof drainage DMA’s drain directly to siphonic manholes, and one 
(1) DMA designated for the area reserved as the proposed infiltration basin (see Post-Development 
Drainage Exhibit). The proposed drainage maintains a northwest to southwest drainage pattern and will 
be conveyed via an underground stormdrain system to an on-site basin in front of the property along 
Santiago Road. This basin will have two (2) dry wells beneath it to allow for percolation for water quality 
purposes. The basin will also serve as a flood control basin, allowing a maximum of 26 CFS to discharge 
into the M-2 line along Santiago Drive that is part of the Riverside County MDP. 

Did you identify and protect existing vegetation? If so, how? If not, why? 

The existing site is almost completely void of any existing vegetation. The proposed landscape plan was 
created to compliment the proposed drainage features and will ultimately enhance the project site. 

Did you identify and preserve natural infiltration capacity? If so, how? If not, why? 

Two (2) double ring infiltrometer tests were performed in the area that is proposed as the basin to 
determine the feasibility of using it as an infiltration basin. The results of these tests can be found in the 
Geotechnical Engineering Investigation completed by Moore Twining Associates, Inc, dated November 
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30, 2012. The results of these infiltrometer tests indicate that the soils encountered at depths ranging 
from 0 to 10 feet in the area of the proposed basin are not considered favorable for the use of an 
infiltration basin for the treatment of stormwater. However, deeper infiltration testing and boring 
observations indicate the soil depths between 10 and 40 feet are much more permeable and can support 
infiltration.  Therefore, two (2) dry wells shall be installed within the range of 10 to 35 feet beneath the 
proposed basin where the Design Capture Volume (VBMP) will be directed and allowed to percolate. The 
Design Capture Volume was calculated to be 30,046.7 Cubic Feet. The proposed basin shall be designed 
to percolate up to 41,907 Cubic Feet within the required 72-hour draw down period. The design capture 
volume shall be treated prior to entering the basin. Additional percolation testing will be performed at 
final design, if necessary. 

Did you identify and minimize impervious area? If so, how? If not, why? 

Preliminary Landscape Plans have been created for this project and were done with the intent of 
maximizing the pervious area on the site. This was accomplished using end planters, fingers, and 
perimeter planter areas.  

Did you identify and disperse runoff to adjacent pervious areas? If so, how? If not, why? 

Yes, where feasible, stormwater runoff will drain away from structures into adjacent pervious 
landscaped areas. 
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Section C: Delineate Drainage Management Areas 
(DMAs) 

Utilizing the procedure in Section 3.3 of the WQMP Guidance Document which discusses the methods of 
delineating and mapping your project site into individual DMAs, complete Table C.1 below to 
appropriately categorize the types of classification (e.g., Type A, Type B, etc.) per DMA for your project 
site. Upon completion of this table, this information will then be used to populate and tabulate the 
corresponding tables for their respective DMA classifications. 

Table C.1 DMA Classifications  

DMA Name or ID Surface Type(s)
1
 Area (Sq. Ft.) DMA Type 

A-1 Concrete / Asphalt / Landscape 
Areas 

135,518 Type “D” - Area that drains to 
BMP 

A-2 Concrete / Asphalt / Landscape 
Areas 

47,461 Type “D” - Area that drains to 
BMP 

A-3 Concrete / Asphalt / Landscape 
Areas 

60,935 Type “D” - Area that drains to 
BMP 

A-4 Concrete / Asphalt / Landscape 
Areas 

59,561 Type “D” - Area that drains to 
BMP 

A-5 Concrete / Asphalt / Landscape 
Areas 

54,579 Type “D” - Area that drains to 
BMP 

A-6 Concrete / Asphalt / Landscape 
Areas 

147,861 Type “D” - Area that drains to 
BMP 

A-7 Concrete / Asphalt / Landscape 
Areas 

65,642 Type “D” - Area that drains to 
BMP 

A-8 Concrete / Asphalt / Landscape 
Areas 

102,666 Type “D” - Area that drains to 
BMP 

A-9 Concrete / Asphalt / Landscape 
Areas 

64,061 Type “D” - Area that drains to 
BMP 

BD-NW Roof 45,302 Type “D” - Area that drains to 
BMP 

BD-NE Roof 47,859 Type “D” - Area that drains to 
BMP 

BD-SW Roof 51,401 Type “D” - Area that drains to 
BMP 

BD-SE Roof 40,946 Type “D” - Area that drains to 
BMP 

P-12 Ornamental Landscape 48,632 Type “D” - Area that drains to 
BMP 

1Table 2-1 in the WQMP Guidance Document was referenced to populate this column 
2P-1 delineates infiltration BMP area that will consist of a basin with two (2) dry wells beneath it 
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Table C.2 Type ‘A’, Self-Treating Areas 

DMA Name or ID Area (Sq. Ft.) Stabilization Type Irrigation Type (if any) 

N/A    

    

    

    

 

Table C.3 Type ‘B’, Self-Retaining Areas 

Self-Retaining Area 
Type ‘C’ DMAs that are draining to the Self-Retaining 
Area 

DMA 

Name/ ID 
Post-project  
surface type 

Area 
(square 
feet) 

Storm 

Depth 
(inches)  

DMA Name / 
ID 

[C] from Table C.4 
=  

Required Retention Depth 
(inches) 

[A] [B] [C] [D] 

N/A       

       

       

[ ]  [ ]  
[ ]  [ ]

[ ]
 

 

Table C.4 Type ‘C’, Areas that Drain to Self-Retaining Areas 

DMA Receiving Self-Retaining DMA 
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Product 

DMA name /ID 

Area (square 
feet) Ratio  

[A] [B] [C] = [A] x [B]  [D] [C]/[D] 

N/A        
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Table C.5 Type ‘D’, Areas Draining to BMPs 

DMA Name or ID BMP Name or ID 

A-1 

All DMA’s for the site shall be directed to the proposed 
basin at the southwest end of the property via the 
proposed underground stormdrain system. This 
infiltration BMP is denoted as P-1 (see Appendix 1 for the 
WQMP exhibit) and shall be sized to infiltrate the Design 
Capture Volume, VBMP, through two (2) subsurface dry 
wells. 

A-2 

A-3 

A-4 

A-5 

A-6 

A-7 

A-8 

A-9 

BD-NW 

BD-NE 

BD-SW 

BD-SE 

P-1 
Note: More than one drainage management area can drain to a single LID BMP, however, one 
drainage management area may not drain to more than one BMP. 
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Section D: Implement LID BMPs 

D.1 Infiltration Applicability  

Is there an approved downstream ‘Highest and Best Use’ for stormwater runoff (see discussion in 
Chapter 2.4.4 of the WQMP Guidance Document for further details)?   Y  N 

If yes has been checked, Infiltration BMPs shall not be used for the site. If no, continue working through 
this section to implement your LID BMPs. It is recommended that you contact your Co-Permittee to 
verify whether or not your project discharges to an approved downstream ‘Highest and Best Use’ 
feature. 

 

Geotechnical Report 

A Geotechnical Report or Phase I Environmental Site Assessment may be required by the Copermittee to 
confirm present and past site characteristics that may affect the use of Infiltration BMPs. In addition, the 
Co-Permittee, at their discretion, may not require a geotechnical report for small projects as described 
in Chapter 2 of the WQMP Guidance Document. If a geotechnical report has been prepared, include it in 
Appendix 3. In addition, if a Phase I Environmental Site Assessment has been prepared, include it in 
Appendix 4. 

Is this project classified as a small project consistent with the requirements of Chapter 2 of the WQMP 
Guidance Document?  Y  N 

Infiltration Feasibility 

Table D.1 below is meant to provide a simple means of assessing which DMAs on your site support 
Infiltration BMPs and is discussed in the WQMP Guidance Document in Chapter 2.4.5. Check the 
appropriate box for each question and then list affected DMAs as applicable. If additional space is 
needed, add a row below the corresponding answer.  

Table D.1 Infiltration Feasibility 

Does the project site… YES NO 

…have any DMAs with a seasonal high groundwater mark shallower than 10 feet?  X 

          If Yes, list affected DMAs:   

…have any DMAs located within 100 feet of a water supply well?  X 

          If Yes, list affected DMAs:   

…have any areas identified by the geotechnical report as posing a public safety risk where infiltration of 
stormwater could have a negative impact? 

 X 

          If Yes, list affected DMAs:   

…have measured in-situ infiltration rates of less than 1.6 inches / hour? X  

          If Yes, list affected DMAs: P-1*  

…have significant cut and/or fill conditions that would preclude in-situ testing of infiltration rates at the final 
infiltration surface? 

 X 

          If Yes, list affected DMAs:   

…geotechnical report identify other site-specific factors that would preclude effective and safe infiltration?  X 

          Describe here:    

*Adequate infiltration rates were found at depths between 10 feet to 40 feet and two (2) dry wells will be installed at these 
depths for infiltration of stormwater. 

If you answered “Yes” to any of the questions above for any DMA, Infiltration BMPs should not be used 
for those DMAs and you should proceed to the assessment for Harvest and Use below. 
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D.2 Harvest and Use Assessment 

Please check what applies: 

      ☐ Reclaimed water will be used for the non-potable water demands for the project. 

☐Downstream water rights may be impacted by Harvest and Use as approved by the Regional 
Board (verify with the Copermittee).  

☒The Design Capture Volume will be addressed using Infiltration Only BMPs. In such a case, 
Harvest and Use BMPs are still encouraged, but it would not be required if the Design Capture 
Volume will be infiltrated or evapotranspired.  

If any of the above boxes have been checked, Harvest and Use BMPs need not be assessed for the site. If 
neither of the above criteria applies, follow the steps below to assess the feasibility of irrigation use, 
toilet use and other non-potable uses (e.g., industrial use). 

 

Irrigation Use Feasibility 

Complete the following steps to determine the feasibility of harvesting stormwater runoff for Irrigation 
Use BMPs on your site: 

Step 1: Identify the total area of irrigated landscape on the site, and the type of landscaping used. 

 Total Area of Irrigated Landscape: N/A – not harvesting stormwater. Using infiltration BMP. 

 Type of Landscaping (Conservation Design or Active Turf): N/A 

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff 
might be feasibly captured and stored for irrigation use. Depending on the configuration of 
buildings and other impervious areas on the site, you may consider the site as a whole, or 
parts of the site, to evaluate reasonable scenarios for capturing and storing runoff and 
directing the stored runoff to the potential use(s) identified in Step 1 above.  

 Total Area of Impervious Surfaces: N/A 

Step 3: Cross reference the Design Storm depth for the project site (see Exhibit A of the WQMP 
Guidance Document) with the left column of Table 2-3 in Chapter 2 to determine the 
minimum area of Effective Irrigated Area per Tributary Impervious Area (EIATIA). 

 Enter your EIATIA factor: N/A 

Step 4: Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum irrigated area that would be required.  

 Minimum required irrigated area: N/A 

Step 5: Determine if harvesting stormwater runoff for irrigation use is feasible for the project by 
comparing the total area of irrigated landscape (Step 1) to the minimum required irrigated 
area (Step 4). 

 

Minimum required irrigated area (Step 4) Available Irrigated Landscape (Step 1) 

N/A N/A 
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Toilet Use Feasibility 

Complete the following steps to determine the feasibility of harvesting stormwater runoff for toilet 
flushing uses on your site: 

Step 1: Identify the projected total number of daily toilet users during the wet season, and account 
for any periodic shut downs or other lapses in occupancy: 

 Projected Number of Daily Toilet Users: N/A 

 Project Type: N/A 

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff 
might be feasibly captured and stored for toilet use.  Depending on the configuration of 
buildings and other impervious areas on the site, you may consider the site as a whole, or 
parts of the site, to evaluate reasonable scenarios for capturing and storing runoff and 
directing the stored runoff to the potential use(s) identified in Step 1 above.  

 Total Area of Impervious Surfaces: N/A 

Step 3: Enter the Design Storm depth for the project site (see Exhibit A) into the left column of Table 
2-1 in Chapter 2 to determine the minimum number or toilet users per tributary impervious 
acre (TUTIA). 

 Enter your TUTIA factor: N/A 

Step 4: Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum number of toilet users that would be required.  

 Minimum number of toilet users: N/A 

Step 5: Determine if harvesting stormwater runoff for toilet flushing use is feasible for the project by 
comparing the Number of Daily Toilet Users (Step 1) to the minimum required number of 
toilet users (Step 4). 

 

Minimum required Toilet Users (Step 4) Projected number of toilet users (Step 1) 

N/A N/A 

 

Other Non-Potable Use Feasibility 

Are there other non-potable uses for stormwater runoff on the site (e.g. industrial use)? See Chapter 2 
of the Guidance for further information.  If yes, describe below. If no, write N/A. 

N/A 

Step 1: Identify the projected average daily non-potable demand, in gallons per day, during the wet 
season and accounting for any periodic shut downs or other lapses in occupancy or operation. 

 Average Daily Demand: N/A 

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff 
might be feasibly captured and stored for the identified non-potable use. Depending on the 
configuration of buildings and other impervious areas on the site, you may consider the site as 
a whole, or parts of the site, to evaluate reasonable scenarios for capturing and storing runoff 
and directing the stored runoff to the potential use(s) identified in Step 1 above.  

 Total Area of Impervious Surfaces: N/A 
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Step 3: Enter the Design Storm depth for the project site (see Exhibit A) into the left column of Table 
2-3 in Chapter 2  to determine the minimum demand for non-potable uses per tributary 
impervious acre. 

 Enter the factor from Table 2-3: N/A 

Step 4: Multiply the unit value obtained from Step 4 by the total of impervious areas from Step 3 to 
develop the minimum number of gallons per day of non-potable use that would be required.  

 Minimum required use: N/A 

Step 5: Determine if harvesting stormwater runoff for other non-potable use is feasible for the project 
by comparing the Number of Daily Toilet Users (Step 1) to the minimum required number of 
toilet users (Step 4). 

 

Minimum required non-potable use (Step 4) Projected average daily use (Step 1) 

N/A N/A 

 

If Irrigation, Toilet and Other Use feasibility anticipated demands are less than the applicable minimum 
values, Harvest and Use BMPs are not required and you should proceed to utilize LID Bioretention and 
Biotreatment, unless a site-specific analysis has been completed that demonstrates technical 
infeasibility as noted in D.3 below. 

 

D.3 Bioretention and Biotreatment Assessment 

Other LID Bioretention and Biotreatment BMPs as described in Chapter 2.4.7 of the WQMP Guidance 
Document are feasible on nearly all development sites with sufficient advance planning. 

Select one of the following: 

☒ LID Bioretention/Biotreatment BMPs will be used for some or all DMAs of the project as 
noted below in Section D.4 (note the requirements of Section 3.4.2 in the WQMP Guidance 
Document). 

☐ A site-specific analysis demonstrating the technical infeasibility of all LID BMPs has been 
performed and is included in Appendix 5. If you plan to submit an analysis demonstrating the 
technical infeasibility of LID BMPs, request a pre-submittal meeting with the Copermittee to 
discuss this option.  Proceed to Section E to document your alternative compliance measures. 
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D.4 Feasibility Assessment Summaries 

From the Infiltration, Harvest and Use, Bioretention and Biotreatment Sections above, complete Table 
D.2 below to summarize which LID BMPs are technically feasible, and which are not, based upon the 
established hierarchy. 

 
Table D.2 LID Prioritization Summary Matrix 

DMA 
Name/ID 

LID BMP Hierarchy No LID 
(Alternative 
Compliance) 1. Infiltration 2. Harvest and use 3. Bioretention 4. Biotreatment 

A-1      

A-2      

A-3      

A-4      

A-5      

A-6      

A-7      

A-8      

A-9      

BD-NW      

BD-NE      

BD-SW      

BD-SE      

P-1      

 

For those DMAs where LID BMPs are not feasible, provide a brief narrative below summarizing why they 
are not feasible, include your technical infeasibility criteria in Appendix 5, and proceed to Section E 
below to document Alternative Compliance measures for those DMAs. Recall that each proposed DMA 
must pass through the LID BMP hierarchy before alternative compliance measures may be considered. 

      

 

 

 

 

D.5 LID BMP Sizing  

Each LID BMP must be designed to ensure that the Design Capture Volume will be addressed by the 
selected BMPs. First, calculate the Design Capture Volume for each LID BMP using the VBMP worksheet in 
Appendix F of the LID BMP Design Handbook. Second, design the LID BMP to meet the required VBMP 
using a method approved by the Copermittee. Utilize the worksheets found in the LID BMP Design 
Handbook or consult with your Copermittee to assist you in correctly sizing your LID BMPs. Complete 
Table D.3 below to document the Design Capture Volume and the Proposed Volume for each LID BMP. 
Provide the completed design procedure sheets for each LID BMP in Appendix 6. You may add additional 
rows to the table below as needed. 
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Table D.3 DCV Calculations for LID BMPs 

DMA 
Type/ID 

DMA 
Area 
(square 
feet) 

Post-Project 
Surface Type 

Effective 
Imperviou
s Fraction, 
If 

DMA 
Run
off 
Fact
or 

DMA 
Areas x 
Runoff 
Factor 

Enter BMP Name / Identifier Here 

 
 [A]  [B] [C] [A] x [C] 

A-1 135518 Concrete/ 
Asphalt/ 

Landscape Areas 

0.841 
 

0.65 880.34.3 

 
 
 
 
 
 
 
 
Design 
Storm 
Depth 
(in) 

Design Capture 

Volume, VBMP 

(cubic feet) 

Proposed 
Volume 
on Plans 
(cubic 
feet) 

A-2 47461 Concrete / 
Asphalt / 

Landscape Areas 

0.921 0.76 36142.6 

A-3 60935 Concrete / 
Asphalt / 

Landscape Areas 

0.771 0.57 34508.9 

A-4 59561 Concrete / 
Asphalt / 

Landscape Areas 

0.822 0.63 37269.6 

A-5 54579 Concrete / 
Asphalt / 

Landscape Areas 

0.963 0.83 45205.4 

A-6 147861 Concrete / 
Asphalt / 

Landscape Areas 

0.867 0.68 101123.8 

A-7 65542 Concrete / 
Asphalt / 

Landscape Areas 

0.955 0.82 53422.9 

A-8 102666 Concrete / 
Asphalt / 

Landscape Areas 

0.871 0.69 70773.8 

A-9 64061 Concrete / 
Asphalt / 

Landscape Areas 

0.851 0.66 42445.4 

BD-NW 45302 Roof 1 0.89 40409.4 

BD-NE 4859 Roof 1 0.89 42690.2 

BD-SW 51401 Roof 1 0.89 45849.7 

BD-SE 40946 Roof 1 0.89 36523.8 

P-1 48632 Ornamental 
Landscape 

0.1 0.11 5371.8 

 
972,324  

 
679,771.6 0.65        41,907 

[B], [C] is obtained as described in Section 2.3.1 of the WQMP Guidance Document 

[E] is obtained from Exhibit A in the WQMP Guidance Document 

[G] is obtained from a design procedure sheet, such as in LID BMP Design Handbook and placed in Appendix 6 
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Section E: Alternative Compliance (LID Waiver Program) 

LID BMPs are expected to be feasible on virtually all projects. Where LID BMPs have been demonstrated 
to be infeasible as documented in Section D, other Treatment Control BMPs must be used (subject to 
LID waiver approval by the Copermittee). Check one of the following Boxes: 

☒ LID Principles and LID BMPs have been incorporated into the site design to fully address all 
Drainage Management Areas. No alternative compliance measures are required for this project 
and thus this Section is not required to be completed. 

- Or    - 

☐ The following Drainage Management Areas are unable to be addressed using LID BMPs. A 
site-specific analysis demonstrating technical infeasibility of LID BMPs has been approved by the 
Co-Permittee and included in Appendix 5. Additionally, no downstream regional and/or sub-
regional LID BMPs exist or are available for use by the project. The following alternative 
compliance measures on the following pages are being implemented to ensure that any 
pollutant loads expected to be discharged by not incorporating LID BMPs, are fully mitigated. 
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E.1 Identify Pollutants of Concern 

Utilizing Table A.1 from Section A above which noted your project’s receiving waters and their 
associated EPA approved 303(d) listed impairments, cross reference this information with that of your 
selected Priority Development Project Category in Table E.1 below. If the identified General Pollutant 
Categories are the same as those listed for your receiving waters, then these will be your Pollutants of 
Concern and the appropriate box or boxes will be checked on the last row.  The purpose of this is to 
document compliance and to help you appropriately plan for mitigating your Pollutants of Concern in 
lieu of implementing LID BMPs. 

 
Table E.1 Potential Pollutants by Land Use Type 

Priority Development  
Project Categories and/or  
Project Features (check those 
that apply) 

General Pollutant Categories 

Bacterial 
Indicators 

Metals Nutrients Pesticides 
Toxic 
Organic 
Compounds 

Sediments 
Trash & 
Debris 

Oil & 
Grease 

 
Detached Residential 
Development  

P N P P N P P P 

 
Attached Residential 
Development  

P N P P N P P P
(2)

 

 
Commercial/Industrial 
Development 

P
(3)

 P P
(1)

 P
(1)

 P
(5)

 P
(1)

 P P 

 
Automotive Repair 
Shops 

N P N N P
(4, 5)

 N P P 

 
Restaurants  

(>5,000 ft
2
) 

P N N N N N P P 

 
Hillside Development  

(>5,000 ft
2
) 

P N P P N P P P 

 
Parking Lots  

(>5,000 ft
2
) 

P
(6)

 P P
(1)

 P
(1)

 P
(4)

 P
(1)

 P P 

 Retail Gasoline Outlets N P N N P N P P 

Project Priority Pollutant(s) 
of Concern 

        

P = Potential  

N = Not Potential  
(1) A potential Pollutant if non-native landscaping exists or is proposed onsite; otherwise not expected 
(2) A potential Pollutant if the project includes uncovered parking areas; otherwise not expected 
(3) A potential Pollutant is land use involving animal waste 

(4) Specifically petroleum hydrocarbons 
(5) Specifically solvents 
(6) Bacterial indicators are routinely detected in pavement runoff  
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E.2 Stormwater Credits 

Projects that cannot implement LID BMPs but nevertheless implement smart growth principles are 
potentially eligible for Stormwater Credits. Utilize Table 3-8 within the WQMP Guidance Document to 
identify your Project Category and its associated Water Quality Credit. If not applicable, write N/A.  
  

Table E.2 Water Quality Credits 

Qualifying Project Categories Credit Percentage2 

N/A  

  

  
Total Credit Percentage

1 
 

1Cannot Exceed 50% 
2Obtain corresponding data from Table 3-8 in the WQMP Guidance  Document 

 

E.3 Sizing Criteria 

After you appropriately considered Stormwater Credits for your project, utilize Table E.3 below to 
appropriately size them to the DCV, or Design Flow Rate, as applicable. Please reference Chapter 3.5.2 of 
the WQMP Guidance Document for further information. 

 
Table E.3 Treatment Control BMP Sizing 

DMA 
Type/ID 

DMA 
Area 
(square 
feet) 

Post-
Project 
Surface 
Type 

Effective 
Impervious 
Fraction, If 

DMA 
Runoff 
Factor 

DMA 
Area x 
Runoff 
Factor 

 

Enter BMP Name / Identifier Here 

 
 [A]  [B] [C] [A] x [C]  

 N/A           

Design 
Storm 
Depth 
(in) 

Minimum 
Design 
Capture 
Volume or 
Design Flow 
Rate (cubic 
feet or cfs) 

 
 
Total Storm 
Water 
Credit % 
Reduction 
 

Proposed 
Volume 
or Flow 
on Plans 
(cubic 
feet or 
cfs) 

            

            

            

            

            

 
AT = 
Σ[A]   

Σ= [D] [E] [ ]   
[ ] [ ] 

[ ]
 [F] X (1-[H]) [I] 

[B], [C] is obtained as described in Section 2.3.1 from the WQMP Guidance Document 

[E] is obtained from Exhibit A in the WQMP Guidance Document 

[G] is for Flow-Based Treatment Control BMPs [G] = 43,560, for Volume-Based Control Treatment BMPs, [G] = 12 

[H] is from the Total Credit Percentage as Calculated from Table E.2 above 

[I] as obtained from a design procedure sheet from the BMP manufacturer and should be included in Appendix 6 
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E.4 Treatment Control BMP Selection 

Treatment Control BMPs typically provide proprietary treatment mechanisms to treat potential 
pollutants in runoff, but do not sustain significant biological processes. Treatment Control BMPs must 
have a removal efficiency of a medium or high effectiveness as quantified below: 

 High: equal to or greater than 80% removal efficiency  

 Medium: between 40% and 80% removal efficiency 

Such removal efficiency documentation (e.g., studies, reports, etc.) as further discussed in Chapter 3.5.2 
of the WQMP Guidance Document, must be included in Appendix 6. In addition, ensure that proposed 
Treatment Control BMPs are properly identified on the WQMP Site Plan in Appendix 1. 

 
Table E.4 Treatment Control BMP Selection  

Selected Treatment Control BMP Name 
or ID1 

Priority Pollutant(s) of 
Concern to Mitigate2 

Removal Efficiency 
Percentage3 

Infiltration Basin with Dry Wells (P-1) Bacterial Indicators High 

Infiltration Basin with Dry Wells (P-1) Metals High 

Infiltration Basin with Dry Wells (P-1) Nutrients High 

Infiltration Basin with Dry Wells (P-1) Pesticides High 

Infiltration Basin with Dry Wells (P-1) Toxic Organic Compounds High 

Infiltration Basin with Dry Wells (P-1) Sediments High 

Infiltration Basin with Dry Wells (P-1) Trash & Debris High 

Infiltration Basin with Dry Wells (P-1) Oil & Grease High 
1 Treatment Control BMPs must not be constructed within Receiving Waters. In addition, a proposed Treatment Control BMP may 
be listed more than once if they possess more than one qualifying pollutant removal efficiency. 
2 Cross Reference Table E.1 above to populate this column. 
3 As documented in a Co-Permittee Approved Study and provided in Appendix 6. 
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Section F: Hydromodification 

F.1 Hydrologic Conditions of Concern (HCOC) Analysis 

Once you have determined that the LID design is adequate to address water quality requirements, you 
will need to assess if the proposed LID Design may still create a HCOC. Review Chapters 2 and 3 
(including  Figure 3-7) of the WQMP Guidance Document to determine if your project must mitigate for 
Hydromodification impacts. If your project meets one of the following criteria which will be indicated by 
the check boxes below, you do not need to address Hydromodification at this time.  However, if the 
project does not qualify for Exemptions 1, 2 or 3, then additional measures must be added to the design 
to comply with HCOC criteria. This is discussed in further detail below in Section F.2. 

 

HCOC EXEMPTION 1: The Priority Development Project disturbs less than one acre. The Copermittee 
has the discretion to require a Project-Specific WQMP to address HCOCs on projects less than one 
acre on a case by case basis. The disturbed area calculation should include all disturbances 
associated with larger common plans of development. 

 

Does the project qualify for this HCOC Exemption?   Y  N 

If Yes, HCOC criteria do not apply. 

 

HCOC EXEMPTION 2: The volume and time of concentration1 of storm water runoff for the post-
development condition is not significantly different from the pre-development condition for a 2-year 
return frequency storm (a difference of 5% or less is considered insignificant) using one of the 
following methods to calculate: 

 Riverside County Hydrology Manual 

 Technical Release 55 (TR-55): Urban Hydrology for Small Watersheds (NRCS 1986), or 
derivatives thereof, such as the Santa Barbara Urban Hydrograph Method 

 Other methods acceptable to the Co-Permittee 
 

Does the project qualify for this HCOC Exemption?   Y  N 

If Yes, report results in Table F.1 below and provide your substantiated hydrologic analysis in 
Appendix 7. 

Table F.1 Hydrologic Conditions of Concern Summary 

 2 year – 24 hour 

Pre-condition Post-condition % Difference 

Time of 
Concentration 

N/A N/A N/A 

Volume (Cubic Feet) N/A N/A N/A 

1
 Time of concentration is defined as the time after the beginning of the rainfall when all portions of the drainage 

basin are contributing to flow at the outlet. 
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HCOC EXEMPTION 3: All downstream conveyance channels to an adequate sump (for 
example, Prado Dam, Lake Elsinore, Canyon Lake, Santa Ana River, or other lake, reservoir or 
naturally erosion resistant feature) that will receive runoff from the project are engineered 
and regularly maintained to ensure design flow capacity; no sensitive stream habitat areas will 
be adversely affected; or are not identified on the Co-Permittees Hydromodification 
Sensitivity Maps. 

 

Does the project qualify for this HCOC Exemption?   Y  N 

If Yes, HCOC criteria do not apply and note below which adequate sump applies to this HCOC 
qualifier: 

HCOC Exception 3 is satisfied because all outfalls discharge into an engineered, fully-hardened, 
and maintained conveyance system to the Santa Ana River as identified on the map in Appendix 7. 

 

F.2 HCOC Mitigation 

If none of the above HCOC Exemption Criteria are applicable, HCOC criteria is considered mitigated if 
they meet one of the following conditions: 

a. Additional LID BMPS are implemented onsite or offsite to mitigate potential erosion or habitat 
impacts as a result of HCOCs. This can be conducted by an evaluation of site-specific conditions 
utilizing accepted professional methodologies published by entities such as the California 
Stormwater Quality Association (CASQA), the Southern California Coastal Water Research 
Project (SCCRWP), or other Co-Permittee approved methodologies for site-specific HCOC 
analysis. 
   

b. The project is developed consistent with an approved Watershed Action Plan that addresses 
HCOC in Receiving Waters. 
 

c. Mimicking the pre-development hydrograph with the post-development hydrograph, for a 2-
year return frequency storm. Generally, the hydrologic conditions of concern are not significant, 
if the post-development hydrograph is no more than 10% greater than pre-development 
hydrograph. In cases where excess volume cannot be infiltrated or captured and reused, 
discharge from the site must be limited to a flow rate no greater than 110% of the pre-
development 2-year peak flow.  

Be sure to include all pertinent documentation used in your analysis of the items a, b or c in Appendix 7. 

  



- 26 - 
 

Section G: Source Control BMPs 

Source control BMPs include permanent, structural features that may be required in your project plans 
— such as roofs over and berms around trash and recycling areas — and Operational BMPs, such as 
regular sweeping and “housekeeping”, that must be implemented by the site’s occupant or user. The 
MEP standard typically requires both types of BMPs.  In general, Operational BMPs cannot be 
substituted for a feasible and effective permanent BMP. Using the Pollutant Sources/Source Control 
Checklist in Appendix 8, review the following procedure to specify Source Control BMPs for your site: 

1. Identify Pollutant Sources: Review Column 1 in the Pollutant Sources/Source Control Checklist. 
Check off the potential sources of Pollutants that apply to your site. 

2. Note Locations on Project-Specific WQMP Exhibit: Note the corresponding requirements listed in 
Column 2 of the Pollutant Sources/Source Control Checklist. Show the location of each Pollutant 
source and each permanent Source Control BMP in your Project-Specific WQMP Exhibit located in 
Appendix 1. 

3. Prepare a Table and Narrative: Check off the corresponding requirements listed in Column 3 in the 
Pollutant Sources/Source Control Checklist. In the left column of Table G.1 below, list each potential 
source of runoff Pollutants on your site (from those that you checked in the Pollutant 
Sources/Source Control Checklist). In the middle column, list the corresponding permanent, 
Structural Source Control BMPs (from Columns 2 and 3 of the Pollutant Sources/Source Control 
Checklist) used to prevent Pollutants from entering runoff. Add additional narrative in this column 
that explains any special features, materials or methods of construction that will be used to 
implement these permanent, Structural Source Control BMPs.  

4. Identify Operational Source Control BMPs: To complete your table, refer once again to the Pollutant 
Sources/Source Control Checklist. List in the right column of your table the Operational BMPs that 
should be implemented as long as the anticipated activities continue at the site. Copermittee 
stormwater ordinances require that applicable Source Control BMPs be implemented; the same 
BMPs may also be required as a condition of a use permit or other revocable Discretionary Approval 
for use of the site. 

Table G.1 Permanent and Operational Source Control Measures 

Potential Sources of Runoff 
pollutants 

Permanent Structural Source 
Control BMPs 

Operational Source Control BMPs 

On-Site Storm Drain Inlets All inlets will be marked with the 
words “Only Rain Down the 
Storm Drain” or similar per 
Riverside County Flood Control 
(RCFCD) and Water Conservation 
District standards. Inlet locations 
are indicated in the WQMP 
exhibit in Appendix 1. 

 Inlet markings shall be 
periodically maintained, 
repainted or replaced. 

 Stormwater pollution 
prevention information shall 
be provided to the new site 
owner, lessees, or operators. 

 The following will be 
included in the maintenance 
agreement: “Tenant shall not 
allow anyone to discharge 
anything to storm drains or 
to store or deposit materials 
so as to create a potential 
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discharge to storm drains.” 

 Maintenance and operation 
guidelines from the SC-44 of 
the CASQA Stormwater 
Quality Handbook shall be 
followed. See appendix 10 
for attached SC-44 “Drainage 
System Maintenance.” 

Food Service The WQMP Exhibit, found in 
appendix 1, indicates the 
location of the grease 
interceptor that will be used to 
separate out the water and 
grease prior to food service 
drainage water being discharged 
into the sanitary sewer system. 
All cleaning of floor mats, 
container and equipment shall 
be done so indoors in a floor 
sink. 

 The brochure titled “The 
Food Industry Best 
Management Practices for: 
Resturants, Grocery Stores, 
Delicatessens and Bakeries” 
provided by the RCFCD shall 
be provided to new site 
owners lessees, and 
operators. 

Refuse Areas  Refuse areas are indicated 
on the WQMP exhibit and 
comply with City of Moreno 
Valley code requirements. 

 Signs will be posted on or 
near the dumpsters with the 
words “Do not dump 
hazardous materials here” or 
similar. 

 All refuse receptacles shall 
be adequately designed to 
meet both local Municipal 
requirements, as well as 
follow the O&M guidelines 
described in Fact Sheet SD-
32, “Trash Storage Areas” in 
the CASQA Stormwater 
Quality Handbook that can 
be found in appendix 10. 

Loading Docks  No roof downspouts will be 
directed to enter the truck 
loading areas.  

 Truck dock drains will be 
fitted with a filter prior to 
entering the storm drain 
system. 

 Trucks will pull up to the 
building where merchandise 
will be moved immediately 
inside the building. 

Fire Sprinkler Test Water  In the event that fire 
sprinklers must be used, that 
water shall be drained to the 
storm drain system. 

 

Rooftop Equipment  Rooftop equipment with 
potential to produce 
pollutants shall have 
secondary containment. 

 

Roofing, Gutters, and Trim  Copper or other unprotected  
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metals that may leach into 
runoff shall not be used for 
roofing, gutters, or trim. 

Plazas, Sidewalks, and Parking 
Lots 

 Plazas, sidewalks, and parking 
lots shall be swept regularly to 
prevent accumulation of litter 
and debris. Debris from pressure 
washing, and washwater 
containing any cleaning agent or 
degreaser shall be collected so as 
to not enter the storm drain 
system and either disposed of as 
refuse (debris) or discharged into 
the sanitary sewer. 
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Section H: Construction Plan Checklist 

Populate Table H.1 below to assist the plan checker in an expeditious review of your project. The first 
two columns will contain information that was prepared in previous steps, while the last column will be 
populated with the corresponding plan sheets. This table is to be completed with the submittal of your 
final Project-Specific WQMP. 

Table H.1 Construction Plan Cross-reference 

BMP No. or ID BMP Identifier and Description Corresponding Plan Sheet(s) 

To be submitted with Final WQMP 

   

 
  

 
  

   

 

Note that the updated table — or Construction Plan WQMP Checklist — is only a reference tool to 
facilitate an easy comparison of the construction plans to your Project-Specific WQMP. Co-Permittee 
staff can advise you regarding the process required to propose changes to the approved Project-Specific 
WQMP. 
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Section I: Operation, Maintenance and Funding 

The Copermittee will periodically verify that Stormwater BMPs on your site are maintained and continue 
to operate as designed. To make this possible, your Copermittee will require that you include in 
Appendix 9 of this Project-Specific WQMP: 

1. A means to finance and implement facility maintenance in perpetuity, including replacement 
cost.  

2. Acceptance of responsibility for maintenance from the time the BMPs are constructed until 
responsibility for operation and maintenance is legally transferred. A warranty covering a 
period following construction may also be required. 

3. An outline of general maintenance requirements for the Stormwater BMPs you have selected. 

4. Figures delineating and designating pervious and impervious areas, location, and type of 
Stormwater BMP, and tables of pervious and impervious areas served by each facility. Geo-
locating the BMPs using a coordinate system of latitude and longitude is recommended to 
help facilitate a future statewide database system. 

5. A separate list and location of self-retaining areas or areas addressed by LID Principles that do 
not require specialized O&M or inspections but will require typical landscape maintenance as 
noted in Chapter 5, pages 85-86, in the WQMP Guidance. Include a brief description of typical 
landscape maintenance for these areas. 

Your local Co-Permittee will also require that you prepare and submit a detailed Stormwater BMP 
Operation and Maintenance Plan that sets forth a maintenance schedule for each of the Stormwater 
BMPs built on your site. An agreement assigning responsibility for maintenance and providing for 
inspections and certification may also be required. 

Details of these requirements and instructions for preparing a Stormwater BMP Operation and 
Maintenance Plan are in Chapter 5 of the WQMP Guidance Document. 

 

Maintenance Mechanism: Wal-Mart Real Estate Business Trust shall be responsible for maintenance. 

Will the proposed BMPs be maintained by a Home Owners’ Association (HOA) or Property Owners 
Association (POA)? 

 Y  N 
 

Include your Operation and Maintenance Plan and Maintenance Mechanism in Appendix 9. Additionally, 
include all pertinent forms of educational materials for those personnel that will be maintaining the 
proposed BMPs within this Project-Specific WQMP in Appendix 10. 
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Appendix 1:  Maps and Site Plans 
Location Map, WQMP Site Plan and Receiving Waters Map 
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AS WELL AS A FLOOD CONTROL BASIN (DETENTION). THE FIRST 2' OF THE BASIN, MAKING UP 41,907 CUBIC FEET, WILL BE
USED TO INFILTRATE  THE 85TH PERCENTILE, 24-HOUR RAINFALL DEPTH (SEE APPENDIX 6 FOR CALCULATIONS), WHILE THE
UPPER 147,906 CUBIC FEET, WITH ONE FOOT OF FREEBOARD (31,451 CUBIC FEET),  WILL BE USED TO DETAIN THE STORM
WATER AND RESTRICT AN OUTFLOW TO A MAXIMUM OF 26 CFS INTO THE M-2 LINE RUNNING ALONG SANTIAGO AVE. THE
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ON THE RIVERSIDE COUNTY LOW IMPACT DEVELOPMENT DESIGN BMP HANDBOOK (REV. 2/2012).

THE INFILTRATION BASIN'S FINAL DESIGN WILL COMPLY WITH THE CITY OF MORENO VALLEY'S "WATER QUALITY BASIN CIVIL
DESIGN GUIDELINES."
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WATER AND RESTRICT AN OUTFLOW TO A MAXIMUM OF 26 CFS INTO THE M-2 LINE RUNNING ALONG SANTIAGO AVE. THE
TOTAL BASIN IS PROPOSED WITH A TOTAL CAPACITY OF 179,357 CUBIC FEET (4.12 ACRE-FEET). REFER TO THE DRAINAGE
REPORT, PREPARED BY KIMLEY-HORN AND ASSOCIATES FOR THIS PROJECT FOR DESIGN DETAILS OF THE FLOOD
CONTROL (DETENTION) BASIN.

DUE TO THE TOP 10' OF SOIL NOT BEING SUITABLE FOR INFILTRATION, TWO (2) DOUBLE CHAMBER DRY WELLS ARE
PROPOSED AT DEPTHS RANGING FROM 10-35' WHERE INFILTRATION RATES ARE SUFFICIENT TO ENSURE THE INFILTRATION
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ON THE RIVERSIDE COUNTY LOW IMPACT DEVELOPMENT DESIGN BMP HANDBOOK (REV. 2/2012).

THE INFILTRATION BASIN'S FINAL DESIGN WILL COMPLY WITH THE CITY OF MORENO VALLEY'S "WATER QUALITY BASIN CIVIL
DESIGN GUIDELINES."
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Appendix 2:  Construction Plans 

Grading and Drainage Plans 
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INFILTRATION /
DETENTION BASIN

G
R

A
D

IN
G

AN
D

D
R

A
IN

AG
E

PL
AN

(S
)

©

6254

M
O

R
E

N
O

V
A

LL
E

Y
,C

A

NORTH

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

A

B

C

D

E

F

G

H

I

K

L

MATCHLINE SEE SHEET 6253

LEGEND

RETAIL PROPERTY LINE

EXISTING CONTOUR

PROPOSED CONTOUR

PROPOSED SLOPE

PROPOSED SPOT GRADE

PROPOSED STORM SEWER PIPE

PROPOSED CURB INLET

PROPOSED STORM MANHOLE

ABBREVIATION LEGEND
HP - HIGH POINT ELEVATION

LP - LOW POINT ELEVATION

ME - MATCH EXISTING ELEVATION

Cut/Fill Summary
Name

CUT_FILL ANALYSIS

Totals

Cut Factor

1.000

Fill Factor

1.000

2d Area

23.14acres

23.14acres

Cut

12020.50 Cu. Yd.

12020.50 Cu. Yd.

Fill

55158.25 Cu. Yd.

55158.25 Cu. Yd.

Net

43137.74 Cu. Yd.<Fill>

43137.74 Cu. Yd.<Fill>







- 33 -

Appendix 3:  Soils Information
Geotechnical Study and Other Infiltration Testing Data

To be provided upon request.  One copy of the soils report was provided with the submittal.
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Appendix 4:  Historical Site Conditions 

Phase I Environmental Site Assessment or Other Information on Past Site Use 

 

A Phase I Environmental Site Assessment was made and report dated November 8, 2012. 

However, due to the size of this file this report was not included. A copy will be provided 

upon request.
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Appendix 5:  LID Infeasibility 

LID Technical Infeasibility Analysis 

 

 

N/A – LID BMPs are feasible for all DMAs
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Appendix 6:  BMP Design Details 

BMP Sizing, Design Details and other Supporting Documentation 

 



Date

D85= 0.65 inches

DMA 

Type/ID

DMA Area 

(square feet)

Post-Project Surface 

Type

Effective 

Imperivous 

Fraction, If

DMA 

Runoff 

Factor

DMA Areas x 

Runoff Factor

Design 

Storm 

Depth (in) 

Design Capture 

Volume, VBMP 

(cubic feet)

Proposed 

Volume on 

Plans (cubic 

feet)

A-1 135518 Mixed Surface Types 0.841 0.65 88034.3

A-2 47461 Mixed Surface Types 0.921 0.76 36142.6

A-3 60935 Mixed Surface Types 0.771 0.57 34508.9

A-4 59561 Mixed Surface Types 0.822 0.63 37269.6

A-5 54579 Mixed Surface Types 0.963 0.83 45205.4

A-6 147861 Mixed Surface Types 0.867 0.68 101123.8

A-7 65542 Mixed Surface Types 0.955 0.82 53422.9

A-8 102666 Mixed Surface Types 0.871 0.69 70773.8

A-9 64061 Mixed Surface Types 0.851 0.66 42445.4

BD-NW 45302 Roofs 1 0.89 40409.4

BD-NE 47859 Roofs 1 0.89 42690.2

BD-SW 51401 Roofs 1 0.89 45849.7

BD-SE 40946 Roofs 1 0.89 36523.8

P-1 48632 Mixed Surface Types 0.1 0.11 5371.8

1

1

1

1

1

1

1

1

1

1

972324 679771.6 0.65 36821 41907

Notes: 

BMP Identification

Drainage Management Area Tabulation

Design Rainfall Depth

BMP NAME / ID Infiltration Basin (Areas Draining to BMPs)

Must match Name/ID used on BMP Design Calculation Sheet

Designed by Logan Grant Case No

Company Project Number/Name 94507113

Santa Ana Watershed - BMP Design Volume, VBMP

(Rev. 10-2011)
   Legend:

Required Entries    

Calculated Cells     

(Note this worksheet shall only  be used in conjunction with BMP designs from the LID BMP Design Handbook ) 

Company Name Kimley-Horn and Associates 7/3/2013

Total

85th Percentile, 24-hour Rainfall Depth, 

from the Isohyetal Map in Handbook Appendix E

Insert additional rows if needed to accommodate all DMAs draining to the BMP
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3.1  INFILTRATION BASIN 
 

 

Description 
 

An  Infiltration  Basin  is  a  flat  earthen  basin 

designed  to capture  the design capture volume, 

VBMP.  The  stormwater  infiltrates  through  the 

bottom of the basin into the underlying soil over 

a  72  hour  drawdown  period.  Flows  exceeding 

VBMP  must  discharge  to  a  downstream 

conveyance  system.  Trash  and  sediment 

accumulate  within  the  forebay  as  stormwater 

passes  into  the  basin.    Infiltration  basins  are 

highly  effective  in  removing  all  targeted 

pollutants from stormwater runoff.  

See Appendix A, and Appendix C, Section 1 of Basin Guidelines, for additional requirements. 

Siting Considerations 
The use of infiltration basins may be restricted by concerns over ground water contamination, 

soil permeability, and clogging at the site. See the applicable WQMP for any specific feasibility 

considerations for using  infiltration BMPs. Where this BMP  is being used, the soil beneath the 

basin must  be  thoroughly  evaluated  in  a  geotechnical  report  since  the  underlying  soils  are 

critical to the basin’s long term performance. To protect the basin from erosion, the sides and 

bottom of the basin must be vegetated, preferably with native or low water use plant species. 

In addition, these basins may not be appropriate for the following site conditions:  

 Industrial sites or locations where spills of toxic materials may occur 

 Sites with very low soil infiltration rates 

 Sites with   high groundwater tables or excessively high soil  infiltration rates, where 

pollutants can affect ground water quality 

 Sites with unstabilized soil or construction activity upstream 

 On steeply sloping terrain 

 Infiltration  basins  located  in  a  fill  condition  should  refer  to  Appendix  A  of  this 

Handbook for details on special requirements/restrictions 

Type of BMP  LID ‐ Infiltration

Treatment Mechanisms  Infiltration, Evapotranspiration (when vegetated), Evaporation, and 

Sedimentation 

Maximum Treatment Area  50 acres

Other Names  Bioinfiltration Basin

Figure 1 – Infiltration Basin 
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Page 2 

Setbacks  
 

Always  consult  your  geotechnical  engineer  for  site  specific  recommendations  regarding 

setbacks  for  infiltration  trenches.    Recommended  setbacks  are  needed  to  protect  buildings, 

existing trees, walls, onsite or nearby wells, streams, and tanks.  Setbacks should be considered 

early in the design process since they can affect where infiltration facilities may be placed and 

how  deep  they  are  allowed  to  be.    For  instance,  depth  setbacks  can  dictate  fairly  shallow 

facilities  that will have a  larger  footprint  and,  in  some  cases, may make  an  infiltration basin 

infeasible.  In that instance, another BMP must be selected.  

 
Infiltration basins typically must be set back: 

 10 feet from the historic high groundwater (measured vertically from the bottom of the 
basin, as shown in Figure 2) 

 5 feet from bedrock or impermeable surface layer (measured vertically from the bottom 
of the basin, as shown in Figure 2) 

 From all existing mature tree drip lines as indicated in Figure 2 (to protect their root 
structure) 

 100 feet horizontally from wells, tanks or springs 

Setbacks  to walls  and  foundations must  be  included  as  part  of  the Geotechnical Report. All 

other  setbacks  shall  be  in  accordance  with  applicable  standards  of  the  District’s  Basin 

Guidelines (Appendix C). 

 
 

Figure 2 – Setback Requirements 
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Forebay 
 
A concrete forebay shall be provided to reduce sediment clogging and to reduce erosion.  The 

forebay shall have a design volume of at  least 0.5% VBMP and a minimum 1 foot high concrete 

splashwall / berm.   Full height notch‐type weir(s), offset  from the  line of  flow  from the basin 

inlet  to prevent short circuiting, shall be used  to outlet  the  forebay.    It  is recommended  that 

two weirs be used and that they be located on opposite sides of the forebay (see Figure 2).  

 

Overflow 
 
Flows exceeding VBMP must discharge to an acceptable downstream conveyance system. Where 

an adequate outlet  is present, an overflow structure may be used. Where an embankment  is 

present, an emergency spillway may be used instead. Overflows must be placed just above the 

design water surface for VBMP and be near the outlet of the system. The overflow structure shall 

be  similar  to  the District’s  Standard Drawing CB 110. Additional details may be  found  in  the 

District’s Basin Guidelines (Appendix C). 

 
   

Figure 3 – Infiltration Basin 
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Landscaping Requirements  
Basin  vegetation  provides  erosion  protection,  improves  sediment  removal  and  assists  in 

allowing  infiltration  to occur.   The basin  surface and  side  slopes  shall be planted with native 

grasses.  Proper landscape management is also required to ensure that the vegetation does not 

contribute to water pollution through pesticides, herbicides, or fertilizers.  Landscaping shall be 

in  accordance  with  County  of  Riverside  Ordinance  859  and  the  District’s  Basin  Guidelines 

(Appendix C), or other guidelines issued by the Engineering Authority. 
 

Maintenance  
Normal maintenance of an  infiltration basin  includes  the maintenance of  landscaping, debris 

and  trash  removal  from  the  surface  of  the  basin,  and  tending  to  problems  associated with 

standing water  (vectors, odors, etc.). Significant ponding, especially more than 72 hours after 

an event, may  indicate that  the basin surface  is no  longer providing sufficient  infiltration and 

requires aeration. See the District’s Basin Guidelines (Appendix C) for additional requirements 

(i.e., fencing, maintenance access, etc.). 

Table 1 ‐ Inspection and Maintenance 
 

Schedule  Inspection and Maintenance Activity 

Ongoing including just 
before annual storm 
seasons and following 
rainfall events. 

 Maintain vegetation as needed. Use of fertilizers, pesticides and herbicides should 
be strenuously avoided to ensure they don’t contribute to water pollution. If 
appropriate native plant selections and other IPM methods are used, such products 
shouldn’t be needed. If such projects are used,  

o Products shall be applied in accordance with their labeling, especially 
in relation to application to water, and in areas subjected to flooding. 

o Fertilizers should not be applied within 15 days before, after, or 
during the rain season. 

 Remove debris and litter from the entire basin to minimize clogging and improve 
aesthetics. 

 Check for obvious problems and repair as needed. Address odor, insects, and 
overgrowth issues associated with stagnant or standing water in the basin bottom. 
There should be no long‐term ponding water. 

 Check for erosion and sediment laden areas in the basin. Repair as needed. Clean 
forebay if needed. 

 Revegetate side slopes where needed. 

Annually. If possible, 
schedule these inspections 
within 72 hours after a 
significant rainfall. 

 Inspection of hydraulic and structural facilities. Examine the inlet for blockage, the 
embankment and spillway integrity, as well as damage to any structural element. 

 Check for erosion, slumping and overgrowth. Repair as needed. 

 Check basin depth for sediment build up and reduced total capacity. Scrape bottom 
as needed and remove sediment. Restore to original cross‐section and infiltration 
rate. Replant basin vegetation. 

 Verify the basin bottom is allowing acceptable infiltration. Use a disc or other 
method to aerate basin bottom only if there is actual significant loss of infiltrative 
capacity, rather than on a routine basis1. 

 No water should be present 72 hours after an event. No long term standing water 
should be present at all. No algae formation should be visible.  Correct problem as 
needed. 

1. CA Stormwater BMP Handbook for New Development and Significant Redevelopment
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Table 2 ‐ Design and Sizing Criteria for Infiltration Basins 

Note:  The  information  contained  in  this  BMP  Factsheet  is  intended  to  be  a  summary  of  design 

considerations and requirements.  Additional information which applies to all detention basins may 

be  found  in  the District’s Basin Guidelines  (Appendix C).    In addition,  information herein may be 

superseded by other guidelines issued by the co‐permittee.   

 

INFILTRATION BASIN SIZING PROCEDURE 
 
1. Find the Design Volume, VBMP.   

a) Enter the Tributary Area, AT.  

b) Enter the Design Volume, VBMP, determined from Section 2.1 of this Handbook. 

2. Determine the Maximum Depth. 

a) Enter  the  infiltration  rate.    The  infiltration  rate  shall  be  established  as  described  in 
Appendix A: “Infiltration Testing”. 

b) Enter the design Factor of Safety from Table 1 in Appendix A: “Infiltration Testing”. 

c) The spreadsheet will determine D1, the maximum allowable depth of the basin based on 
the infiltration rate along with the maximum drawdown time (72 hours) and the Factor 
of Safety. 

    D1 =   [(t) x (I)] / 12s 
 

Where    I = site infiltration rate (in/hr) 
              s = safety factor 
             t = drawdown time (maximum 72 hours) 

Design Parameter  Infiltration Basin 
Design Volume  VBMP 

Forebay Volume  0.5% VBMP 

Drawdown time (maximum)  72 hours 

Maximum tributary area  50 acres 2 

Minimum infiltration rate 

Must be sufficient to drain the basin within the 
required Drawdown time over the life of the BMP. 
The WQMP may include specific requirements for 

minimum tested infiltration rates. 

Maximum Depth   5 feet 

Spillway erosion control  Energy dissipators to reduce velocities1

Basin Slope  0% 

Freeboard (minimum)  1 foot 1 

Historic High Groundwater Setback (max)  10 feet 

Bedrock/impermeable layer setback (max)  5 feet 

Tree setbacks  Mature tree drip line must not overhang the basin 

Set back from wells, tanks or springs  100 feet 

Set back from foundations  As recommended in Geotechnical Report 
1.      Ventura County’s Technical Guidance Manual for Stormwater Quality Control Measures
2. CA Stormwater BMP Handbook for New Development and Significant Redevelopment 
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d) Enter the depth of freeboard. 

e) Enter  the depth  to  the historic high groundwater  level measured  from  the  top of  the 
basin. 

f) Enter the depth to the top of bedrock or other  impermeable  layer measured from the 
finished grade. 

g) The spreadsheet will determine D2, the total basin depth (including freeboard,  if used) 
of  the basin, based on  restrictions  to  the depth by groundwater and an  impermeable 
layer.   

      D2 = Depth to groundwater – (10 + freeboard) (ft);    
        or 
      D2 = Depth to impermeable layer – (5 + freeboard) (ft) 

Whichever is least. 
 

h) The spreadsheet will determine the maximum allowable effective depth of basin, DMAX, 
based on the smallest value between D1 and D2. DMAX  is the maximum depth of water 
only and does not include freeboard. DMAX shall not exceed 5 feet. 

 
3. Basin Geometry 
 

a) Enter the basin side slopes, z (no steeper than 4:1). 

b) Enter the proposed basin depth, dB excluding freeboard. 

c) The spreadsheet will determine the minimum required surface area of the basin:  
 
      As = VBMP / dB 
 

Where    As    = minimum area required (ft2) 
                    VBMP = volume of the infiltration basin (ft3) 
               dB= proposed depth not to exceed maximum allowable depth, DMAX (ft)   
 

d) Enter the proposed bottom surface area. This area shall not be  less than the minimum 
required surface area. 

 
4. Forebay  

A concrete forebay with a design volume of at  least 0.5% VBMP and a minimum 1 foot high 
concrete splashwall shall be provided.  Full‐height rectangular weir(s) shall be used to outlet 
the  forebay.    The weir(s) must be offset  from  the  line of  flow  from  the basin  inlet.  It  is 
recommended  that  two weirs be used and  that  they be  located on opposite  sides of  the 
forebay (see Figure 2).  

 
a) The spreadsheet will determine the minimum required forebay volume based on 0.5% 

VBMP.   

b) Enter the proposed depth of the forebay berm/splashwall (1foot minimum).   

c) The spreadsheet will determine the minimum required forebay surface area. 

d) Enter the width of rectangular weir to be used (minimum 1.5 inches). Weir width should 
be established based on a 5 minute drawdown time. 



The MaxWell™ Plus, as manufactured and installed exclusively by Torrent

Resources Incorporated, is the industry standard for draining large

paved surfaces, nuisance water and other demanding applications. This

patented system incorporates state-of-the-art pre-treatment technology.

THE ULTIMATE IN DESIGN
Since 1974, over 40,000 MaxWell™ Systems have proven their value as a cost-

effective solution in a wide variety of drainage applications. They are accepted

by state and municipal agencies and are a standard detail in numerous drainage

manuals. Many municipalities have recognized the inherent benefits of the

MaxWell Plus and now require it for drainage of all paved surfaces.

SUPERIOR PRE-TREATMENT
Industry research, together with Torrent Resource’s own experience, has shown

that initial storm drainage flows have the greatest impact on system performance.

This “first flush” occurs during the first few minutes of runoff and carries the

majority of sediment and debris. Larger paved surfaces or connecting pipes

from catch basins, underground storage, etc. can also generate high peak

flows which may strain system function. In addition, nuisance water flows

require controlled processing separate from normal storm runoff demands.

In the MaxWell Plus, preliminary treatment is provided through collection and

separation in deep large-volume settling chambers. The standard MaxWell Plus

system has over 2,500 gallons of capacity to contain sediment and debris carried

by incoming water. Floating trash, paper, pavement oil, etc. is effectively

stopped by the PureFlo™ Debris Shields in each chamber. These shielding devices

are equipped with an effective screen to filter suspended material and are

vented to prevent siphoning of floating surface debris as the system drains.

EFFECTIVE PROCESSING
Incoming water from the surface grated inlets or connecting pipes is received 

in the Primary Settling Chamber where silt and other heavy particles settle to the

bottom. A PureFlo™ Debris Shield ensures containment by trapping floating

debris and pavement oil. The pre-treated flow is then regulated to a design rate

of up to 0.25cfs and directed to a secondary settling chamber. The settling 

and containment process is repeated, thereby effectively achieving controlled,

uniform treatment. The system is drained as water rises under the PureFlo Debris

Shield and spills into the top of the overflow pipe. The drainage assembly returns

the cleaned water to the surrounding soil through the FloFast™ Drainage Screen.

ABSORBENT TECHNOLOGY
To provide prompt removal of pavement oils, both MaxWell Plus settling chambers

are equipped with absorbent sponges. These floating pillow-like devices are

100% water repellent and literally wick petrochemical compounds from the water.

Each sponge has a capacity of over 128 ounces to accommodate effective,

long-term treatment. The absorbent is completely inert and will safely remove

runoff constituents down to rainbow sheens which are typically no more than

one molecule thick.

SECURITY FEATURES
MaxWell Plus Systems include bolted, theft-resistance, cast iron gratings and

covers as standard security features. Special inset castings which are resistant

to loosening from accidental impact are available for use in landscaped applica-

tions. Machined mating surfaces and “Storm Water Only” wording are standard.

Manufactured and Installed Exclusively by Torrent Resources Incorporated
Please see reverse side for additional information
U.S. Patent No. 4,923,330 ™ Trademark 1974, 1987, 2004 11/04

DRAINAGE SYSTEM
Product Information and Design Features

MaxWell™ Plus

INDUSTRY SERVICES

Site Drainage Systems
Stormwater Drywells
French Drains
Piping
Drainage Appurtenances
Pump Systems

Technical Analysis
Design Review
Percolation Testing
Geologic Database
ADEQ Drywell Registration

Recharge Systems
Municipal/Private Recharge Wells
Injection Wells & Galleries

Environmental Applications
Pattern Drilling/Soil Remediation
Drainage Rehabilitation
Drywell Abandonments
OSHA HAZMAT-Certified

Drainage Renovation
Problem Assessment
Site Redesign/Modification
System Retrofit

Drainage Maintenance
Preventive Maintenance
Service Contracts
Drywell Cleaning

TORRENT RESOURCES INCORPORATED

1509 East Elwood Street
Phoenix Arizona 85040~1391

phone 602~268~0785
fax 602~268~0820

California
661~947~9836 

Nevada
702~366~1234

www.TorrentResources.com

AZ Lic. ROC070465 A,
ROC047067 B-4; ADWR 363

CA Lic. 528080 A, C-42, HAZ

NV Lic. 0035350 A

NM Lic. 90504 GF04

An evolution of McGuckin Drilling

The watermark for drainage solutions.

THE MAXWELL FIVE-YEAR WARRANTY
Innovative engineering, quality materials and exacting construction

are standard with every MaxWell system produced and installed

by Torrent Resources Incorporated. The MaxWell Drainage Systems

Warranty is the best in the industry and guarantees against failures

due to workmanship or materials for a period of five years from 

date of completion.



PRIMARY SETTLING CHAMBER DEPTH

The overall depth of the Primary Settling Chamber is determined by the amount

of surface area being drained. Use a standard depth of 10 feet for the initial acre

of contributory drainage area, plus 2 feet for each additional acre, up to the design

limits of the property type noted in “Calculating MaxWell Plus Requirements”

noted above. Other conditions that would require increased chamber depths are

property usage, maintenance scheduling, and severe or unusual service conditions.

Connecting Pipe Depth may dictate deeper chambers so as to maintain the 

effectiveness of the settling process.

ESTIMATED TOTAL DEPTH

The Estimated Total Depth is the approximate total system depth required to

achieve 10 continuous feet of penetration into permeable soils, based upon

known soil information. Torrent’s specialized “crowd” equipped rigs get through

the difficult cemented soils to reach clean drainage soils at depths up to 180

feet and their extensive drilling log database is available to use as a reference.

SETTLING CHAMBER DEPTH

On MaxWell Plus Systems of over 30 feet overall depth and up to 0.25cfs design

rate, the standard Settling Chamber Depth is 18 feet.

OVERFLOW HEIGHT

The Overflow Height and Settling Chamber Depth determine the effectiveness

of the settling process. The higher the overflow pipe, the deeper the chamber,

the greater the settling capacity. An overflow height of 13 feet is used with the

standard settling chamber depth of 18 feet.

DRAINAGE PIPE

This dimension also applies to the PureFlo™ Debris Shields, the FloFast™ Drainage

Screen, and fittings. The size is based upon system design rates, multiple primary

settling chambers, soil conditions, and need for adequate venting. Choices 

are 6", 8", or 12" diameter. Refer to our company’s “Design Suggestions for

Retention and Drainage Systems” for recommendations on which size best

matches your application.

BOLTED RING & GRATE/COVER

Standard models are quality cast iron and available to fit 24" Ø or 30" Ø manhole

openings. All units are bolted in two locations with wording “Storm Water Only”

in raised letters. For other surface treatments, please refer to “Design

Suggestions for Retention and Drainage Systems.”

INLET PIPE INVERT

Pipes up to 24" in diameter from catch basins, underground storage, etc. may

be connected into the primary settling chamber. Inverts deeper than 4 feet 

will require additional depth in both system settling chambers to maintain

respective effective settling capacities.

INTAKE INLET HEIGHT

The Intake Inlet Height determines the effectiveness of the settling process in

the Primary Settling Chamber. A minimum inlet height of 6 feet is used with the

standard primary settling chamber depth of 10 feet. Greater inlet heights would

be required with increased system demands as noted in Primary Settling

Chamber Depth.

CHAMBER SEPARATION

The standard separation between chambers is 15 feet from center to center 

for inlet pipe inverts up to 7 feet. For deep inlet pipes or underground storage

systems that result in a deeper Connector Pipe, add 5 feet of separation

for each 3 feet of additional Connector Pipe depth. Maximum Connector Pipe

depths and Chamber separations are 13 feet and 25 feet, respectively. A pump

and lift station is recommended for systems with deeper requirements.
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CALCULATING MAXWELL PLUS REQUIREMENTS:

The type of property, soil permeability, rainfall intensity and local drainage ordinances determine the number and design of MaxWell Systems. For general applications

draining retained storm water, use one standard MaxWell Plus per the instructions below for up to 5 acres of landscaped contributory area, and up to 2 acres of paved surface.

To drain nuisance water flows in storm runoff systems, add a remote inlet to the System. For smaller drainage needs, refer to our Type IV MaxWell. For industrial drainage,

our Envibro™ System may be recommended. For additional considerations, please refer to “Design Suggestions For Retention And Drainage Systems” or consult our Design Staff.

COMPLETING THE MAXWELL PLUS DRAWING

To apply the MaxWell Plus drawing to your specific project, simply fill in the blue boxes per the following instructions. For assistance, please consult our Design Staff.
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Manufactured and installed by

TORRENT RESOURCES
ARIZONA 602/268-0785
NEVADA 702/366-1234

CALIFORNIA 661/947-9836

AZ Lic. ROC070465 A, ROC047067 B-4, ADWR 363
CA Lic. 528080, C-42, HAZ.

NM Lic. 90504 GF04, NV Lic. 0035350 A

U.S. Patent No. 4,923,330 - TMTrademark 1974, 1990, 2004
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The referenced drawing and specifications are available on CAD either through our office 

or web site. Ask for Drawing TRI 1104P. This detail is copyrighted (2004) but may be used

as is in construction plans without further release. For information on product application,

individual project specifications or site evaluation, contact our Design Staff for no-charge

assistance in any phase of your planning.

1. Manhole Cone - Modified flat bottom.

2. Stabilized Backfill - Compacted native in landscaped areas. 1 sack slurry in pavement.

3. Bolted Ring & Grate/Cover - Diameter as shown. Clean cast iron with wording “Storm Water
Only” in raised letters. Bolted in 2 locations and secured to cone with mortar. Rim elevation
±0.02' of plans.

4. Graded Basin or Paving (by Others).

5. Compacted Base Material (by Others).

6. PureFlo™ Debris Shield - Rolled 16 Ga. steel X 24" length with vented anti-siphon and 
internal .265" Max. SWO flattened expanded steel screen X 12" length. Fusion bonded
epoxy coated.

7. Pre-cast Liner - 4000 PSI concrete 48" ID. X 54" OD. Center in hole and align sections 
to maximize bearing surface.

8. Min. 6' Ø Drilled Shaft.

9. Support Bracket - Formed 12 Ga. steel. Fusion bonded epoxy coated.

10. Overflow Pipe - Sch. 40 PVC mated to drainage pipe at base seal.

11. Drainage Pipe - ADS highway grade with TRI-A coupler. Suspend pipe during backfill 
operations to prevent buckling or breakage. Diameter as noted.

12. Base Seal - Geotextile, poly liner or concrete slurry.

13. Rock - Clean and washed, sized between 3/8" and 1-1/2" to best complement 
soil conditions.

14. FloFast™ Drainage Screen - Sch. 40 PVC 0.120" slotted well screen with 32 slots 
per row/ft. 96" overall length with TRI-B coupler.

ITEM NUMBERS

MAXWELL™ PLUS DRAINAGE SYSTEM DETAIL AND SPECIFICATIONS

15. Min. 4' Ø Shaft - Drilled to maintain permeability of drainage soils.

16. Fabric Seal - U.V. Resistant Geotextile - To be removed by customer at project completion.

17. Absorbent – Hydrophobic Petrochemical Sponge. Min. 128 oz. capacity.

18. Connector Pipe – 4" Ø Sch. 40 PVC.

19. Vented Anti-Siphon intake with flow regulator.

20. Intake Screen – Sch. 40 PVC 0.120" modified slotted well screen with 32 slots per row/ft.
48" overall length with TRI-C end cap.

21. Freeboard Depth Varies with inlet pipe elevation. Increase primary/secondary settling
chamber depths as needed to maintain all inlet pipe elevations above connector
pipe overflow.

22. Optional Inlet Pipe (by Others).

23. Moisture Membrane – 6 mil. Plastic. Place securely against eccentric cone and hole sidewall.
Used in lieu of slurry in landscaped areas.



- 37 - 
 

Appendix 7:  Hydromodification 

Supporting Detail Relating to Hydrologic Conditions of Concern 

 

No Hydromodification will be required. Site lies within the “Not Applicable Area” of the HCOC 

Applicability Map provided by the Riverside County Flood Control and Water Conservation 

District (RCFCWCD). See Appendix 1 for location on map.
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Appendix 8:  Source Control 
Pollutant Sources/Source Control Checklist 

 



S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

   How to use this worksheet (also see instructions in Section G of the WQMP Template): 
 
1. Review Column 1 and identify which of these potential sources of stormwater pollutants apply to your site. Check each box that applies.  

2. Review Column 2 and incorporate all of the corresponding applicable BMPs in your WQMP Exhibit.  

3. Review Columns 3 and 4 and incorporate all of the corresponding applicable permanent controls and operational BMPs in your WQMP. Use the 
format shown in Table G.1on page 23 of this WQMP Template. Describe your specific BMPs in an accompanying narrative, and explain any 
special conditions or situations that required omitting BMPs or substituting alternative BMPs for those shown here. 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 A. On-site storm drain 
inlets 

 Locations of inlets.  Mark all inlets with the words 
“Only Rain Down the Storm 
Drain” or similar. Catch Basin 
Markers may be available from the 
Riverside County Flood Control 
and Water Conservation District, 
call 951.955.1200 to verify. 


 


 

 

 
 
 
 



Maintain and periodically repaint or 
replace inlet markings. 

Provide stormwater pollution 
prevention information to new site 
owners, lessees, or operators. 

See applicable operational BMPs in 
Fact Sheet SC-44, “Drainage System 
Maintenance,” in the CASQA 
Stormwater Quality Handbooks at 
www.cabmphandbooks.com 

Include the following in lease 
agreements: “Tenant shall not allow 
anyone to discharge anything to storm 
drains or to store or deposit materials 
so as to create a potential discharge to 
storm drains.” 

 B. Interior floor drains 
and elevator shaft sump 
pumps 

   State that interior floor drains and 
elevator shaft sump pumps will be 
plumbed to sanitary sewer. 

 Inspect and maintain drains to prevent 
blockages and overflow. 

 C. Interior parking 
garages 

   State that parking garage floor 
drains will be plumbed to the 
sanitary sewer. 

 Inspect and maintain drains to prevent 
blockages and overflow. 

logan.grant
CHECK

logan.grant
CHECK

logan.grant
CHECK

logan.grant
CHECK

logan.grant
CHECK

logan.grant
CHECK

logan.grant
CHECK

logan.grant
X

logan.grant
X

logan.grant
X

logan.grant
X

logan.grant
X

logan.grant
X
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 D1. Need for future 
indoor & structural pest 
control 

   Note building design features that  
discourage entry of pests. 

 Provide Integrated Pest Management 
information to owners, lessees, and 
operators. 

 D2. Landscape/ 
Outdoor Pesticide Use 

 
 
 

 
 

 

Show locations of native trees or 
areas of shrubs and ground cover to 
be undisturbed and retained. 

Show self-retaining landscape 
areas, if any.  

Show stormwater treatment and 
hydrograph modification 
management BMPs. (See 
instructions in Chapter 3, Step 5 
and guidance in Chapter 5.) 

 

 
 


 
 


 
 
 
 
 


 
 
 


 

 

 

State that final landscape plans will 
accomplish all of the following. 

Preserve existing native trees, 
shrubs, and ground cover to the 
maximum extent possible. 

Design landscaping to minimize 
irrigation and runoff, to promote 
surface infiltration where 
appropriate, and to minimize the 
use of fertilizers and pesticides that 
can contribute to stormwater 
pollution.  

Where landscaped areas are used to 
retain or detain stormwater, specify 
plants that are tolerant of saturated 
soil conditions. 

Consider using pest-resistant 
plants, especially adjacent to 
hardscape.  

To insure successful establishment, 
select plants appropriate to site 
soils, slopes, climate, sun, wind, 
rain, land use, air movement, 
ecological consistency, and plant 
interactions. 

 

 

 
 
 
 
 



Maintain landscaping using minimum 
or no pesticides. 

See applicable operational BMPs in 
“What you should know 
for…..Landscape and Gardening” at 
http://rcflood.org/stormwater/Error! 
Hyperlink reference not valid. 

Provide IPM information to new 
owners, lessees and operators. 
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 E. Pools, spas, ponds, 
decorative fountains, 
and other water 
features. 

 Show location of water feature and 
a sanitary sewer cleanout in an 
accessible area within 10 feet. 
(Exception: Public pools must be 
plumbed according to County 
Department of Environmental 
Health Guidelines.) 

 If the Co-Permittee requires pools 
to be plumbed to the sanitary 
sewer, place a note on the plans 
and state in the narrative that this 
connection will be made according 
to local requirements.  

 See applicable operational BMPs in  
“Guidelines for Maintaining Your 
Swimming Pool, Jacuzzi and Garden 
Fountain” at 
http://rcflood.org/stormwater/   

 F. Food service   
 
 
 
 
 

 

For restaurants, grocery stores, and 
other food service operations, show 
location (indoors or in a covered 
area outdoors) of a floor sink or 
other area for cleaning floor mats, 
containers, and equipment.  

On the drawing, show a note that 
this drain will be connected to a 
grease interceptor before 
discharging to the sanitary sewer.  

 

 
 

Describe the location and features 
of the designated cleaning area.  

Describe the items to be cleaned in 
this facility and how it has been 
sized to insure that the largest 
items can be accommodated. 

 

 See the brochure, “The Food Service 
Industry Best Management Practices for: 
Restaurants, Grocery Stores, 
Delicatessens and Bakeries” at 
http://rcflood.org/stormwater/  

Provide this brochure to new site 
owners, lessees, and operators. 

 G. Refuse areas  
 
 
 
 

 
 
 
 
 
 

 

Show where site refuse and 
recycled materials will be handled 
and stored for pickup. See local 
municipal requirements for sizes 
and other details of refuse areas. 

If dumpsters or other receptacles 
are outdoors, show how the 
designated area will be covered, 
graded, and paved to prevent run-
on and show locations of berms to 
prevent runoff from the area. 

Any drains from dumpsters, 
compactors, and tallow bin areas 
shall be connected to a grease 
removal device before discharge to 
sanitary sewer. 


 
 



State how site refuse will be 
handled and provide supporting 
detail to what is shown on plans. 

State that signs will be posted on or 
near dumpsters with the words “Do 
not dump hazardous materials 
here” or similar. 

 State how the following will be 
implemented: 

Provide adequate number of 
receptacles. Inspect receptacles 
regularly; repair or replace leaky 
receptacles. Keep receptacles covered. 
Prohibit/prevent dumping of liquid or 
hazardous wastes. Post “no hazardous 
materials” signs. Inspect and pick up 
litter daily and clean up spills 
immediately. Keep spill control 
materials available on-site. See Fact 
Sheet SC-34, “Waste Handling and 
Disposal” in the CASQA Stormwater 
Quality Handbooks at 
www.cabmphandbooks.com 
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 H. Industrial processes.  Show process area.  If industrial processes are to be 
located on site, state: “All process 
activities to be performed indoors. 
No processes to drain to exterior or 
to storm drain system.” 

 See Fact Sheet SC-10, “Non-
Stormwater Discharges” in the 
CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 

See the brochure “Industrial & 
Commercial Facilities Best Management 
Practices for: Industrial, Commercial 
Facilities” at 
http://rcflood.org/stormwater/ 
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 I. Outdoor storage of 
equipment or materials. 
(See rows J and K for 
source control 
measures for vehicle 
cleaning, repair, and 
maintenance.) 

 
 
 
 
 

 
 
 
 
 

 
 
 
 
 

 

Show any outdoor storage areas, 
including how materials will be 
covered. Show how areas will be 
graded and bermed to prevent run-
on or run-off from area.  

Storage of non-hazardous liquids 
shall be covered by a roof and/or 
drain to the sanitary sewer system, 
and be contained by berms, dikes, 
liners, or vaults.  

Storage of hazardous materials and 
wastes must be in compliance with 
the local hazardous materials 
ordinance and a Hazardous 
Materials Management Plan for the 
site.  

 Include a detailed description of 
materials to be stored, storage 
areas, and structural features to 
prevent pollutants from entering 
storm drains. 

Where appropriate, reference 
documentation of compliance with 
the requirements of Hazardous 
Materials Programs for: 

 Hazardous Waste Generation 

 Hazardous Materials Release 
Response and Inventory  

 California Accidental Release 
(CalARP)  

 Aboveground Storage Tank  

 Uniform Fire Code Article 80 
Section 103(b) & (c) 1991  

 Underground Storage Tank  

www.cchealth.org/groups/hazmat
/ 

  

 See the Fact Sheets SC-31, “Outdoor 
Liquid Container Storage” and SC-33, 
“Outdoor Storage of Raw Materials ” 
in the CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 
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 J. Vehicle and 
Equipment Cleaning 

 Show on drawings as appropriate: 

(1) Commercial/industrial facilities 
having vehicle/equipment cleaning 
needs shall either provide a 
covered, bermed area for washing 
activities or discourage 
vehicle/equipment washing by 
removing hose bibs and installing 
signs prohibiting such uses.  

(2) Multi-dwelling complexes shall 
have a paved, bermed, and covered 
car wash area (unless car washing 
is prohibited on-site and hoses are 
provided with an automatic shut-
off to discourage such use). 

(3) Washing areas for cars, vehicles, 
and equipment shall be paved, 
designed to prevent run-on to or 
runoff from the area, and plumbed 
to drain to the sanitary sewer.  

(4) Commercial car wash facilities 
shall be designed such that no 
runoff from the facility is 
discharged to the storm drain 
system. Wastewater from the 
facility shall discharge to the 
sanitary sewer, or a wastewater 
reclamation system shall be 
installed.  

 If a car wash area is not provided, 
describe any measures taken to 
discourage on-site car washing and 
explain how these will be enforced. 

 
 

 

 
 
 

 

Describe operational measures to 
implement the following (if 
applicable): 

Washwater from vehicle and 
equipment washing operations shall 
not be discharged to the storm drain 
system. Refer to “Outdoor Cleaning 
Activities and Professional Mobile Service 
Providers” for many of the Potential 
Sources of Runoff Pollutants categories 
below.  Brochure can be found at 
http://rcflood.org/stormwater/ 

Car dealerships and similar may 
rinse cars with water only. 
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 K. Vehicle/Equipment 
Repair and 
Maintenance 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

Accommodate all vehicle 
equipment repair and maintenance 
indoors. Or designate an outdoor 
work area and design the area to 
prevent run-on and runoff of 
stormwater.  

Show secondary containment for 
exterior work areas where motor 
oil, brake fluid, gasoline, diesel 
fuel, radiator fluid, acid-containing 
batteries or other hazardous 
materials or hazardous wastes are 
used or stored. Drains shall not be 
installed within the secondary 
containment areas. 

Add a note on the plans that states 
either (1) there are no floor drains, 
or (2) floor drains are connected to 
wastewater pretreatment systems 
prior to discharge to the sanitary 
sewer and an industrial waste 
discharge permit will be obtained.  


 
 
 


 
 
 
 
 



State that no vehicle repair or 
maintenance will be done outdoors, 
or else describe the required 
features of the outdoor work area. 

State that there are no floor drains 
or if there are floor drains, note the 
agency from which an industrial 
waste discharge permit will be 
obtained and that the design meets 
that agency’s requirements. 

State that there are no tanks, 
containers or sinks to be used for 
parts cleaning or rinsing or, if there 
are, note the agency from which an 
industrial waste discharge permit 
will be obtained and that the 
design meets that agency’s 
requirements. 

 
 
 


 
 
 
 


 
 
 
 
 
 
 
 
 



In the Stormwater Control Plan, note 
that all of the following restrictions 
apply to use the site: 

No person shall dispose of, nor permit 
the disposal, directly or indirectly of 
vehicle fluids, hazardous materials, or 
rinsewater from parts cleaning into 
storm drains. 

No vehicle fluid removal shall be 
performed outside a building, nor on 
asphalt or ground surfaces, whether 
inside or outside a building, except in 
such a manner as to ensure that any 
spilled fluid will be in an area of 
secondary containment. Leaking 
vehicle fluids shall be contained or 
drained from the vehicle immediately. 

No person shall leave unattended drip 
parts or other open containers 
containing vehicle fluid, unless such 
containers are in use or in an area of 
secondary containment.  

Refer to “Automotive Maintenance & Car 
Care Best Management Practices for Auto 
Body Shops, Auto Repair Shops, Car 
Dealerships, Gas Stations and Fleet 
Service Operations”.  Brochure can be 
found at http://rcflood.org/stormwater/ 
Refer to Outdoor Cleaning Activities and 
Professional Mobile Service Providers for 
many of the Potential Sources of     
Runoff Pollutants categories below.  
Brochure can be found at 
http://rcflood.org/stormwater/ 
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 L. Fuel Dispensing 
Areas 

 
 
 
 
 
 
 
 
 
 

 

Fueling areas6 shall have 
impermeable floors (i.e., portland 
cement concrete or equivalent 
smooth impervious surface) that 
are: a) graded at the minimum 
slope necessary to prevent ponding; 
and b) separated from the rest of 
the site by a grade break that 
prevents run-on of stormwater to 
the maximum extent practicable.  

Fueling areas shall be covered by a 
canopy that extends a minimum of 
ten feet in each direction from each 
pump.  [Alternative: The fueling 
area must be covered and the 
cover’s minimum dimensions must 
be equal to or greater than the area 
within the grade break or fuel 
dispensing area1.]  The canopy [or 
cover] shall not drain onto the 
fueling area. 

  
 



The property owner shall dry sweep 
the fueling area routinely. 

See the Fact Sheet SD-30 , “Fueling 
Areas” in the CASQA Stormwater 
Quality Handbooks at 
www.cabmphandbooks.com 

                                                           
 

6 The fueling area shall be defined as the area extending a minimum of 6.5 feet from the corner of each fuel dispenser or the length at which the hose and nozzle assembly may be operated plus 
a minimum of one foot, whichever is greater. 
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 M. Loading Docks  
 

 

 

 

 

 

 
 

 

 
 

 

 
 

 

Show a preliminary design for the 
loading dock area, including 
roofing and drainage. Loading 
docks shall be covered and/or 
graded to minimize run-on to and 
runoff from the loading area. Roof 
downspouts shall be positioned to 
direct stormwater away from the 
loading area. Water from loading 
dock areas shall be drained to the 
sanitary sewer, or diverted and 
collected for ultimate discharge to 
the sanitary sewer.  

Loading dock areas draining 
directly to the sanitary sewer shall 
be equipped with a spill control 
valve or equivalent device, which 
shall be kept closed during periods 
of operation. 

Provide a roof overhang over the 
loading area or install door skirts 
(cowling) at each bay that enclose 
the end of the trailer. 

  
 



Move loaded and unloaded items 
indoors as soon as possible. 

See Fact Sheet SC-30, “Outdoor 
Loading and Unloading,” in the 
CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 
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 N. Fire Sprinkler Test 
Water 

   Provide a means to drain fire 
sprinkler test water to the sanitary 
sewer. 

 See the note in Fact Sheet SC-41, 
“Building and Grounds Maintenance,” 
in the CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 

 
 
 

 
 
 
 
 
 
 

O. Miscellaneous Drain 
or Wash Water or Other 
Sources 

Boiler drain lines 

Condensate drain lines 

Rooftop equipment 

Drainage sumps 

Roofing, gutters, and 
trim. 

Other sources 

  
 
 
 


 
 
 
 


 
 
 

 

 
 

 
 



Boiler drain lines shall be directly 
or indirectly connected to the 
sanitary sewer system and may not 
discharge to the storm drain 
system. 

Condensate drain lines may 
discharge to landscaped areas if the 
flow is small enough that runoff 
will not occur. Condensate drain 
lines may not discharge to the 
storm drain system. 

Rooftop equipment with potential 
to produce pollutants shall be 
roofed and/or have secondary 
containment. 

Any drainage sumps on-site shall 
feature a sediment sump to reduce 
the quantity of sediment in 
pumped water. 

Avoid roofing, gutters, and trim 
made of copper or other 
unprotected metals that may leach 
into runoff. 

Include controls for other sources 
as specified by local reviewer. 
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 P. Plazas, sidewalks, 
and parking lots. 

     Sweep plazas, sidewalks, and parking 
lots regularly to prevent accumulation 
of litter and debris. Collect debris from 
pressure washing to prevent entry into 
the storm drain system. Collect 
washwater containing any cleaning 
agent or degreaser and discharge to 
the sanitary sewer not to a storm drain.  
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Appendix 9:  O&M 
Operation and Maintenance Plan and Documentation of Finance, Maintenance and Recording Mechanisms 

 

The start-up date for maintenance activities will be at the close-out of construction. 

Wal-Mart Real Estate Business Trust (owner) shall be the owner of all on-site BMP’s. Maintenance for all BMP’s, 

except the MaxWell™ Plus dry wells will be the responsibility of the owner. 

2001 Southeast 10
th

 Street 

Bentonville , AR 72716  

 

 

BMP Frequency Maintenance Activities Maintenance Party

MaxWell™ Plus Dry 

Wells

3-5 year inspection frequency.

Cleaning shall occur when 15% or 

more of the original chamber 

solume is occupied by silt and 

sediment

Newly installed systems will receive a 

thorough visual examination following the 

first several significant rainfall events. 

Maintenance operations will include 

servicing all screens, filters, and the floating 

absorbent blanket, along with the geo-textile 

fabric at the bottome of the chambers

Torrent Resources Incorporated

1509 East Elwood Street

Phoenix, AR 85040-1391

Infiltration Basin
Semi-annual, at the beginning and 

end of the wet season

Remove trash and debris, inspect for standing 

water, trim vegitation at the beginning and 

end of the wet season, and re-vegitate if 

erosion is occuring due to loss of vegetation

Wal-Mart Real Estate Business Trust

2001 Southeast 10th Street

Bentonville, AR 72716

Drainage System Annually

Inspect catch basins for debris and clogging. 

Remove and dispose of contents as yard 

waste as necessary.

Wal-Mart Real Estate Business Trust

2001 Southeast 10th Street

Bentonville, AR 72716

Catch Basin Stenciling Annually Inspect

Wal-Mart Real Estate Business Trust

2001 Southeast 10th Street

Bentonville, AR 72716

Litter Control Daily
Empty trash receptacles and clean trash in 

plaza area

Wal-Mart Real Estate Business Trust

2001 Southeast 10th Street

Bentonville, AR 72716
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Appendix 10:  Educational Materials 

BMP Fact Sheets, Maintenance Guidelines and Other End-User BMP Information 



Section 3  
Source Control BMPs 
3.1 Introduction 
This section provides a description of specific source control Best Management Practices 
(BMPs) for common industrial and commercial activities that may pollute stormwater.  In this 
Handbook, Source Control BMPs are structured around the concept of “activities” as experience 
has shown that with few exceptions one or more of these activities will satisfactorily describe all 
industrial/commercial facilities.  Source Control BMP fact sheets are therefore organized in 
Section 3 by activity.  For certain commercial businesses, separate guide sheets have been 
developed and incorporate source control BMPs.  These guide sheets are describe in the Section 
and presented in Appendix D.  

3.2 Source Control BMPs 
Source control BMPs are listed in Table 3-1 and fact sheets for each are provided in Section 3.5. 

3.3 Source Control BMP 
Fact Sheet Format 

Table 3-1 Source Control BMPs 

Non-Stormwater Management 

SC-10 Non-Stormwater Discharges  

SC-11 Spill Prevention, Control and Cleanup 

Vehicle and Equipment Management 

SC-20 Vehicle and Equipment Fueling 

SC-21 Vehicle and Equipment Cleaning 

SC-22 Vehicle and Equipment Repair 

Material and Waste Management  

SC-30 Outdoor Loading/Unloading 

SC-31 Outdoor Liquid Container Storage 

SC-32 Outdoor Equipment Operations 

SC-33 Outdoor Storage of Raw Materials 

SC-34 Waste Handling and Disposal 

SC-35 Safer Alternative Products 

Building and Grounds Management 

SC-40 Contaminated or Erodible Areas 

SC-41 Building & Grounds Maintenance 

SC-42 Building Repair and Construction 

SC-43 Parking/Storage Area Maintenance 

SC-44 Drainage System Maintenance 

A BMP fact sheet is a short document that gives all 
the information about a particular BMP.  Typically 
each fact sheet contains the information outlined in 
Figure 3-1.  The fact sheets also contain side bar 
presentations with information on BMP objectives 
and targeted constituents. 

Figure 3-1 
Contents of Source Control BMP Fact Sheet 

Industrial Activity Description of the BMP 

Approach 

Pollution Prevention 

Suggested Protocols (including equipment needs) 

Training 

Spill Response and Prevention  

Other Considerations (Limitations and Regulations) 

Requirements 

Costs (including capital and operation & maintenance) 

Maintenance (including administrative and staffing) 

Supplemental Information 

Further Detail of the BMP 

Examples 

References and Resources 

January 2003 California Stormwater BMP Handbook 3-1 
 Industrial and Commercial 
 www.cabmphandbooks.com 



Section 3 
Source Control BMPs 

 

3.4 Business Category Stormwater Pollution 
Control Guide Sheets 

Table 3-2 Business 
Categories and Subcategories 

Animal Care and Handling Facilities 

Automotive Service Facilities 

 Auto Recycling 

 Body Repair 

 Maintenance 

 Service Stations 

Food Service Facilities 

Marinas, Boatyards, and Ports 

Mobil Cleaning 

 Transportation-related  

 Food Service-related 

 Surface Cleaning 

 Amenities 

  Carpets & Upholstery 

  Swimming Pools & Spas 

  Water Softeners 

Landscape Maintenance 

Business Category Name 
Description of the Business 
Category 

Pollutant Sources – Describes the most 
common pollutants and their sources 

Approach – Explains the overall approach 
to pollutant control 

Source Control BMPs – Lists controls that
help keep pollutants out of stormwater  

Treatment Control BMPs - Lists controls 
that help remove pollutants from stormwater 

More Information – Provides references 
to: 1) materials with more specific 
information than is included in these guide 
sheets or 2) other formats – posters and 
videos – that may complement these guide 
sheets 

References – Other information and 
resources 

3.4.1 Introduction 
This section describes “guide sheets” for the specific 
categories and subcategories of businesses shown in 
Table 3-2. 

These categories represent some of the more common 
businesses types in any community and those 
businesses that tend to have a higher potential to 
pollute stormwater based on the products they use and 
their activities.  Most of the business categories 
discussed in this section are not required to obtain 
coverage under state and federal stormwater 
regulations, with the exception of auto recycling 
facilities, and marinas and boatyards.  For more 
information on BMPs for these two business categories 
as well as other categories permitted under the federal 
regulations, see the USEPA Multi-Sector General 
Permit for Industrial Activities 
(http://cfpub.epa.gov/npdes/stormwater/msgp.cfm?p
rogram_id=6). 

3.4.2 Use of Guide Sheets 
The guide sheets are provided in Appendix D.  Guide 
sheets are business-based as opposed to the activity-
based like the source control fact sheets.  The guide 
sheets basically address a collection of activities 
typically associated with a certain type of business.  
BMPs are identified for these activities and are 
consistent with the ones found in Section 3.  The guide 
sheet provides a single source of information to the 
business regarding stormwater pollution prevention. 

The guide sheets are organized as shown in Figure 3-2. 

3.4.3 Guide Sheet Limitations 
Although the intent is to provide as much information 
in one place as possible, for some business categories 
there is much more information available than can be 
included in this handbook.  The references section of 
each guide sheet is intended to minimize this potential 
limitation.  The guide sheets do not provide design 
details or maintenance requirements for treatment 

Figure 3-2
Example Guide Sheet
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Section 3 
Source Control BMPs 
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controls.  This information is provided in the New Development and Redevelopment Handbook, 
and Section 4 of this handbook, respectively. 

3.5 BMP Fact Sheets 
Source control BMPs for common industrial and commercial activities follow.  The BMP fact 
sheets are individually page numbered and are suitable for photocopying and inclusion in 
SWPPPs.  Fresh copies of the fact sheets can be individually downloaded from the California 
Stormwater BMP Handbook web site at “www.cabmphandbooks.com”. 



 



Non-Stormwater Discharges SC-10 
Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

 Product Substitution 

 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
Non-stormwater discharges are those flows that do not consist 
entirely of stormwater.  Some non-stormwater discharges do not 
include pollutants and may be discharged to the storm drain.  
These include uncontaminated groundwater and natural springs.  
There are also some non-stormwater discharges that typically do 
not contain pollutants and may be discharged to the storm drain 
with conditions.  These include car washing, air conditioner 
condensate, etc.  However there are certain non-stormwater 
discharges that pose environmental concern.  These discharges 
may originate from illegal dumping or from internal floor drains, 
appliances, industrial processes, sinks, and toilets that are 
connected to the nearby storm drainage system. These 
discharges (which may include: process waste waters, cooling 
waters, wash waters, and sanitary wastewater) can carry 
substances such as paint, oil, fuel and other automotive fluids, 
chemicals and other pollutants into storm drains.  They can 
generally be detected through a combination of detection and 
elimination.  The ultimate goal is to effectively eliminate non-
stormwater discharges to the stormwater drainage system 
through implementation of measures to detect, correct, and 
enforce against illicit connections and illegal discharges of 
pollutants on streets and into the storm drain system and creeks. 

Approach 
Initially the industry must make an assessment of non-
stormwater discharges to determine which types must be 
eliminated or addressed through BMPs.  The focus of the 
following approach is in the elimination of non-stormwater 
discharges. 
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Pollution Prevention 

 Ensure that used oil, used antifreeze, and hazardous chemical recycling programs are being 
implemented.  Encourage litter control. 

Suggested Protocols 
Recommended Complaint Investigation Equipment 
 Field Screening Analysis 

- pH paper or meter 

- Commercial stormwater pollutant screening kit that can detect for reactive phosphorus, 
nitrate nitrogen, ammonium nitrogen, specific conductance, and turbidity 

- Sample jars 

- Sample collection pole 

- A tool to remove access hole covers 

 Laboratory Analysis 

- Sample cooler 

- Ice 

- Sample jars and labels 

- Chain of custody forms 

 Documentation 

- Camera 

- Notebook 

- Pens 

- Notice of Violation forms 

- Educational materials 

General 
 Develop clear protocols and lines of communication for effectively prohibiting non-

stormwater discharges, especially those that are not classified as hazardous.  These are often 
not responded to as effectively as they need to be. 

 Stencil or demarcate storm drains, where applicable, to prevent illegal disposal of pollutants. 
Storm drain inlets should have messages such as “Dump No Waste Drains to Stream” 
stenciled or demarcated next to them to warn against ignorant or intentional dumping of 
pollutants into the storm drainage system. 
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 See SC44 Stormwater Drainage System Maintenance for additional information. 

Illicit Connections 
 Locate discharges from the industrial storm drainage system to the municipal storm drain 

system through review of “as-built” piping schematics. 

 Isolate problem areas and plug illicit discharge points. 

 Locate and evaluate all discharges to the industrial storm drain system. 

Visual Inspection and Inventory 
 Inventory and inspect each discharge point during dry weather. 

 Keep in mind that drainage from a storm event can continue for a day or two following the 
end of a storm and groundwater may infiltrate the underground stormwater collection 
system.  Also, non-stormwater discharges are often intermittent and may require periodic 
inspections. 

Review Infield Piping  
 A review of the “as-built” piping schematic is a way to determine if there are any connections 

to the stormwater collection system. 

 Inspect the path of floor drains in older buildings. 

Smoke Testing 
 Smoke testing of wastewater and stormwater collection systems is used to detect 

connections between the two systems. 

 During dry weather the stormwater collection system is filled with smoke and then traced to 
sources. The appearance of smoke at the base of a toilet indicates that there may be a 
connection between the sanitary and the stormwater system. 

Dye Testing 
 A dye test can be performed by simply releasing a dye into either your sanitary or process 

wastewater system and examining the discharge points from the stormwater collection 
system for discoloration. 

TV Inspection of Drainage System 
 TV Cameras can be employed to visually identify illicit connections to the industrial storm 

drainage system. 

Illegal Dumping 
 Regularly inspect and clean up hot spots and other storm drainage areas where illegal 

dumping and disposal occurs. 

 On paved surfaces, clean up spills with as little water as possible.  Use a rag for small spills, a 
damp mop for general cleanup, and absorbent material for larger spills.  If the spilled 
material is hazardous, then the used cleanup materials are also hazardous and must be sent 
to a certified laundry (rags) or disposed of as hazardous waste. 
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 Never hose down or bury dry material spills.  Sweep up the material and dispose of properly. 

 Use adsorbent materials on small spills rather than hosing down the spill.  Remove the 
adsorbent materials promptly and dispose of properly. 

 For larger spills, a private spill cleanup company or Hazmat team may be necessary. 

Once a site has been cleaned: 

 Post “No Dumping” signs with a phone number for reporting dumping and disposal.   

 Landscaping and beautification efforts of hot spots may also discourage future dumping, as 
well as provide open space and increase property values. 

 Lighting or barriers may also be needed to discourage future dumping. 

 See fact sheet SC11 Spill Prevention, Control, and Cleanup. 

Inspection 
 Regularly inspect and clean up hot spots and other storm drainage areas where illegal 

dumping and disposal occurs. 

 Conduct field investigations of the industrial storm drain system for potential sources of 
non-stormwater discharges.   

 Pro-actively conduct investigations of high priority areas. Based on historical data, prioritize 
specific geographic areas and/or incident type for pro-active investigations.  

Reporting 
 A database is useful for defining and tracking the magnitude and location of the problem. 

 Report prohibited non-stormwater discharges observed during the course of normal daily 
activities so they can be investigated, contained, and cleaned up or eliminated. 

 Document that non-stormwater discharges have been eliminated by recording tests 
performed, methods used, dates of testing, and any on-site drainage points observed. 

 Document and report annually the results of the program. 

 Maintain documentation of illicit connection and illegal dumping incidents, including 
significant conditionally exempt discharges that are not properly managed. 

Training 
 Training of technical staff in identifying and documenting illegal dumping incidents is 

required. 

 Consider posting the quick reference table near storm drains to reinforce training. 

 Train employees to identify non-stormwater discharges and report discharges to the 
appropriate departments. 
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 Educate employees about spill prevention and cleanup. 

 Well-trained employees can reduce human errors that lead to accidental releases or spills.  
The employee should have the tools and knowledge to immediately begin cleaning up a spill 
should one occur.  Employees should be familiar with the Spill Prevention Control and 
Countermeasure Plan. 

 Determine and implement appropriate outreach efforts to reduce non-permissible non-
stormwater discharges.  

 Conduct spill response drills annually (if no events occurred to evaluate your plan) in 
cooperation with other industries. 

 When a responsible party is identified, educate the party on the impacts of his or her actions. 

Spill Response and Prevention 
 See SC11 Spill Prevention Control and Cleanup. 

Other Considerations 
 Many facilities do not have accurate, up-to-date schematic drawings. 

Requirements 
Costs (including capital and operation & maintenance) 
 The primary cost is for staff time and depends on how aggressively a program is 

implemented. 

 Cost for containment and disposal is borne by the discharger. 

 Illicit connections can be difficult to locate especially if there is groundwater infiltration. 

 Indoor floor drains may require re-plumbing if cross-connections to storm drains are 
detected. 

Maintenance (including administrative and staffing) 
 Illegal dumping and illicit connection violations requires technical staff to detect and 

investigate them. 

Supplemental Information 
Further Detail of the BMP 
Illegal Dumping 
 Substances illegally dumped on streets and into the storm drain systems and creeks include 

paints, used oil and other automotive fluids, construction debris, chemicals, fresh concrete, 
leaves, grass clippings, and pet wastes. All of these wastes cause stormwater and receiving 
water quality problems as well as clog the storm drain system itself. 

 Establish a system for tracking incidents.  The system should be designed to identify the 
following: 

- Illegal dumping hot spots 
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- Types and quantities (in some cases) of wastes 

- Patterns in time of occurrence (time of day/night, month, or year) 

- Mode of dumping (abandoned containers, “midnight dumping” from moving vehicles, 
direct dumping of materials, accidents/spills) 

- Responsible parties  

One of the keys to success of reducing or eliminating illegal dumping is increasing the number of 
people at the facility who are aware of the problem and who have the tools to at least identify the 
incident, if not correct it.  Therefore, train field staff to recognize and report the incidents. 

What constitutes a “non-stormwater” discharge? 

 Non-stormwater discharges to the stormwater collection system may include any water used 
directly in the manufacturing process (process wastewater), air conditioning condensate and 
coolant, non-contact cooling water, cooling equipment condensate, outdoor secondary 
containment water, vehicle and equipment wash water, sink and drinking fountain 
wastewater, sanitary wastes, or other wastewaters. 

Permit Requirements 
 Facilities subject to stormwater permit requirements must include a certification that the 

stormwater collection system has been tested or evaluated for the presence of non-
stormwater discharges.  The State’s General Industrial Stormwater Permit requires that non-
stormwater discharges be eliminated prior to implementation of the facility’s SWPPP. 

Performance Evaluation 
 Review annually internal investigation results; assess whether goals were met and what 

changes or improvements are necessary. 

 Obtain feedback from personnel assigned to respond to, or inspect for, illicit connections 
and illegal dumping incidents. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/ 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/


Spill Prevention, Control & Cleanup SC-11 

Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

 Product Substitution 

 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
Many activities that occur at an industrial or commercial site 
have the potential to cause accidental or illegal spills.  
Preparation for accidental or illegal spills, with proper training 
and reporting systems implemented, can minimize the discharge 
of pollutants to the environment. 

Spills and leaks are one of the largest contributors of stormwater 
pollutants.  Spill prevention and control plans are applicable to 
any site at which hazardous materials are stored or used.  An 
effective plan should have spill prevention and response 
procedures that identify potential spill areas, specify material 
handling procedures, describe spill response procedures, and 
provide spill clean-up equipment.  The plan should take steps to 
identify and characterize potential spills, eliminate and reduce 
spill potential, respond to spills when they occur in an effort to 
prevent pollutants from entering the stormwater drainage 
system, and train personnel to prevent and control future spills. 

Approach 
Pollution Prevention 
 Develop procedures to prevent/mitigate spills to storm drain 

systems.  Develop and standardize reporting procedures, 
containment, storage, and disposal activities, documentation, 
and follow-up procedures. 

 Develop a Spill Prevention Control and Countermeasure 
(SPCC) Plan.  The plan should include: 
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- Description of the facility, owner and address, activities and chemicals present 

- Facility map 

- Notification and evacuation procedures 

- Cleanup instructions 

- Identification of responsible departments 

- Identify key spill response personnel 

 Recycle, reclaim, or reuse materials whenever possible.  This will reduce the amount of 
process materials that are brought into the facility. 

Suggested Protocols (including equipment needs) 
Spill Prevention 
 Develop procedures to prevent/mitigate spills to storm drain systems.  Develop and 

standardize reporting procedures, containment, storage, and disposal activities, 
documentation, and follow-up procedures. 

 If consistent illegal dumping is observed at the facility: 

- Post “No Dumping” signs with a phone number for reporting illegal dumping and 
disposal.  Signs should also indicate fines and penalties applicable for illegal dumping. 

- Landscaping and beautification efforts may also discourage illegal dumping. 

- Bright lighting and/or entrance barriers may also be needed to discourage illegal 
dumping. 

 Store and contain liquid materials in such a manner that if the tank is ruptured, the contents 
will not discharge, flow, or be washed into the storm drainage system, surface waters, or 
groundwater. 

 If the liquid is oil, gas, or other material that separates from and floats on water, install a 
spill control device (such as a tee section) in the catch basins that collects runoff from the 
storage tank area. 

 Routine maintenance: 

- Place drip pans or absorbent materials beneath all mounted taps, and at all potential 
drip and spill locations during filling and unloading of tanks. Any collected liquids or 
soiled absorbent materials must be reused/recycled or properly disposed. 

- Store and maintain appropriate spill cleanup materials in a location known to all near 
the tank storage area; and ensure that employees are familiar with the site’s spill control 
plan and/or proper spill cleanup procedures. 

- Sweep and clean the storage area monthly if it is paved, do not hose down the area to a 
storm drain. 
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- Check tanks (and any containment sumps) daily for leaks and spills.  Replace tanks that 
are leaking, corroded, or otherwise deteriorating with tanks in good condition.  Collect 
all spilled liquids and properly dispose of them. 

 Label all containers according to their contents (e.g., solvent, gasoline). 

 Label hazardous substances regarding the potential hazard (corrosive, radioactive, 
flammable, explosive, poisonous). 

 Prominently display required labels on transported hazardous and toxic materials (per US 
DOT regulations). 

 Identify key spill response personnel. 

Spill Control and Cleanup Activities 
 Follow the Spill Prevention Control and Countermeasure Plan.   

 Clean up leaks and spills immediately. 

 Place a stockpile of spill cleanup materials where it will be readily accessible (e.g., near 
storage and maintenance areas). 

 On paved surfaces, clean up spills with as little water as possible.  Use a rag for small spills, a 
damp mop for general cleanup, and absorbent material for larger spills.  If the spilled 
material is hazardous, then the used cleanup materials are also hazardous and must be sent 
to a certified laundry (rags) or disposed of as hazardous waste.  Physical methods for the 
cleanup of dry chemicals include the use of brooms, shovels, sweepers, or plows. 

 Never hose down or bury dry material spills.  Sweep up the material and dispose of properly. 

 Chemical cleanups of material can be achieved with the use of adsorbents, gels, and foams.  
Use adsorbent materials on small spills rather than hosing down the spill.  Remove the 
adsorbent materials promptly and dispose of properly. 

 For larger spills, a private spill cleanup company or Hazmat team may be necessary. 

Reporting 
 Report spills that pose an immediate threat to human health or the environment to the 

Regional Water Quality Control Board. 

 Federal regulations require that any oil spill into a water body or onto an adjoining shoreline 
be reported to the National Response Center (NRC) at 800-424-8802 (24 hour). 

 Report spills to local agencies, such as the fire department; they can assist in cleanup. 

 Establish a system for tracking incidents.  The system should be designed to identify the 
following: 

- Types and quantities (in some cases) of wastes 

- Patterns in time of occurrence (time of day/night, month, or year) 
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- Mode of dumping (abandoned containers, “midnight dumping” from moving vehicles, 
direct dumping of materials, accidents/spills) 

- Responsible parties 

Training 
 Educate employees about spill prevention and cleanup. 

 Well-trained employees can reduce human errors that lead to accidental releases or spills: 

- The employee should have the tools and knowledge to immediately begin cleaning up a 
spill should one occur. 

- Employees should be familiar with the Spill Prevention Control and Countermeasure 
Plan. 

 Employees should be educated about aboveground storage tank requirements.  Employees 
responsible for aboveground storage tanks and liquid transfers should be thoroughly 
familiar with the Spill Prevention Control and Countermeasure Plan and the plan should be 
readily available. 

 Train employees to recognize and report illegal dumping incidents. 

Other Considerations (Limitations and Regulations) 
 State regulations exist for facilities with a storage capacity of 10,000 gallons or more of 

petroleum to prepare a Spill Prevention Control and Countermeasure (SPCC) Plan (Health & 
Safety Code Chapter 6.67). 

 State regulations also exist for storage of hazardous materials (Health & Safety Code Chapter 
6.95), including the preparation of area and business plans for emergency response to the 
releases or threatened releases. 

 Consider requiring smaller secondary containment areas (less than 200 sq. ft.) to be 
connected to the sanitary sewer, prohibiting any hard connections to the storm drain. 

Requirements 
Costs (including capital and operation & maintenance) 
 Will vary depending on the size of the facility and the necessary controls. 

 Prevention of leaks and spills is inexpensive.  Treatment and/or disposal of contaminated 
soil or water can be quite expensive. 

Maintenance (including administrative and staffing) 
 This BMP has no major administrative or staffing requirements.  However, extra time is 

needed to properly handle and dispose of spills, which results in increased labor costs. 
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Supplemental Information 
Further Detail of the BMP 
Reporting 
Record keeping and internal reporting represent good operating practices because they can 
increase the efficiency of the facility and the effectiveness of BMPs.  A good record keeping 
system helps the facility minimize incident recurrence, correctly respond with appropriate 
cleanup activities, and comply with legal requirements.  A record keeping and reporting system 
should be set up for documenting spills, leaks, and other discharges, including discharges of 
hazardous substances in reportable quantities.  Incident records describe the quality and 
quantity of non-stormwater discharges to the storm sewer.  These records should contain the 
following information: 

 Date and time of the incident 

 Weather conditions 

 Duration of the spill/leak/discharge 

 Cause of the spill/leak/discharge 

 Response procedures implemented 

 Persons notified 

 Environmental problems associated with the spill/leak/discharge 

Separate record keeping systems should be established to document housekeeping and 
preventive maintenance inspections, and training activities.  All housekeeping and preventive 
maintenance inspections should be documented.  Inspection documentation should contain the 
following information: 

 The date and time the inspection was performed 

 Name of the inspector 

 Items inspected 

 Problems noted 

 Corrective action required 

 Date corrective action was taken 

Other means to document and record inspection results are field notes, timed and dated 
photographs, videotapes, and drawings and maps. 

Aboveground Tank Leak and Spill Control 
Accidental releases of materials from aboveground liquid storage tanks present the potential for 
contaminating stormwater with many different pollutants. Materials spilled, leaked, or lost from 
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tanks may accumulate in soils or on impervious surfaces and be carried away by stormwater 
runoff. 

The most common causes of unintentional releases are: 

 Installation problems 

 Failure of piping systems (pipes, pumps, flanges, couplings, hoses, and valves) 

 External corrosion and structural failure 

 Spills and overfills due to operator error 

 Leaks during pumping of liquids or gases from truck or rail car to a storage tank or vice versa 

Storage of reactive, ignitable, or flammable liquids should comply with the Uniform Fire Code 
and the National Electric Code. Practices listed below should be employed to enhance the code 
requirements: 

 Tanks should be placed in a designated area. 

 Tanks located in areas where firearms are discharged should be encapsulated in concrete or 
the equivalent. 

 Designated areas should be impervious and paved with Portland cement concrete, free of 
cracks and gaps, in order to contain leaks and spills. 

 Liquid materials should be stored in UL approved double walled tanks or surrounded by a 
curb or dike to provide the volume to contain 10 percent of the volume of all of the 
containers or 110 percent of the volume of the largest container, whichever is greater.  The 
area inside the curb should slope to a drain. 

 For used oil or dangerous waste, a dead-end sump should be installed in the drain. 

 All other liquids should be drained to the sanitary sewer if available. The drain must have a 
positive control such as a lock, valve, or plug to prevent release of contaminated liquids. 

 Accumulated stormwater in petroleum storage areas should be passed through an oil/water 
separator. 

Maintenance is critical to preventing leaks and spills.  Conduct routine inspections and: 

 Check for external corrosion and structural failure. 

 Check for spills and overfills due to operator error. 

 Check for failure of piping system (pipes, pumps, flanger, coupling, hoses, and valves). 

 Check for leaks or spills during pumping of liquids or gases from truck or rail car to a storage 
facility or vice versa. 
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 Visually inspect new tank or container installation for loose fittings, poor welding, and 
improper or poorly fitted gaskets. 

 Inspect tank foundations, connections, coatings, and tank walls and piping system.  Look for 
corrosion, leaks, cracks, scratches, and other physical damage that may weaken the tank or 
container system. 

 Frequently relocate accumulated stormwater during the wet season. 

 Periodically conduct integrity testing by a qualified professional. 

Vehicle Leak and Spill Control 
Major spills on roadways and other public areas are generally handled by highly trained Hazmat 
teams from local fire departments or environmental health departments.  The measures listed 
below pertain to leaks and smaller spills at vehicle maintenance shops. 

In addition to implementing the spill prevention, control, and clean up practices above, use the 
following measures related to specific activities: 

Vehicle and Equipment Maintenance 
 Perform all vehicle fluid removal or changing inside or under cover to prevent the run-on of 

stormwater and the runoff of spills. 

 Regularly inspect vehicles and equipment for leaks, and repair immediately. 

 Check incoming vehicles and equipment (including delivery trucks, and employee and 
subcontractor vehicles) for leaking oil and fluids. Do not allow leaking vehicles or equipment 
onsite. 

 Always use secondary containment, such as a drain pan or drop cloth, to catch spills or leaks 
when removing or changing fluids. 

 Immediately drain all fluids from wrecked vehicles. 

 Store wrecked vehicles or damaged equipment under cover. 

 Place drip pans or absorbent materials under heavy equipment when not in use. 

 Use adsorbent materials on small spills rather than hosing down the spill. 

 Remove the adsorbent materials promptly and dispose of properly. 

 Promptly transfer used fluids to the proper waste or recycling drums. Don’t leave full drip 
pans or other open containers lying around. 

 Oil filters disposed of in trashcans or dumpsters can leak oil and contaminate stormwater.  
Place the oil filter in a funnel over a waste oil recycling drum to drain excess oil before 
disposal.  Oil filters can also be recycled.  Ask your oil supplier or recycler about recycling oil 
filters. 
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 Store cracked batteries in a non-leaking secondary container.  Do this with all cracked 
batteries, even if you think all the acid has drained out. If you drop a battery, treat it as if it is 
cracked.  Put it into the containment area until you are sure it is not leaking. 

Vehicle and Equipment Fueling 
 Design the fueling area to prevent the run-on of stormwater and the runoff of spills: 

- Cover fueling area if possible. 

- Use a perimeter drain or slope pavement inward with drainage to a sump. 

- Pave fueling area with concrete rather than asphalt. 

 If dead-end sump is not used to collect spills, install an oil/water separator. 

 Install vapor recovery nozzles to help control drips as well as air pollution. 

 Discourage “topping-off’ of fuel tanks. 

 Use secondary containment when transferring fuel from the tank truck to the fuel tank. 

 Use adsorbent materials on small spills and general cleaning rather than hosing down the 
area. Remove the adsorbent materials promptly. 

 Carry out all Federal and State requirements regarding underground storage tanks, or install 
above ground tanks. 

 Do not use mobile fueling of mobile industrial equipment around the facility; rather, 
transport the equipment to designated fueling areas. 

 Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Train employees in proper fueling and cleanup procedures. 

Industrial Spill Prevention Response 
For the purposes of developing a spill prevention and response program to meet the stormwater 
regulations, facility managers should use information provided in this fact sheet and the spill 
prevention/response portions of the fact sheets in this handbook, for specific activities.  The 
program should: 

 Integrate with existing emergency response/hazardous materials programs (e.g., Fire 
Department) 

 Develop procedures to prevent/mitigate spills to storm drain systems 

 Identify responsible departments 

 Develop and standardize reporting procedures, containment, storage, and disposal activities, 
documentation, and follow-up procedures 

 Address spills at municipal facilities, as well as public areas 
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 Provide training concerning spill prevention, response and cleanup to all appropriate 
personnel 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Stormwater Managers Resource Center http://www.stormwatercenter.net/ 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/
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Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
Spills and leaks that occur during vehicle and equipment fueling 
can contribute hydrocarbons, oil and grease, as well as heavy 
metals to stormwater runoff.  Implementing the following 
management practices can help prevent fuel spills and leaks. 

Approach 
Reduce potential for pollutant discharge through source control 
pollution prevention and BMP implementation.  Successful 
implementation depends on effective training of employees on 
applicable BMPs and general pollution prevention strategies and 
objectives. 

Pollution Prevention 
 Use properly maintained off-site fueling stations whenever 

possible.  These businesses are better equipped to handle fuel 
and spills properly. 

 Educate employees about pollution prevention measures and 
goals. 

 Focus pollution prevention activities on containment of spills 
and leaks, most of which may occur during liquid transfers. 

Suggested Protocols 
General 
 "Spot clean" leaks and drips routinely. Leaks are not cleaned 

up until the absorbent is picked up and disposed of properly. 
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 Manage materials and waste to reduce adverse impacts on stormwater quality. 

 Label drains within the facility boundary, by paint/stencil (or equivalent), to indicate 
whether they flow to an oil/water separator, directly to the sewer, or to a storm drain. Labels 
are not necessary for plumbing fixtures directly connected to the sanitary sewer. 

 Post signs to remind employees and customers not to top off the fuel tank when filling and 
signs that ban customers and employees from changing engine oil or other fluids at that 
location. 

 Report leaking vehicles to fleet maintenance. 

 Install inlet catch basin equipped with a small sedimentation basin or grit chamber to 
remove large particles from stormwater in highly impervious areas. 

 Ensure the following safeguards are in place: 

- Overflow protection devices on tank systems to warn the operator to automatically 
shutdown transfer pumps when the tank reaches full capacity. 

- Protective guards around tanks and piping to prevent vehicle or forklift damage. 

- Clear tagging or labeling of all valves to reduce human error. 

Fuel Dispensing Areas 
 Maintain clean fuel-dispensing areas using dry cleanup methods such as sweeping for 

removal of litter and debris, or use of rags and absorbents for leaks and spills. 

 If you periodically clean by washing, place a temporary plug in the downstream drain and 
pump out the accumulated water.  Properly dispose the water.  Note: permission from the 
local sewering agency must be obtained before discharging wash water to the sanitary sewer. 

 Fit underground storage tanks with spill containment and overfill prevention systems 
meeting the requirements of Section 2635(b) of Title 23 of the California Code of 
Regulations. 

 Fit fuel dispensing nozzles with "hold-open latches" (automatic shutoffs) except where 
prohibited by local fire departments. 

 Post signs at the fuel dispenser or fuel island warning vehicle owners/operators against 
"topping off" of vehicle fuel tanks. 

 Design fueling area to prevent stormwater runoff and spills. 

 Cover fueling area with an overhanging roof structure or canopy so that precipitation cannot 
come in contact with the fueling area and use a perimeter drain or slope pavement inward 
with drainage to sump; pave area with concrete rather than asphalt. 

 Where covering is not feasible and the fuel island is surrounded by pavement, apply a 
suitable sealant that protects the asphalt from spilled fuels. 
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 Install vapor recovery nozzles to help control drips as well as air pollution. 

 Use secondary containment when transferring fuel from the tank truck to the fuel tank.  

 Cover storm drains in the vicinity during transfer. 

Outdoor Waste Receptacle Area 
 Spot clean leaks and drips routinely to prevent runoff of spillage. 

 Minimize the possibility of stormwater pollution from outside waste receptacles by doing at 
least one of the following: 

- Use only watertight waste receptacle(s) and keep the lid(s) closed.  

- Grade and pave the waste receptacle area to prevent run-on of stormwater. 

- Install a roof over the waste receptacle area. 

- Install a low containment berm around the waste receptacle area. 

- Use and maintain drip pans under waste receptacles. 

 Post “no littering” signs. 

Air/Water Supply Area 
 Minimize the possibility of stormwater pollution from air/water supply areas by doing at 

least one of the following: 

- Spot clean leaks and drips routinely to prevent runoff of spillage.  

- Grade and pave the air/water supply area to prevent run-on of stormwater. 

- Install a roof over the air/water supply area.  

- Install a low containment berm around the air/water supply area. 

Inspection 
 Aboveground Tank Leak and Spill Control: 

- Check for external corrosion and structural failure. 

- Check for spills and overfills due to operator error. 

- Check for failure of piping system. 

- Check for leaks or spills during pumping of liquids or gases from truck or rail car to a 
storage facility or vice versa. 

- Visually inspect new tank or container installation for loose fittings, poor welding, and 
improper or poorly fitted gaskets. 
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- Inspect tank foundations, connections, coatings, and tank walls and piping system.  Look 
for corrosion, leaks, cracks, scratches, and other physical damage that may weaken the 
tank or container system. 

- Periodically, integrity testing should be conducted by a qualified professional. 

 Inspect and clean, if necessary, storm drain inlets and catch basins within the facility 
boundary before October 1 each year. 

Training 
 Train all employees upon hiring and annually thereafter on proper methods for handling 

and disposing of waste. Make sure that all employees understand stormwater discharge 
prohibitions, wastewater discharge requirements, and these best management practices. 

 Train employees on proper fueling and cleanup procedures. 

 Use a training log or similar method to document training. 

 Ensure that employees are familiar with the site’s spill control plan and/or proper spill 
cleanup procedures. 

Spill Response and Prevention 
 Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Place a stockpile of spill cleanup materials where it will be readily accessible. 

 Use adsorbent materials on small spills and general cleaning rather than hosing down the 
area.  Remove the adsorbent materials promptly. 

 Store portable absorbent booms (long flexible shafts or barriers made of absorbent material) 
in unbermed fueling areas. 

 Report spills promptly. 

 If a dead-end sump is not used to collect spills, install an oil/water separator. 

Other Considerations 
 Carry out all Federal and State requirements regarding underground storage tanks, or install 

above ground tanks. 

Requirements 
Costs 
 The retrofitting of existing fueling areas to minimize stormwater exposure or spill runoff can 

be expensive.  Good design must occur during the initial installation. 

 Extruded curb along the “upstream” side of the fueling area to prevent stormwater run-on is 
of modest cost. 

Maintenance 
 Clean oil/water separators at appropriate intervals. 
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 Keep ample supplies of spill cleanup materials on-site. 

 Inspect fueling areas and storage tanks on a regular schedule. 

Supplemental Information 
Design Considerations 
Designing New Installations 
The elements listed below should be included in the design and construction of new or 
substantially remodeled facilities. 

Fuel Dispensing Areas 
 Fuel dispensing areas must be paved with Portland cement concrete (or, equivalent smooth 

impervious surface), with a 2 to 4% slope to prevent ponding, and must be separated from 
the rest of the site by a grade break that prevents run-on of stormwater to the extent 
practicable.  The fuel dispensing area is defined as extending 6.5 feet from the corner of each 
fuel dispenser or the length at which the hose and nozzle assembly may be operated plus 1 
foot, whichever is less.  The paving around the fuel dispensing area may exceed the 
minimum dimensions of the "fuel dispensing area" stated above. 

 The fuel dispensing area must be covered, and the cover’s minimum dimensions must be 
equal to or greater than the area within the grade break or the fuel dispensing area, as 
defined above.  The cover must not drain onto the fuel dispensing area. 

 If necessary, install and maintain an oil control device in the appropriate catch basin(s) to 
treat runoff from the fueling area. 

Outdoor Waste Receptacle Area 
 Grade and pave the outdoor waste receptacle area to prevent run-on of stormwater to the 

extent practicable. 

Air/Water Supply Area 
 Grade and pave the air/water supply area to prevent run-on of stormwater to the extent 

practicable. 

Designated Fueling Area 
 If your facility has large numbers of mobile equipment working throughout the site and you 

currently fuel them with a mobile fuel truck, consider establishing a designated fueling area. 
With the exception of tracked equipment such as bulldozers and perhaps small forklifts, 
most vehicles should be able to travel to a designated area with little lost time.  Place 
temporary “caps” over nearby catch basins or manhole covers so that if a spill occurs it is 
prevented from entering the storm drain. 

Examples 
The Spill Prevention Control and Countermeasure (SPCC) Plan, which is required by law for 
some facilities, is an effective program to reduce the number of accidental spills and minimize 
contamination of stormwater runoff. 
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The City of Palo Alto has an effective program for commercial vehicle service facilities.  Many of 
the program’s elements, including specific BMP guidance and lists of equipment suppliers, are 
also applicable to industrial facilities. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/ 

Best Management Practice Guide for Retail Gasoline Outlets, California Stormwater Quality 
Task Force.  1997. 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/
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Wash water from vehicle and equipment cleaning activities 
performed outdoors or in areas where wash water flows onto the 
ground can contribute toxic hydrocarbons and other organic 
compounds, oils and greases, nutrients, phosphates, heavy 
metals, and suspended solids to stormwater runoff.  Use of the 
procedures outlined below can prevent or reduce the discharge of 
pollutants to stormwater during vehicle and equipment cleaning. 

Approach 
Reduce potential for pollutant discharge through source control 
pollution prevention and BMP implementation.  Successful 
implementation depends on effective training of employees on 
applicable BMPs and general pollution prevention strategies and 
objectives 

Pollution Prevention 
 If possible, use properly maintained off-site commercial 

washing and steam cleaning businesses whenever possible.  
These businesses are better equipped to handle and properly 
dispose of the wash waters. 

 Good housekeeping practices can minimize the risk of 
contamination from wash water discharges. 
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Suggested Protocols 
General 
 Use biodegradable, phosphate-free detergents for washing vehicles as appropriate. 

 Mark the area clearly as a wash area. 

 Post signs stating that only washing is allowed in wash area. 

 Provide trash container in wash area. 

 Map on-site storm drain locations to avoid discharges to the storm drain system. 

 Emphasize the connection between the storm drain system and runoff, help reinforce that 
car washing activities affect local water quality through storm drain stenciling programs. 

Vehicle and Equipment Cleaning 
 Have all vehicle washing done in areas designed to collect and hold the wash and rinse water 

or effluent generated.  Recycle, collect or treat wash water effluent prior to discharge to the 
sanitary sewer system. 

 If washing/cleaning must occur on-site, consider washing vehicle equipment inside the 
building or on an impervious surface to control the targeted constituents by directing them 
to the sanitary sewer. 

 If washing must occur on-site and outdoor: 

- Use designated paved wash areas.  Designated wash areas must be well marked with 
signs indicating where and how washing must be done.  This area must be covered or 
bermed to collect the wash water and graded to direct the wash water to a treatment or 
disposal facility. 

- Do not conduct oil changes and other engine maintenance in the designated washing 
area.  Perform these activities in a place designated for oil change and maintenance 
activities. 

- Cover the wash area when not in use to prevent contact with rain water. 

 Install sumps or drain lines to collect wash water for treatment. 

 Use hoses with nozzles that automatically turn off when left unattended. 

 Do not permit steam cleaning wash water to enter the storm drain. 

 Pressure and steam clean off-site to avoid generating runoff with high pollutant 
concentrations.  If done on-site, no pressure cleaning and steam cleaning should be done in 
areas designated as wellhead protection areas for public water supply. 
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Disposal 
 Consider filtering and recycling wash water. 

 Discharge equipment wash water to the sanitary sewer, a holding tank, or a process 
treatment system, regardless of the washing method used. 

 Collect all wash water from vehicle cleaning operations and (1) discharge to a sanitary sewer, 
holding tank, or process treatment system or (2) run through an enclosed recycling system. 

 Collect and treat wash water at the facility and either recycle or discharge to the sanitary 
sewer system or collect and dispose of as an industrial waste. 

 Discharge wash water to sanitary sewer after contacting local sewer authority to find out if 
pretreatment is required. 

Training 
 Train employees on proper cleaning and wash water disposal procedures and conduct 

“refresher” courses on a regular basis. 

 Train staff on proper maintenance measures for the wash area. 

 Train employees and contractors on proper spill containment and cleanup.  The employee 
should have the tools and knowledge to immediately begin cleaning up a spill should one 
occur. 

Spill Response and Prevention 
 Keep the Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Have an emergency plan, equipment, and trained personnel ready at all times to deal 
immediately with major spills. 

 Collect all spilled liquids and properly dispose of them. 

 Store and maintain appropriate spill cleanup materials in a location known to all near the 
designated wash area. 

Other Considerations (Limitations and Regulations) 
 Some municipalities may require pretreatment and monitoring of wash water discharges to 

the sanitary sewer. 

 Steam cleaning can generate significant pollutant concentrations requiring that careful 
consideration be given to the environmental impacts and compliance issues related to steam 
cleaning. 

 Most car washing best management practices are inexpensive, and rely more on good 
housekeeping practices (where vehicles are washed, planning for the collection of wash 
water) than on expensive technology.  However, the construction of a specialized area for 
vehicle washing can be expensive.  Also, for facilities that cannot recycle their wash water, 
the cost of pre-treating wash water through either structural practices or planning for 
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collection and hauling of contaminated water to sewage treatment plants can be cost-
prohibitive. 

Requirements 
Costs 
 Capital costs vary as follows depending on measures implemented: 

- Low cost ($2000-5,000) for berm construction 

- Medium cost ($10,000-30,000) for plumbing modifications (including re-routing 
discharge to sanitary sewer and installing simple sump) 

- High cost ($60,000-200,000) for on-site treatment and recycling 

 O&M costs increase with increasing capital investment. 

Maintenance 
 Perform berm repair and patching. 

 Sweep washing areas frequently to remove solid debris. 

 Inspect and maintain sumps, oil/water separators, and on-site treatment/recycling units. 

Supplemental Information 
Design Considerations 
Designated Cleaning Areas 
 Washing operations outside should be conducted in a designated wash area having the 

following characteristics: 

- Paved with Portland cement concrete 

- Covered and bermed to prevent contact with stormwater and contain wash water 

- Sloped for wash water collections 

- Discharges wash water to the sanitary or recycle treatment process waste sewer, or to a 
dead-end sump  

- Equipped with an oil/water separator if necessary 

Examples 

The City of Palo Alto has an effective program for commercial vehicle service facilities.  Many of 
the program’s elements, including specific BMP guidance and lists of equipment suppliers, are 
applicable to industrial vehicle service facilities. 

The U.S.  Postal Service in West Sacramento has a new vehicle wash system that collects, filters, 
and recycles wash water. 
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References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
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Description 
Vehicle or equipment maintenance and repair are potentially 
significant sources of stormwater pollution, due to use of harmful 
materials and wastes during maintenance and repair processes.  
Engine repair and service (e.g., parts cleaning), replacement of 
fluids (e.g., oil change), and out door equipment storage and 
parking (leaking vehicles) can impact water quality if stormwater 
runoff from areas with these activities becomes polluted by a 
variety of contaminants.  Implementation of the following 
activities will prevent or reduce the discharge of pollutants to 
stormwater from vehicle and equipment maintenance and repair 
activities. 

Approach 
 Reduce potential for pollutant discharge through source 

control pollution prevention and BMP implementation.  
Successful implementation depends on effective training of 
employees on applicable BMPs and general pollution 
prevention strategies and objectives. 

Pollution Prevention 
 Keep accurate maintenance logs to evaluate materials 

removed and improvements made. 

 Switch to non-toxic chemicals for maintenance when 
possible. 

 Choose cleaning agents that can be recycled. 
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 Minimize use of solvents.  Clean parts without using solvents whenever possible, or use 
water-based solvents for cleaning. 

 Recycle used motor oil, diesel oil, and other vehicle fluids and parts whenever possible. 

Suggested Protocols 
General 
 Move maintenance and repair activities indoors whenever feasible. 

 Store idle equipment under cover 

 Use a vehicle maintenance area designed to prevent stormwater pollution - minimize contact 
of stormwater with outside operations through berming and appropriate drainage routing. 

 Avoid hosing down your work areas.  If work areas are washed, collect and direct wash water 
to sanitary sewer.  Use dry sweeping if possible. 

 Paint signs on storm drain inlets to indicate that they are not to receive liquid or solid 
wastes. 

 Post signs at sinks to remind employees not to pour wastes down drains. 

 Clean yard storm drain inlets(s) regularly and especially after large storms. 

 Do not pour materials down storm drains. 

 Cover the work area to limit exposure to rain. 

 Place curbs around the immediate boundaries of process equipment. 

 Build a shed or temporary roof over areas where parked cars await repair or salvage, 
especially wrecked vehicles.  Build a roof over vehicles kept for parts. 

Material and Waste Handling 
 Designate a special area to drain and replace motor oil, coolant, and other fluids, where 

there are no connections to the storm drain or the sanitary sewer, and drips and spills can be 
easily cleaned up. 

 Drain all fluids immediately from wrecked vehicles.  Ensure that the drain pan or drip pan is 
large enough to contain drained fluids (e.g., larger pans are needed to contain antifreeze, 
which may gush from some vehicles). 

 Do not pour liquid waste to floor drains, sinks, outdoor storm drain inlets, or other storm 
drains or sewer connections. 

 Do not put used or leftover cleaning solutions, solvents, and automotive fluids and in the 
sanitary sewer. 

 Collect leaking or dripping fluids in drip pans or containers.  Fluids are easier to recycle if 
kept separate. 
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 Promptly transfer used fluids to the proper waste or recycling drums.  Do not leave drip pans 
or other open containers lying around. 

 Place oil filter in a funnel over a waste oil recycling drum to drain excess oil before disposal 
since municipalities prohibit or discourage disposal of these items in solid waste facilities.  
Oil filters can also be recycled.  Ask your oil supplier or recycler about recycling oil filters.  
Oil filters disposed of in trashcans or dumpsters can leak oil and contaminate stormwater. 

 Store cracked batteries in a non-leaking secondary container and dispose of properly at 
recycling or household hazardous waste facilities. 

Maintenance and Repair Activities 
 Provide a designated area for vehicle maintenance. 

 Keep equipment clean; don’t allow excessive build-up of oil and grease. 

 Use a tarp, ground cloth, or drip pans beneath the vehicle or equipment to capture all spills 
and drips if temporary work is being conducted outside.  Collected drips and spills must be 
disposed, reused, or recycled properly. 

 Perform all vehicle fluid removal or changing inside or under cover if possible to prevent the 
run-on of stormwater and the runoff of spills: 

- Keep a drip pan under the vehicle while you unclip hoses, unscrew filters, or remove 
other parts.  Use a drip pan under any vehicle that might leak while working on it to keep 
splatters or drips off the shop floor. 

- Promptly transfer used fluids to the proper waste or recycling drums.  Do not leave drip 
pans or other open containers lying around. 

- Keep drip pans or containers under vehicles or equipment that may drip during repairs. 

- Do not change motor oil or perform equipment maintenance in non-appropriate areas. 

 Drain oil and other fluids first if the vehicle or equipment is to be stored outdoors. 

 Monitor parked vehicles closely for leaks.  Pans should be placed under any leaks to collect 
the fluids for proper disposal or recycling. 

 Use one of the following for lubricating vehicle-trailer coupling: 

- Adhesive lubricant 

- Plastic plates 

- Fifth wheels with plastic inserts 

- On-Board lubricating system 
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Parts Cleaning 
 Mechanics should clean vehicle parts without using liquid cleaners wherever possible to 

reduce waste. 

 Steam cleaning and pressure washing may be used instead of solvent parts cleaning.  The 
wastewater generated from steam cleaning must be discharged to an on-site oil water 
separator that is connected to a sanitary sewer or blind sump.  Non-caustic detergents 
should be used instead of caustic cleaning agents, detergent-based or water-based cleaning 
systems in place of organic solvent degreasers, and non-chlorinated solvent in place of 
chlorinated organic solvents for parts cleaning.  Refer to SC21 for more information on 
steam cleaning. 

Inspection 
 Inspect vehicles and equipment for leaks regularly and repair immediately.   

 Make sure incoming vehicles are checked for leaking oil and fluids.  Do not allow leaking 
vehicles or equipment on-site. 

Training 
 Train employees and contractors in the proper handling and disposal of engine fluids and 

waste materials. 

 Ensure that employees are familiar with the site’s spill control plan and/or proper spill 
cleanup procedures (You can use reusable cloth rags to clean up small drips and spills 
instead of disposables; these can be washed by a permitted industrial laundry.  Do not clean 
them at home or at a coin-operated laundry business).  Employees should have the tools and 
knowledge to immediately begin cleaning up a spill should one occur. 

 Use a training log or similar method to document training. 

Spill Response and Prevention 
 Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Place an adequate stockpile of spill cleanup materials where it will be readily accessible. 

 Clean leaks, drips, and other spills with as little water as possible.  Use rags for small spills, a 
damp mop for general cleanup, and dry absorbent material for larger spills.  Use the 
following three-step method for cleaning floors: 

- Clean spills with rags or other absorbent materials 

- Sweep floor using dry absorbent material 

- Mop the floor.  Mop water may be discharged to the sanitary sewer via a toilet or sink. 

 Remove the adsorbent materials promptly and dispose of properly when using adsorbent 
materials on small spills. 
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Other Considerations (Limitations and Regulations) 
 Space and time limitations may preclude all work from being conducted indoors. 

 It may not be possible to contain and clean up spills from vehicles/equipment brought on-
site after working hours. 

 Drain pans (usually 1 ft.  x 1 ft.) are generally too small to contain antifreeze, so drip pans (3 
ft.  x 3 ft.) may have to be purchased or fabricated. 

 Dry floor cleaning methods may not be sufficient for some spills.  Use three-step method 
instead. 

 Identification of engine leaks may require some use of solvents. 

 Installation of structural treatment practices for pretreatment of wastewater discharges can 
be expensive. 

 Prices for recycled materials and fluids may be higher than those of non-recycled materials. 

 Some facilities may be limited by a lack of providers of recycled materials, and by the 
absence of businesses to provide services such as hazardous waste removal, structural 
treatment practice maintenance, or solvent equipment and solvent recycling. 

Requirements 
Costs 
 Costs should be low, but will vary depending on the size of the facility. 

Maintenance 
 For facilities responsible for pre-treating their wastewater prior to discharging, the proper 

functioning of structural treatment practices is an important maintenance consideration.  
Routine cleanout of oil and grease is required for the devices to maintain their effectiveness, 
usually at least once a month.  During periods of heavy rainfall, cleanout is required more 
often to ensure pollutants are not washed through the trap.  Sediment removal is also 
required on a regular basis to keep the device working efficiently. 

 It is important to sweep the maintenance area weekly, if it is paved, to collect loose particles, 
and wipe up spills with rags and other absorbent material immediately.  Do not hose down 
the area to a storm drain. 

Supplemental Information 
Further Detail of the BMP 
Waste Reduction 
Parts are often cleaned using solvents such as trichloroethylene, 1,1,1-trichloroethane or 
methylene chloride.  Many of these cleaners are harmful and must be disposed of as a hazardous 
waste.  Cleaning without using liquid cleaners (e.g., wire brush) whenever possible reduces 
waste.  Prevent spills and drips of solvents and cleansers to the shop floor.  Do all liquid cleaning 
at a centralized station so the solvents and residues stay in one area.  Locate drip pans, drain 
boards, and drying racks to direct drips back into a solvent sink or fluid holding tank for reuse.  
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Reducing the number of solvents makes recycling easier and reduces hazardous waste 
management costs.  Often, one solvent can perform a job as well as two different solvents. 

 Clean parts without using liquid cleaners whenever possible to reduce waste. 

 Prevent spills and drips of solvents and cleansers to the shop floor. 

 Do all liquid cleaning at a centralized station so the solvents and residues stay in one area. 

 Locate drip pans, drain boards, and drying racks to direct drips back into a solvent sink or 
fluid holding tank for reuse. 

Recycling 
Separating wastes allows for easier recycling and may reduce treatment costs.  Keep hazardous 
and non-hazardous wastes separate, do not mix used oil and solvents, and keep chlorinated 
solvents (e.g., 1,1,1-trichloroethane) separate from non-chlorinated solvents (e.g., kerosene and 
mineral spirits). 

Many products made of recycled (i.e., refined or purified) materials are available.  Engine oil, 
transmission fluid, antifreeze, and hydraulic fluid are available in recycled form.  Buying 
recycled products supports the market for recycled materials. 

 Recycling is always preferable to disposal of unwanted materials. 

 Separate wastes for easier recycling.  Keep hazardous and non-hazardous wastes separate, 
do not mix used oil and solvents, and keep chlorinated solvents separate from non-
chlorinated solvents. 

 Label and track the recycling of waste material (e.g., used oil, spent solvents, batteries). 

 Purchase recycled products to support the market for recycled materials. 

Vehicle-Trailer Lubrication 
Fifth-wheel bearings on trucks require routine lubrication.  Typically chassis grease is applied to 
the fifth-wheel bearing at rates that result in grease dripping off of the bearing into the 
environment.  To address this concern the following options are available: 

 Use adhesive lubricant.  Follow manufacturer’s label regarding the use of adhesive lubricant 
for truck fifth-wheels.  Typically this means applying no more than 6 oz.  of grease.  No 
visible extrusion of lubricant from the fifth-wheel bearing when truck and trailer are 
connected should be present. 

 Use plastic plates oil on fifth-wheels with plastic inserts. 

 Use on-board truck or on-board trailer lubrication system.  If these systems apply lube 
thinner than National Grease Lubrication Institute #2, equipment for collection of used 
lubricant is needed to prevent excess lubricant from dripping off the truck. 
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Safer Alternatives 
If possible, eliminate or reduce the amount of hazardous materials and waste by substituting 
non-hazardous or less hazardous material: 

 Use non-caustic detergents instead of caustic cleaning for parts cleaning. 

 Use detergent-based or water-based cleaning systems in place of organic solvent degreasers.  
Wash water may require treatment before it can be discharged to the sewer. 

 Replace chlorinated organic solvents with non-chlorinated solvents.  Non-chlorinated 
solvents like kerosene or mineral spirits are less toxic and less expensive to dispose of 
properly.  Check list of active ingredients to see whether it contains chlorinated solvents. 

 Choose cleaning agents that can be recycled. 

Examples 
 Pick N Pull Auto Dismantlers in Rancho Cordova drains all fluids from automobiles before 

they enter the yard. 

 Ecology Auto Wrecking in Rialto is surrounded by a steel plate/concrete fence and has a 
completely paved lot that is graded to a central low point.  Collected stormwater is channeled 
through an underground drainage system of clarifiers and then stored in a 60,000 gallon 
UST before being processed through a filter system.  In addition, the work area is covered, 
ventilated and has an additional sump.  Vehicle fluids are drained in this area and 
segregated for recycling. 

 All Auto Parts, Fontana, has a complete water recycling system in a 10,000 square foot 
concrete slab surrounded by a curb that contains all the runoff and sends it to the recycling 
system.  All receiving, dismantling, and shipping occur on the slab. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/E 

http://www.swrcb.ca.gov/nps/index.html
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/


 



Outdoor Loading/Unloading SC-30 
Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

 Product Substitution 

 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
The loading/unloading of materials usually takes place outside 
on docks or terminals; therefore, materials spilled, leaked, or lost 
during loading/unloading may collect in the soil or on other 
surfaces and have the potential to be carried away by stormwater 
runoff or when the area is cleaned.  Additionally, rainfall may 
wash pollutants from machinery used to unload or move 
materials.  Implementation of the following protocols will 
prevent or reduce the discharge of pollutants to stormwater from 
outdoor loading/unloading of materials. 

Approach 
Reduce potential for pollutant discharge through source control 
pollution prevention and BMP implementation.  Successful 
implementation depends on effective training of employees on 
applicable BMPs and general pollution prevention strategies and 
objectives. 

Pollution Prevention 
 Keep accurate maintenance logs to evaluate materials 

removed and improvements made. 

 Park tank trucks or delivery vehicles in designated areas so 
that spills or leaks can be contained. 

 Limit exposure of material to rainfall whenever possible. 

 Prevent stormwater run-on. 

 Check equipment regularly for leaks. 
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SC-30 Outdoor Loading/Unloading 

Suggested Protocols 
Loading and Unloading – General Guidelines 
 Develop an operations plan that describes procedures for loading and/or unloading. 

 Conduct loading and unloading in dry weather if possible. 

 Cover designated loading/unloading areas to reduce exposure of materials to rain. 

 Consider placing a seal or door skirt between delivery vehicles and building to prevent 
exposure to rain. 

 Design loading/unloading area to prevent stormwater run-on, which would include grading 
or berming the area, and position roof downspouts so they direct stormwater away from the 
loading/unloading areas. 

 Have employees load and unload all materials and equipment in covered areas such as 
building overhangs at loading docks if feasible. 

 Load/unload only at designated loading areas. 

 Use drip pans underneath hose and pipe connections and other leak-prone spots during 
liquid transfer operations, and when making and breaking connections.  Several drip pans 
should be stored in a covered location near the liquid transfer area so that they are always 
available, yet protected from precipitation when not in use.  Drip pans can be made 
specifically for railroad tracks.  Drip pans must be cleaned periodically, and drip collected 
materials must be disposed of properly. 

 Pave loading areas with concrete instead of asphalt. 

 Avoid placing storm drains in the area. 

 Grade and/or berm the loading/unloading area to a drain that is connected to a deadend. 

Inspection 
 Check loading and unloading equipment regularly for leaks, including valves, pumps, flanges 

and connections. 

 Look for dust or fumes during loading or unloading operations. 

Training 
 Train employees (e.g., fork lift operators) and contractors on proper spill containment and 

cleanup. 

 Have employees trained in spill containment and cleanup present during loading/unloading. 

 Train employees in proper handling techniques during liquid transfers to avoid spills. 

 Make sure forklift operators are properly trained on loading and unloading procedures. 
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Outdoor Loading/Unloading SC-30 

Spill Response and Prevention 
 Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Contain leaks during transfer. 

 Store and maintain appropriate spill cleanup materials in a location that is readily accessible 
and known to all and ensure that employees are familiar with the site’s spill control plan and 
proper spill cleanup procedures. 

 Have an emergency spill cleanup plan readily available. 

 Use drip pans or comparable devices when transferring oils, solvents, and paints. 

Other Considerations (Limitations and Regulations) 
 Space and time limitations may preclude all transfers from being performed indoors or 

under cover. 

 It may not be possible to conduct transfers only during dry weather. 

Requirements 
Costs 
Costs should be low except when covering a large loading/unloading area. 

Maintenance 
 Conduct regular inspections and make repairs as necessary.  The frequency of repairs will 

depend on the age of the facility. 

 Check loading and unloading equipment regularly for leaks. 

 Conduct regular broom dry-sweeping of area. 

Supplemental Information 
Further Detail of the BMP 
Special Circumstances for Indoor Loading/Unloading of Materials 
Loading or unloading of liquids should occur in the manufacturing building so that any spills 
that are not completely retained can be discharged to the sanitary sewer, treatment plant, or 
treated in a manner consistent with local sewer authorities and permit requirements. 

 For loading and unloading tank trucks to above and below ground storage tanks, the 
following procedures should be used: 

- The area where the transfer takes place should be paved.  If the liquid is reactive with the 
asphalt, Portland cement should be used to pave the area. 

- The transfer area should be designed to prevent run-on of stormwater from adjacent 
areas.  Sloping the pad and using a curb, like a speed bump, around the uphill side of the 
transfer area should reduce run-on. 
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- The transfer area should be designed to prevent runoff of spilled liquids from the area.  
Sloping the area to a drain should prevent runoff.  The drain should be connected to a 
dead-end sump or to the sanitary sewer.  A positive control valve should be installed on 
the drain. 

 For transfer from rail cars to storage tanks that must occur outside, use the following 
procedures: 

- Drip pans should be placed at locations where spillage may occur, such as hose 
connections, hose reels, and filler nozzles.  Use drip pans when making and breaking 
connections. 

- Drip pan systems should be installed between the rails to collect spillage from tank cars. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/ 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/


Outdoor Liquid Container Storage SC-31 
Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
Accidental releases of materials from above ground liquid storage 
tanks, drums, and dumpsters present the potential for 
contaminating stormwaters with many different pollutants. 
Tanks may store many potential stormwater runoff pollutants, 
such as gasoline, aviation gas, diesel fuel, kerosene, oils, greases, 
lubricants and other distilled, blended and refined products 
derived from crude petroleum.  Materials spilled, leaked, or lost 
from storage tanks may accumulate in soils or on other surfaces 
and be carried away by rainfall runoff.  These source controls 
apply to containers located outside of a building used to 
temporarily store liquid materials and include installing 
safeguards against accidental releases, installing secondary 
containment, conducting regular inspections, and training 
employees in standard operating procedures and spill cleanup 
techniques. 

Approach 
Pollution Prevention 
 Educate employees about pollution prevention measures and 

goals. 

 Keep an accurate, up-to-date inventory of the materials 
delivered and stored on-site. 

 Try to keep chemicals in their original containers, and keep 
them well labeled. 

Suggested Protocols 
General 
 Develop an operations plan that describes procedures for 

loading and/or unloading.  Refer to SC-30 – Outdoor 
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SC-31 Outdoor Liquid Container Storage 

Loading/Unloading of Materials for more detailed BMP information pertaining to loading 
and unloading of liquids. 

 Protect materials from rainfall, run-on, runoff, and wind dispersal: 

- Cover the storage area with a roof. 

- Minimize stormwater run-on by enclosing the area or building a berm around it. 

- Use a “doghouse” structure for storage of liquid containers. 

- Use covered dumpsters for waste product containers. 

 Employ safeguards against accidental releases: 

- Provide overflow protection devices to warn operator or automatic shut down transfer 
pumps. 

- Provide protection guards (bollards) around tanks and piping to prevent damage from a 
vehicle or forklift. 

- Provide clear tagging or labeling, and restrict access to valves to reduce human error. 

 Berm or surround tank or container with secondary containment system, including dikes, 
liners, vaults, or double walled tanks. 

 Be aware and ready to address the fact that some municipalities require secondary 
containment areas to be connected to the sanitary sewer, prohibiting any hard connections 
to the storm drain. 

 Contact the appropriate regulatory agency regarding environmental compliance for facilities 
with “spill ponds” designed to intercept, treat, and/or divert spills. 

 Have registered and specifically trained professional engineers identify and correct potential 
problems such as loose fittings, poor welding, and improper or poorly fitted gaskets for 
newly installed tank systems. 

Storage Areas 
 Provide storage tank piping located below product level with a shut-off valve at the tank; 

ideally this valve should be an automatic shear valve with the shut-off located inside the 
tank. 

 Provide barriers such as posts or guardrails, where tanks are exposed, to prevent collision 
damage with vehicles. 

 Provide secure storage to prevent vandalism-caused contamination. 

 Place tight-fitting lids on all containers. 

 Enclose or cover the containers where they are stored. 
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 Raise the containers off the ground by use of pallet or similar method, with provisions for 
spill control. 

 Contain the material in such a manner that if the container leaks or spills, the contents will 
not discharge, flow, or be washed into the storm drainage system, surface waters or 
groundwater. 

 Place drip pans or absorbent materials beneath all mounted container taps, and at all 
potential drip and spill locations during filling and unloading of containers. Any collected 
liquids or soiled absorbent materials must be reused/recycled or properly disposed. 

 Ensure that any underground or aboveground storage tanks are designed and managed in 
accordance with applicable regulations, identified as a potential pollution source, and have 
secondary containment such as a berm or dike with an impervious surface. 

Inspection 
 Provide regular inspections: 

- Inspect storage areas regularly for leaks or spills. 

- Conduct routine inspections and check for external corrosion of material containers.  
Also check for structural failure, spills and overfills due to operator error, failure of 
piping system. 

- Check for leaks or spills during pumping of liquids or gases from truck or rail car to a 
storage facility or vice versa. 

- Visually inspect new tank or container installations for loose fittings, poor welding, and 
improper or poorly fitted gaskets. 

- Inspect tank foundations, connections, coatings, and tank walls and piping system.  Look 
for corrosion, leaks, cracks, scratches, and other physical damage that may weaken the 
tank or container system. 

- Replace containers that are leaking, corroded, or otherwise deteriorating with ones in 
good condition. If the liquid chemicals are corrosive, containers made of compatible 
materials must be used instead of metal drums. 

- New or secondary containers must be labeled with the product name and hazards. 

Training 
 Train employee (e.g., fork lift operators) and contractors in proper spill containment and 

cleanup.  The employee should have the tools and knowledge to immediately begin cleaning 
up a spill if one should occur. 

 Train employees in proper storage measures. 

 Use a training log or similar method to document training. 
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Spill Response and Prevention 
 Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Have an emergency plan, equipment, and trained personnel ready at all times to deal 
immediately with major spills. 

 Collect all spilled liquids and properly dispose of them. 

 Have employees trained in emergency spill cleanup procedures present when dangerous 
waste, liquid chemicals, or other wastes are delivered. 

 Prevent operator errors by using engineering safeguards and thus reducing accidental 
releases of pollutants. 

 Store and maintain appropriate spill cleanup materials in a location near the tank storage 
area and known to all. 

Other Considerations 
 Storage sheds often must meet building and fire code requirements. 

 The local fire district must be consulted for limitations on clearance of roof covers over 
containers used to store flammable materials. 

 All specific standards set by Federal and State laws concerning the storage of oil and 
hazardous materials must be met. 

 Storage of reactive, ignitable, or flammable liquids should comply with the Uniform Fire 
Code and the National Electric Code. 

 Storage of oil and hazardous materials must meet specific Federal and State standards 
including: 

- Spill Prevention Control and Countermeasure Plan (SPCC) Plan 

- Secondary containment 

- Integrity and leak detection monitoring 

- Emergency preparedness plans 

Requirements 
Costs 
Costs will vary depending on the size of the facility and the necessary controls, such as berms or 
safeguards against accidental controls. 

Maintenance 
 Conduct weekly inspection. 

 Sweep and clean the storage area regularly if it is paved, do not hose down the area to a 
storm drain. 
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Outdoor Liquid Container Storage SC-31 

Supplemental Information 
The most common causes of unintentional releases are: 

 Installation problems 

 Failure of piping systems (pipes, pumps, flanges, couplings, hoses, and valves) 

 External corrosion and structural failure 

 Spills and overfills due to operator error 

 Leaks during pumping of liquids or gases from truck or rail car to a storage tank or vice versa 

Further Detail of the BMP 
Aboveground Tank Leak and Spill Control 
Storage of reactive, ignitable, or flammable liquids should comply with the Uniform Fire Code 
and the National Electric Code.  Practices listed below should be employed to enhance the code 
requirements: 

 Tanks should be placed in a designated area. 

 Tanks located in areas where firearms are discharged should be encapsulated in concrete or 
the equivalent. 

 Designated areas should be paved with Portland cement concrete, free of cracks and gaps, 
and impervious in order to contain leaks and spills, 

 Liquid materials should be stored in UL approved double walled tanks or surrounded by a 
curb or dike to provide the volume to contain 10% of the volume of all of the containers or 
110% of the volume of the largest container, whichever is greater.  The area inside the curb 
should slope to a drain. 

 For used oil or dangerous waste, a dead-end sump should be installed in the drain. 

 All other liquids should be drained to the sanitary sewer if available. The drain must have a 
positive control such as a lock, valve, or plug to prevent release of contaminated liquids. 

 Accumulated stormwater in petroleum storage areas should be passed through an oil/water 
separator 

Maintenance is critical to preventing leaks and spills. Conduct routine weekly inspections and: 

 Check for external corrosion and structural failure. 

 Check for spills and overfills due to operator error. 

 Check for failure of piping system (pipes, pumps, flanger, coupling, hoses, and valves). 

 Check for leaks or spills during pumping of liquids or gases from truck or rail car to a storage 
facility or vice versa 
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 Inspect new tank or container installation visually for loose fittings, poor welding, and 
improper or poorly fitted gaskets. 

 Inspect tank foundations, connections, coatings, and tank walls and piping system. Look for 
corrosion, leaks, cracks, scratches, and other physical damage that may weaken the tank or 
container system. 

 Frequently release accumulated stormwater during the wet season. 

 Have periodic integrity testing conducted by a qualified professional. 

Container Management 
 To limit the possibility of stormwater pollution, containers used to store dangerous waste or 

other liquids should be kept inside the building unless this is impractical due to site 
constraints. If the containers are placed outside, the following procedures should be 
employed: 

- Dumpsters used to store items awaiting transfer to a landfill should be placed in a lean-
to structure or otherwise covered.  Dumpsters shall be kept in good condition without 
corrosion or leaky seams. 

- Garbage dumpsters shall be replaced if they are deteriorating to the point where leakage 
is occurring.  Dumpsters should be kept undercover to prevent the entry of stormwater. 
Employees should be made aware of the importance of keeping the dumpsters covered 
and free from leaks. 

- Waste container drums should be kept in an area such as a service bay. If drums are kept 
outside, they must be stored in a lean-to type structure, shed or walk-in container to 
keep rainfall from reaching the drums. 

Dikes 
One of the best protective measures against contamination of stormwater is diking. 
Containment dikes are berms or retaining walls that are designed to hold spills. Diking is an 
effective pollution prevention measure for above ground storage tanks and railcar or tank truck 
loading and unloading areas. The dike surrounds the area of concern and holds the spill, 
keeping spill materials separated from the stormwater side of the dike area.  Diking can be used 
in any industrial or municipal facility, but it is most commonly used for controlling large spills 
or releases from liquid storage areas and liquid transfer areas. 

 For single-wall tanks, containment dikes should be large enough to hold the contents of the 
storage tank for the facility plus rain water. 

 For trucks, diked areas should be capable of holding an amount equal to the volume of the 
tank truck compartment.  Diked construction material should be strong enough to safely 
hold spilled materials. 

 Dike materials can consist of earth, concrete, synthetic materials, metal, or other impervious 
materials. 

 Strong acids or bases may react with metal containers, concrete, and some plastics. 
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 Where strong acids or bases or stored, alternative dike materials should be considered. More 
active organic chemicals may need certain special liners for dikes. 

 Dikes may also be designed with impermeable materials to increase containment 
capabilities. 

 Dikes should be inspected during or after significant storms or spills to check for washouts 
or overflows. 

 Regular checks of containment dikes to insure the dikes are capable of holding spills should 
be conducted. 

 Inability of a structure to retain stormwater, dike erosion, soggy areas, or changes in 
vegetation indicate problems with dike structures. Damaged areas should be patched and 
stabilized immediately. 

 Earthen dikes may require special maintenance of vegetation such as mulching and 
irrigation. 

Curbing 
Curbing is a barrier that surrounds an area of concern. Curbing is similar to containment diking 
in the way that it prevents spills and leaks from being released into the environment.  Curbing is 
usually small scaled and does not contain large spills like diking.  Curbing is common at many 
facilities in small areas where handling and transfer of liquid materials occur. Curbing can 
redirect contaminated stormwater away from the storage area. It is useful in areas where liquid 
materials are transferred from one container to another. Asphalt is a common material used for 
curbing; however, curbing materials can include earth, concrete, synthetic materials, metal, or 
other impenetrable materials. 

 Spilled materials should be removed immediately from curbed areas to allow space for 
future spills. 

 Curbs should have manually-controlled pump systems rather than common drainage 
systems for collection of spilled materials. 

 The curbed area should be inspected regularly to clear clogging debris. 

 Maintenance should also be conducted frequently to prevent overflow of any spilled 
materials as curbed areas are designed only for smaller spills. 

 Curbing has the following advantages: 

- Excellent run-on control 

- Inexpensive 

- Ease of installment 

- Provides option to recycle materials spilled in curb areas 

- Common industry practice 
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Examples 

The “doghouse” design has been used to store small liquid containers.  The roof and flooring 
design prevent contact with direct rain or runoff.  The doghouse has two solid structural walls 
and two canvas covered walls.  The flooring is wire mesh about secondary containment.  The 
unit has been used successfully at Lockheed Missile and Space Company in Sunnyvale. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/ 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/


Outdoor Equipment Operations SC-32 
Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
Outside process equipment operations and maintenance can 
contaminate stormwater runoff.  Activities, such as grinding, 
painting, coating, sanding, degreasing or parts cleaning, landfills 
and waste piles, solid waste treatment and disposal, are examples 
of process operations that can lead to contamination of 
stormwater runoff.  Source controls for outdoor process equip-
ment operations and maintenance include reducing the amount 
of waste created, enclosing or covering all or some of the 
equipment, installing secondary containment, and training 
employees. 

Approach 
Pollution Prevention 
 Perform the activity during dry periods. 

 Use non-toxic chemicals for maintenance and minimize or 
eliminate the use of solvents. 

Suggested Protocols 
 Consider enclosing the activity in a building and connecting 

the floor drains to the sanitary sewer. 

 Cover the work area with a permanent roof if possible. 

 Minimize contact of stormwater with outside process 
equipment operations through berming and drainage routing 
(run-on prevention).  If possible, connect process equipment 
area to public sewer or facility wastewater treatment system.  
Some municipalities require that secondary containment 
areas be connected to the sanitary sewer, prohibiting any 
hard connections to the storm drain. 

 Dry clean the work area regularly. 

Training 
 Train employees to perform the activity during dry periods 

only or substituting benign materials for more toxic ones. 

 Train employee and contractors in proper techniques for spill 
containment and cleanup.  Employees should have the tools 
and knowledge to immediately begin cleaning up a spill 
should one occur. 

Spill Response and Prevention 
 Keep your Spill Prevention Control and Countermeasure 

(SPCC) Plan up-to-date. 
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 Have employees trained in emergency spill cleanup procedures present when dangerous 
waste, liquid chemicals, or other wastes are delivered. 

 Place a stockpile of spill cleanup materials where it will be readily accessible. 

 Prevent operator errors by using engineering safe guards and thus reducing accidental 
releases of pollutant. 

 Inspect storage areas regularly for leaks or spills.  Also check for structural failure, spills and 
overfills due to operator error, and/or failure of piping system. 

Other Considerations 
 Providing cover may be expensive. 

 Space limitations may preclude enclosing some equipment. 

 Storage sheds often must meet building and fire code requirements. 

Requirements 
Costs 
Costs vary depending on the complexity of the operation and the amount of control necessary 
for stormwater pollution control. 

Maintenance 
 Conduct routine preventive maintenance, including checking process equipment for leaks. 

 Clean the storm drain system regularly. 

Supplemental Information 
Further Detail of the BMP 
Hydraulic/Treatment Modifications 
If stormwater becomes polluted, it should be captured and treated.  If you do not have your own 
process wastewater treatment system, consider discharging to the public sewer system.  Use of 
the public sewer might be allowed under the following conditions: 

 If the activity area is very small (less than a few hundred square feet), the local sewer 
authority may be willing to allow the area to remain uncovered with the drain connected to 
the public sewer. 

 It may be possible under unusual circumstances to connect a much larger area to the public 
sewer, as long as the rate of stormwater discharges does not exceed the capacity of the 
wastewater treatment plant.  The stormwater could be stored during the storm and then 
transferred to the public sewer when the normal flow is low, such as at night. 

Industries that generate large volumes of process wastewater typically have their own treatment 
system and corresponding permit.  These industries have the discretion to use their wastewater 
treatment system to treat stormwater within the constraints of their permit requirements for 
process treatment.  It may also be possible for the industry to discharge the stormwater directly 
to an effluent outfall without treatment as long as the total loading of the discharged process 
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water and stormwater does not exceed the loading had a stormwater treatment device been 
used.  This could be achieved by reducing the loading from the process wastewater treatment 
system.  Check with your Regional Water Quality Control Board or local sewering agency, as this 
option would be subject to permit constraints and potentially regular monitoring. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Stormwater Managers Resource Center http://www.stormwatercenter.net 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/


 



Outdoor Storage of Raw Materials SC-33 
Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
Raw materials, by-products, finished products, containers, and 
material storage areas exposed to rain and/or runoff can pollute 
stormwater.  Stormwater can become contaminated when 
materials wash off or dissolve into water or are added to runoff 
by spills and leaks.  Improper storage of these materials can 
result in accidental spills and the release of materials.  To prevent 
or reduce the discharge of pollutants to stormwater from 
material delivery and storage, pollution prevention and source 
control measures must be implemented, such as minimizing the 
storage of hazardous materials on-site, enclosing or covering 
materials, storing materials in a designated area, installing 
secondary containment, conducting regular inspections, 
preventing stormwater run-on and runoff, and training 
employees and subcontractors. 

Approach 
Reduce potential for pollutant discharge through source control 
pollution prevention and BMP implementation.  Successful 
implementation depends on effective training of employees on 
applicable BMPs and general pollution prevention strategies and 
objectives. 

Pollution Prevention 
 Emphasize employee education for successful BMP 

implementation. 

 Minimize inventory of raw materials. 

 Keep an accurate, up-to-date inventory of the materials 
delivered and stored on-site. 
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 Try to keep chemicals in their original containers and keep them well labeled. 

Suggested Protocols 
General 
 Store all materials inside.  If this is not feasible, then all outside storage areas should be 

covered with a roof and bermed or enclosed to prevent stormwater contact.  At the very 
minimum, a temporary waterproof covering made of polyethylene, polypropylene or hypalon 
should be used over all materials stored outside. 

 Cover and contain the stockpiles of raw materials to prevent stormwater from running into 
the covered piles.  The covers must be in place at all times when work with the stockpiles is 
not occurring.  (Applicable to small stockpiles only). 

 Implement erosion control practices at the perimeter of your site and at any catch basins to 
prevent erosion of the stockpiled material off-site, if the stockpiles are so large that they 
cannot feasibly be covered and contained. 

 Keep liquids in a designated area on a paved impervious surface within a secondary 
containment. 

 Keep outdoor storage containers in good condition. 

 Minimize stormwater run-on by enclosing the area or building a berm around it. 

 Keep storage areas clean and dry. 

 Slope paved areas should be sloped in a manner that minimize pooling of water on the site, 
particularly with materials that may leach pollutants into stormwater and/or groundwater, 
such as compost, logs, and wood chips.  A minimum slope of 1.5% is recommended. 

 Secure drums stored in an area where unauthorized persons may gain access to prevent 
accidental spillage, pilferage, or any unauthorized use. 

 Cover wood products treated with chromated copper arsenate, ammonical copper zinc 
arsenate, creosote, or pentachlorophenol with tarps or store indoors. 

Raw Material Containment 
 Curbing should be placed along the perimeter of the area to prevent the run-on of 

uncontaminated stormwater from adjacent areas as well as runoff of stormwater from the 
stockpile areas. 

 Tanks should be bermed or surrounded by a secondary containment system. 

 The area inside the curb should slope to a drain.  Liquids should be drained to the sanitary 
sewer if available.  The drain must have a positive control such as a lock, valve, or plug to 
prevent release of contaminated liquids. 

 Accumulated stormwater in petroleum storage areas should be passed through an oil/water 
separator. 
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Inspection 
 Conduct regular inspections of storage areas so that leaks and spills are detected as soon as 

possible. 

 Check berms, curbing, containment for repair and patching. 

Training 
 Train employees well in proper material storage. 

 Train employees and contractors in proper techniques for spill containment and cleanup. 

Spill Response and Prevention 
 Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Place a stockpile of spill cleanup materials, such as brooms, dustpans, and vacuum sweepers 
(if desired) near the storage area where it will be readily accessible. 

 Have employees trained in spill containment and cleanup present during the 
loading/unloading of dangerous wastes, liquid chemicals, or other materials. 

Other Considerations 
 Storage sheds often must meet building and fire code requirements.  Storage of reactive, 

ignitable, or flammable liquids must comply with the Uniform Fire Code and the National 
Electric Code. 

 Space limitations may preclude storing some materials indoors. 

 Some municipalities require that secondary containment areas (regardless of size) be 
connected to the sanitary sewer, prohibiting any hard connections to the storm drain.  
Storage sheds often must meet building and fire code requirements. 

 The local fire district must be consulted for limitations on clearance of roof covers over 
containers used to store flammable materials. 

Requirements 
Costs 
Costs will vary depending on the size of the facility and the necessary controls.  They should be 
low except where large areas may have to be covered. 

Maintenance 
 Accurate and up-to-date inventories should be kept of all stored materials. 

 Berms and curbs may require periodic repair and patching. 

 Parking lots or other surfaces near bulk materials storage areas should be swept periodically 
to remove debris blown or washed from storage areas. 

 Sweep paved storage areas regularly for collection and disposal of loose solid materials, do 
not hose down the area to a storm drain or conveyance ditch. 
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 Keep outdoor storage areas in good condition (e.g., repair roofs, floors, etc., to limit releases 
to runoff). 

Supplemental Information 
Further Detail of the BMP 
Raw Material Containment 
Paved areas should be sloped in a manner that minimizes pooling of water on the site, 
particularly with materials that may leach pollutants into stormwater and/or groundwater, such 
as compost, logs, and wood chips.  A minimum slope of 1.5% is recommended. 

 Curbing should be placed along the perimeter of the area to prevent the run-on of 
uncontaminated stormwater from adjacent areas as well as runoff of stormwater from 
stockpile areas. 

 The storm drainage system should be designed to minimize use of catch basins in the 
interior of the area as they tend to rapidly fill with manufacturing material. 

 The area should be sloped to drain stormwater to the perimeter where it can be collected or 
to internal drainage alleyways where material is not stockpiled. 

 If the raw material, by-product, or product is a liquid, more information for outside storage 
of liquids can be found under SC31, Outdoor Liquid Container Storage. 

Supplemental Information  
Examples 
The “doghouse” design has been used to store small liquid containers.  The roof and flooring 
design prevent contact with direct rain or runoff.  The doghouse has two solid structural walls 
and two canvas covered walls.  The flooring is wire mesh about secondary containment.  The 
unit has been used successively at Lockheed Missile and Space Company in Sunnyvale. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/ 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/


Waste Handling & Disposal SC-34 
Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

 Product Substitution 

 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
Improper storage and handling of solid wastes can allow toxic 
compounds, oils and greases, heavy metals, nutrients, suspended 
solids, and other pollutants to enter stormwater runoff.  The 
discharge of pollutants to stormwater from waste handling and 
disposal can be prevented and reduced by tracking waste 
generation, storage, and disposal; reducing waste generation and 
disposal through source reduction, reuse, and recycling; and 
preventing run-on and runoff. 

Approach 
Pollution Prevention 
 Accomplish reduction in the amount of waste generated 

using the following source controls: 

- Production planning and sequencing 

- Process or equipment modification 

- Raw material substitution or elimination 

- Loss prevention and housekeeping 

- Waste segregation and separation 

- Close loop recycling 

 Establish a material tracking system to increase awareness 
about material usage.  This may reduce spills and minimize 
contamination, thus reducing the amount of waste produced. 

 Recycle materials whenever possible. 
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Suggested Protocols 
General 
 Cover storage containers with leak proof lids or some other means. If waste is not in 

containers, cover all waste piles (plastic tarps are acceptable coverage) and prevent 
stormwater run-on and runoff with a berm.  The waste containers or piles must be covered 
except when in use. 

 Use drip pans or absorbent materials whenever grease containers are emptied by vacuum 
trucks or other means.  Grease cannot be left on the ground. Collected grease must be 
properly disposed of as garbage. 

 Check storage containers weekly for leaks and to ensure that lids are on tightly. Replace any 
that are leaking, corroded, or otherwise deteriorating. 

 Sweep and clean the storage area regularly.  If it is paved, do not hose down the area to a 
storm drain. 

 Dispose of rinse and wash water from cleaning waste containers into a sanitary sewer if 
allowed by the local sewer authority.  Do not discharge wash water to the street or storm 
drain. 

 Transfer waste from damaged containers into safe containers. 

 Take special care when loading or unloading wastes to minimize losses.  Loading systems 
can be used to minimize spills and fugitive emission losses such as dust or mist.  Vacuum 
transfer systems can minimize waste loss. 

Controlling Litter 
 Post “No Littering” signs and enforce anti-litter laws. 

 Provide a sufficient number of litter receptacles for the facility. 

 Clean out and cover litter receptacles frequently to prevent spillage. 

Waste Collection 
 Keep waste collection areas clean. 

 Inspect solid waste containers for structural damage regularly.  Repair or replace damaged 
containers as necessary. 

 Secure solid waste containers; containers must be closed tightly when not in use. 

 Do not fill waste containers with washout water or any other liquid. 

 Ensure that only appropriate solid wastes are added to the solid waste container.  Certain 
wastes such as hazardous wastes, appliances, fluorescent lamps, pesticides, etc., may not be 
disposed of in solid waste containers (see chemical/ hazardous waste collection section 
below). 
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 Do not mix wastes; this can cause chemical reactions, make recycling impossible, and 
complicate disposal. 

Good Housekeeping 
 Use all of the product before disposing of the container. 

 Keep the waste management area clean at all times by sweeping and cleaning up spills 
immediately. 

 Use dry methods when possible (e.g., sweeping, use of absorbents) when cleaning around 
restaurant/food handling dumpster areas.  If water must be used after sweeping/using 
absorbents, collect water and discharge through grease interceptor to the sewer. 

Chemical/Hazardous Wastes 
 Select designated hazardous waste collection areas on-site. 

 Store hazardous materials and wastes in covered containers and protect them from 
vandalism. 

 Place hazardous waste containers in secondary containment. 

 Make sure that hazardous waste is collected, removed, and disposed of only at authorized 
disposal areas. 

 Stencil or demarcate storm drains on the facility’s property with prohibitive message 
regarding waste disposal. 

Run-on/Runoff Prevention 
 Prevent stormwater run-on from entering the waste management area by enclosing the area 

or building a berm around the area. 

 Prevent waste materials from directly contacting rain. 

 Cover waste piles with temporary covering material such as reinforced tarpaulin, 
polyethylene, polyurethane, polypropyleneor hypalon. 

 Cover the area with a permanent roof if feasible. 

 Cover dumpsters to prevent rain from washing waste out of holes or cracks in the bottom of 
the dumpster. 

 Move the activity indoor after ensuring all safety concerns such as fire hazard and 
ventilation are addressed. 

Inspection 
 Inspect and replace faulty pumps or hoses regularly to minimize the potential of releases and 

spills. 

 Check waste management areas for leaking containers or spills. 
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 Repair leaking equipment including valves, lines, seals, or pumps promptly. 

Training 
 Train staff in pollution prevention measures and proper disposal methods.  

 Train employees and contractors in proper spill containment and cleanup.  The employee 
should have the tools and knowledge to immediately begin cleaning up a spill should one 
occur. 

 Train employees and subcontractors in proper hazardous waste management. 

Spill Response and Prevention 
 Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Have an emergency plan, equipment and trained personnel ready at all times to deal 
immediately with major spills 

 Collect all spilled liquids and properly dispose of them. 

 Store and maintain appropriate spill cleanup materials in a location known to all near the 
designated wash area. 

 Ensure that vehicles transporting waste have spill prevention equipment that can prevent 
spills during transport.  Spill prevention equipment includes: 

- Vehicles equipped with baffles for liquid waste 

- Trucks with sealed gates and spill guards for solid waste 

Other Considerations (Limitations and Regulations) 
Hazardous waste cannot be reused or recycled; it must be disposed of by a licensed hazardous 
waste hauler. 

Requirements 
Costs 
Capital and O&M costs for these programs will vary substantially depending on the size of the 
facility and the types of waste handled. Costs should be low if there is an inventory program in 
place. 

Maintenance 
 None except for maintaining equipment for material tracking program. 

Supplemental Information 
Further Detail of the BMP 
Land Treatment System 
Minimize runoff of polluted stormwater from land application by: 

 Choosing a site where slopes are under 6%, the soil is permeable, there is a low water table, 
it is located away from wetlands or marshes, and there is a closed drainage system 
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 Avoiding application of waste to the site when it is raining or when the ground is saturated 
with water 

 Growing vegetation on land disposal areas to stabilize soils and reduce the volume of surface 
water runoff from the site 

 Maintaining adequate barriers between the land application site and the receiving waters 
(planted strips are particularly good) 

 Using erosion control techniques such as mulching and matting, filter fences, straw bales, 
diversion terracing, and sediment basins 

 Performing routine maintenance to ensure the erosion control or site stabilization measures 
are working 

Examples 
The port of Long Beach has a state-of-the-art database for identifying potential pollutant 
sources, documenting facility management practices, and tracking pollutants. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

Solid Waste Container Best Management Practices – Fact Sheet On-Line Resources – 
Environmental Health and Safety.  Harvard University.  2002. 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Pollution from Surface Cleaning Folder.  1996.  Bay Area Stormwater Management Agencies 
Association (BASMAA).  http://www.basmaa.org 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/ 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/


 



Safer Alternative Products SC-35 

Description 
Promote the use of less harmful products and products that 
contain little or no TMDL pollutants.  Alternatives exist for most 
product classes including chemical fertilizers, pesticides, 
cleaning solutions, janitorial chemicals, automotive and paint 
products, and consumables (batteries, fluorescent lamps). 

Approach 
Pattern a new program after the many established programs 
around the state and country.  Integrate this best management 
practice as much as possible with existing programs at your 
facility. 

Develop a comprehensive program based on: 

 The “Precautionary Principle,” which is an alternative to the 
"Risk Assessment" model that says it's acceptable to use a 
potentially harmful product until physical evidence of its 
harmful effects are established and deemed too costly from 
an environmental or public health perspective.  For instance, 
a risk assessment approach might say it's acceptable to use a 
pesticide until there is direct proof of an environmental 
impact.  The Precautionary Principle approach is used to 
evaluate whether a given product is safe, whether it is really 
necessary, and whether alternative products would perform 
just as well. 

 Environmentally Preferable Purchasing Program to minimize 
the purchase of products containing hazardous ingredients 
used in the facility's custodial services, fleet maintenance, 
and facility maintenance in favor of using alternate products 
that pose less risk to employees and to the environment. 

 Integrated Pest Management (IPM) or Less-Toxic Pesticide 
Program, which uses a pest management approach that 
minimizes the use of toxic chemicals and gets rid of pests by 
methods that pose a lower risk to employees, the public, and 
the environment. 

 Energy Efficiency Program including no-cost and low-cost 
energy conservation and efficiency actions that can reduce 
both energy consumption and electricity bills, along with 
long-term energy efficiency investments. 

Consider the following mechanisms for developing and 
implementing a comprehensive program: 

 Policies 
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SC-35 Safer Alternative Products 

 Procedures 

- Standard operating procedures (SOPs) 

- Purchasing guidelines and procedures 

- Bid packages (services and supplies) 

 Materials 

- Preferred or approved product and supplier lists 

- Product and supplier evaluation criteria 

- Training sessions and manuals 

- Fact sheets for employees 

Implement this BMP in conjunction with the Vehicle and Equipment Management fact sheets 
(SC20 – SC22) and SC41, Building and Grounds Maintenance. 

Training 
 Employees who handle potentially harmful materials in the use of safer alternatives. 

 Purchasing departments should be encouraged to procure less hazardous materials and 
products that contain little or no harmful substances or TMDL pollutants. 

Regulations 
This BMP has no regulatory requirements.  Existing regulations already encourage facilities to 
reduce the use of hazardous materials through incentives such as reduced: 

 Specialized equipment storage and handling requirements, 

 Storm water runoff sampling requirements, 

 Training and licensing requirements, and 

 Record keeping and reporting requirements. 

Equipment 
 There are no major equipment requirements to this BMP. 

Limitations 
 Alternative products may not be available, suitable, or effective in every case. 

Requirements 
Cost Considerations 
 The primary cost is for staff time to: 1) develop new policies and procedures and 2) educate 

purchasing departments and employees who handle potentially harmful materials about the 
availability, procurement, and use of safer alternatives. 
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 Some alternative products may be slightly more expensive than conventional products. 

Supplemental Information 
Employees and contractors / service providers can both be educated about safer alternatives by 
using information developed by a number of organizations including the references and 
resources listed below. 

The following discussion provides some general information on safer alternatives.  More specific 
information on particular hazardous materials and the available alternatives may be found in 
the references and resources listed below. 

 Automotive products – Less toxic alternatives are not available for many automotive 
products, especially engine fluids.  But there are alternatives to grease lubricants, car 
polishes, degreasers, and windshield washer solution.  Rerefined motor oil is also available. 

 Vehicle/Trailer lubrication – Fifth wheel bearings on trucks require routine lubrication.  
Adhesive lubricants are available to replace typical chassis grease. 

 Cleaners – Vegetables-based or citrus-based soaps are available to replace petroleum-based 
soaps/detergents. 

 Paint products – Water-based paints, wood preservatives, stains, and finishes are available. 

 Pesticides – Specific alternative products or methods exist to control most insects, fungi, and 
weeds. 

 Chemical Fertilizers – Compost and soil amendments are natural alternatives. 

 Consumables – Manufacturers have either reduced or are in the process of reducing the 
amount of heavy metals in consumables such as batteries and fluorescent lamps.  All 
fluorescent lamps contain mercury, however low-mercury containing lamps are now 
available from most hardware and lighting stores.  Fluorescent lamps are also more energy 
efficient than the average incandescent lamp. 

 Janitorial chemicals – Even biodegradable soap can harm fish and wildlife before it 
biodegrades.  Biodegradable does not mean non-toxic.  Safer products and procedures are 
available for floor stripping and cleaning, as well as carpet, glass, metal, and restroom 
cleaning and disinfecting.  

Examples 
There are a number of business and trade associations, and communities with effective 
programs.  Some of the more prominent are listed below in the references and resources section. 

References and Resources 
Note:  Many of these references provide alternative products for materials that typically are used 
inside and disposed to the sanitary sewer as well as alternatives to products that usually end up 
in the storm drain. 
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General Sustainable Practices and Pollution Prevention Including Pollutant-
Specific Information 
California Department of Toxic Substances Control (www.dtsc.ca.gov) 

California Integrated Waste Management Board (www.ciwmb.ca.gov) 

City of Santa Monica (www.santa-monica.org/environment) 

City of Palo Alto (www.city.palo-alto.ca.us/cleanbay) 

City and County of San Francisco, Department of the Environment 
(www.ci.sf.ca.us/sfenvironment) 

Earth 911 (www.earth911.org/master.asp) 

Environmental Finance Center Region IX (www.greenstart.org/efc9) 

Flex Your Power (www.flexyourpower.ca.gov) 

GreenBiz.com (www.greenbiz.com) 

Green Business Program (www.abag.org/bayarea/enviro/gbus/gb.html) 

Pacific Industrial and Business Association (www.piba.org) 

Sacramento Clean Water Business Partners (www.sacstormwater.org) 

USEPA BMP fact sheet – Alternative products 
(http://cfpub.epa.gov/npdes/stormwater/menuofbmps/poll_2.cfm) 

USEPA Region IX Pollution Prevention Program (www.epa.gov/region09/p2) 

Western Regional Pollution Prevention Network (www.westp2net.org) 

Metals (mercury, copper) 
National Electrical Manufacturers Association - Environment, Health and Safety 
(www.nema.org) 

Sustainable Conservation (www.suscon.org) 

Auto Recycling Project 

Brake Pad Partnership 

Pesticides and Chemical Fertilizers 
Bio-Integral Resource Center (www.birc.org) 

California Department of Pesticide Regulation (www.cdpr.ca.gov) 

University of California Statewide IPM Program (www.ipm.ucdavis.edu/default.html) 
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Dioxins 
Bay Area Dioxins Project (http://dioxin.abag.ca.gov/) 



 



Contaminated or Erodible Areas SC-40 
Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

 Product Substitution 

 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
Areas within an industrial site that are bare of vegetation or are 
subject to activities that promote the suppression of vegetation 
are often subject to erosion.  In addition, they may or may not be 
contaminated from past or current activities.  If the area is 
temporarily bare because of construction, see SC-42, Building 
Repair, Remodeling, and Construction.  Sites with excessive 
erosion or the potential for excessive erosion should consider 
employing the soil erosion BMPs identified in the Construction 
BMP Handbook.  Note that this fact sheet addresses soils that are 
not so contaminated as to exceed hazardous waste criteria (see 
Title 22 California Code of Regulations for Hazardous Waste 
Criteria). 

Approach 
Reduce potential for pollutant discharge through source control 
pollution prevention and BMP implementation.  Successful 
implementation depends on effective training of employees on 
applicable BMPs and general pollution prevention strategies and 
objectives. 

Pollution Prevention 
Preserve natural vegetation whenever possible.  See also EC-2, 
Preservation of Existing Vegetation, in the Construction BMP 
Handbook. 

Suggested Protocols 
 Preserve natural vegetation. 

 Analyze soil conditions. 

 Re-vegetate when necessary. 

 Remove contaminated soil. 

 Utilize chemical stabilization when needed.  See also EC-5, 
Soil Binders, and EC-13, Polyacrylamide, in the Construction 
BMP Handbook.   

 Use geosynthetic membranes to control erosion if feasible.  
See also EC-7, Geotextiles and Mats, in the Construction BMP 
Handbook.   

Training 
Training is not a significant element of this best management 
practice. 
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SC-40 Contaminated or Erodible Areas 

Other Considerations 
 Disadvantages of preserving natural vegetation or revegetation include: 

- Requires substantial planning to preserve and maintain the existing vegetation 

- May not be cost-effective with high land costs 

- Lack of rainfall, inadequate irrigation and/or poor soils may limit the success of re-
vegetated areas 

 Disadvantages of chemical stabilization include: 

- Creation of impervious surfaces 

- May cause harmful effects on water quality 

- Is usually more expensive than vegetative cover 

Requirements 
Costs 
Except for preservation of natural vegetation, each of the above solutions can be quite expensive 
depending upon the size of the area. 

Maintenance 
Maintenance should be minimal, except possibly if irrigation of vegetation is necessary. 

Supplemental Information 
Preserving Vegetation to Minimize Erosion 
Preserving stabilized areas minimizes erosion potential, protects water quality, and provides 
aesthetic benefits.  The most effective way to control erosion is to preserve existing vegetation.  
Preservation of natural vegetation provides a natural buffer zone and an opportunity for 
infiltration of stormwater and capture of pollutants in the soil matrix.  This practice can be used 
as a permanent source control measure. 

Vegetation preservation should be incorporated into the site.  Preservation requires good site 
management to minimize the impact of construction when construction is underway and 
exposure of soils after construction.  Proper maintenance is important to ensure healthy 
vegetation that can control erosion.  Different species, soil types, and climatic conditions will 
require different maintenance activities such as mulching, fertilizing, liming, irrigation, pruning 
and weed and pest control.  Maintenance should be performed regularly especially during 
construction phases. 

The preferred approach is to leave as much native vegetation on-site as possible, thereby 
reducing or eliminating any erosion problem.  However, assuming the site already has 
contaminated or erodible surface areas, there are four possible courses of action which can be 
taken: 

 The area can be revegetated if it is not in use and therefore not subject to damage from site 
activities.  In as much as the area is already devoid of vegetation, special measures are likely 
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Contaminated or Erodible Areas SC-40 

necessary.  Lack of vegetation may be due to the lack of water and/or poor soils.  The latter 
can perhaps be solved with fertilization, or the ground may simply be too compacted from 
prior use.  Improving soil conditions may be sufficient to support the recovery of vegetation.  
Use process wastewater for irrigation if possible.  Finally, see the Construction BMP 
Handbook for further procedures on establishing vegetation. 

 Chemical stabilization can be used as an alternate method in areas where temporary seeding 
practices cannot be used because of season or climate.  It can provide immediate, effective, 
and inexpensive erosion control.  Application rates and procedures recommended by the 
manufacturer should be followed as closely as possible to prevent the products from forming 
ponds and creating large areas where moisture cannot penetrate the soil.  See also EC-5, Soil 
Binders, and EC-13, Polyacrylamide, in the Construction BMP Handbook for more 
information.  Advantages of chemical stabilization include: 

- Applied easily to the surface 

- Stabilizes areas effectively 

- Provides immediate protection to soils that are in danger of erosion 

 Contaminated soils can be removed, however this is a last resort and quite expensive.  The 
level and extent of the contamination must be determined.  This determination and removal 
must comply with State and Federal regulations, permits must be acquired and fees paid. 

 Geosynthetics may be used.  Geosynthetics include those materials that are designed as an 
impermeable barrier to contain or control large amounts of liquid or solid matter.  
Geosynthetics have been developed primarily for use in landfills and surface impoundments, 
and the technology is well established.  There are two general types of geosynthetics: 
geomembranes (impermeable) and geotextiles (permeable).  Geomembranes are composed 
of one of three types of impermeable materials: elastomers (rubbers), thermoplasics 
(plastics), or a combination of these two types of materials.  See also EC-7, Geotextiles and 
Mats, in the Construction BMP Handbook for more information.  The advantages of these 
materials include: 

- A variety of compounds are available 

- Sheeting is produced in a factory environment 

- Polymeric membranes are flexible 

- Installation is simple 

Disadvantages include: 

- Chemical resistance must be determined for each application 

- Seaming systems may be a weak link in the system 

- Many materials are subject to attack from biotic, mechanical, or environmental sources 
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Geotextiles are uncoated synthetic textile products that are not watertight.  They are 
composed of a variety of materials, most commonly polypropylene and polyester.  
Geotextiles serve five basic functions: 

- Filtration 

- Drainage 

- Separation 

- Reinforcement 

- Armoring 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/ 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/
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Description 
Stormwater runoff from building and grounds maintenance 
activities can be contaminated with toxic hydrocarbons in 
solvents, fertilizers and pesticides, suspended solids, heavy 
metals, abnormal pH, and oils and greases.  Utilizing the 
protocols in this fact sheet will prevent or reduce the discharge of 
pollutants to stormwater from building and grounds 
maintenance activities by washing and cleaning up with as little 
water as possible, following good landscape management 
practices, preventing and cleaning up spills immediately, keeping 
debris from entering the storm drains, and maintaining the 
stormwater collection system. 

Approach 
Reduce potential for pollutant discharge through source control 
pollution prevention and BMP implementation.  Successful 
implementation depends on effective training of employees on 
applicable BMPs and general pollution prevention strategies and 
objectives. 

Pollution Prevention 
 Switch to non-toxic chemicals for maintenance when 

possible. 

 Choose cleaning agents that can be recycled. 

 Encourage proper lawn management and landscaping, 
including use of native vegetation. 
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SC-41 Building & Grounds Maintenance 

 Encourage use of Integrated Pest Management techniques for pest control. 

 Encourage proper onsite recycling of yard trimmings. 

 Recycle residual paints, solvents, lumber, and other material as much as possible. 

Suggested Protocols 
Pressure Washing of Buildings, Rooftops, and Other Large Objects 
 In situations where soaps or detergents are used and the surrounding area is paved, pressure 

washers must use a water collection device that enables collection of wash water and 
associated solids. A sump pump, wet vacuum or similarly effective device must be used to 
collect the runoff and loose materials. The collected runoff and solids must be disposed of 
properly. 

 If soaps or detergents are not used, and the surrounding area is paved, wash runoff does not 
have to be collected but must be screened. Pressure washers must use filter fabric or some 
other type of screen on the ground and/or in the catch basin to trap the particles in wash 
water runoff. 

 If you are pressure washing on a grassed area (with or without soap), runoff must be 
dispersed as sheet flow as much as possible, rather than as a concentrated stream. The wash 
runoff must remain on the grass and not drain to pavement. 

Landscaping Activities 
 Dispose of grass clippings, leaves, sticks, or other collected vegetation as garbage, or by 

composting. Do not dispose of collected vegetation into waterways or storm drainage 
systems. 

 Use mulch or other erosion control measures on exposed soils. 

Building Repair, Remodeling, and Construction 
 Do not dump any toxic substance or liquid waste on the pavement, the ground, or toward a 

storm drain. 

 Use ground or drop cloths underneath outdoor painting, scraping, and sandblasting work, 
and properly dispose of collected material daily. 

 Use a ground cloth or oversized tub for activities such as paint mixing and tool cleaning. 

 Clean paintbrushes and tools covered with water-based paints in sinks connected to sanitary 
sewers or in portable containers that can be dumped into a sanitary sewer drain.  Brushes 
and tools covered with non-water-based paints, finishes, or other materials must be cleaned 
in a manner that enables collection of used solvents (e.g., paint thinner, turpentine, etc.) for 
recycling or proper disposal. 

 Use a storm drain cover, filter fabric, or similarly effective runoff control mechanism if dust, 
grit, wash water, or other pollutants may escape the work area and enter a catch basin.  This 
is particularly necessary on rainy days. The containment device(s) must be in place at the 
beginning of the work day, and accumulated dirty runoff and solids must be collected and 
disposed of before removing the containment device(s) at the end of the work day. 
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 If you need to de-water an excavation site, you may need to filter the water before 
discharging to a catch basin or off-site. If directed off-site, you should direct the water 
through hay bales and filter fabric or use other sediment filters or traps. 

 Store toxic material under cover during precipitation events and when not in use. A cover 
would include tarps or other temporary cover material. 

Mowing, Trimming, and Planting 
 Dispose of leaves, sticks, or other collected vegetation as garbage, by composting or at a 

permitted landfill.  Do not dispose of collected vegetation into waterways or storm drainage 
systems. 

 Use mulch or other erosion control measures when soils are exposed. 

 Place temporarily stockpiled material away from watercourses and drain inlets, and berm or 
cover stockpiles to prevent material releases to the storm drain system. 

 Consider an alternative approach when bailing out muddy water: do not put it in the storm 
drain; pour over landscaped areas. 

 Use hand weeding where practical. 

Fertilizer and Pesticide Management 
 Follow all federal, state, and local laws and regulations governing the use, storage, and 

disposal of fertilizers and pesticides and training of applicators and pest control advisors. 

 Use less toxic pesticides that will do the job when applicable.  Avoid use of copper-based 
pesticides if possible. 

 Do not use pesticides if rain is expected. 

 Do not mix or prepare pesticides for application near storm drains. 

 Use the minimum amount needed for the job. 

 Calibrate fertilizer distributors to avoid excessive application. 

 Employ techniques to minimize off-target application (e.g., spray drift) of pesticides, 
including consideration of alternative application techniques. 

 Apply pesticides only when wind speeds are low. 

 Fertilizers should be worked into the soil rather than dumped or broadcast onto the surface. 

 Irrigate slowly to prevent runoff and then only as much as is needed. 

 Clean pavement and sidewalk if fertilizer is spilled on these surfaces before applying 
irrigation water. 

 Dispose of empty pesticide containers according to the instructions on the container label. 
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 Use up the pesticides.  Rinse containers, and use rinse water as product.  Dispose of unused 
pesticide as hazardous waste. 

 Implement storage requirements for pesticide products with guidance from the local fire 
department and County Agricultural Commissioner.  Provide secondary containment for 
pesticides. 

Inspection 
 Inspect irrigation system periodically to ensure that the right amount of water is being 

applied and that excessive runoff is not occurring.  Minimize excess watering and repair 
leaks in the irrigation system as soon as they are observed. 

Training 
 Educate and train employees on pesticide use and in pesticide application techniques to 

prevent pollution. 

 Train employees and contractors in proper techniques for spill containment and cleanup. 

 Be sure the frequency of training takes into account the complexity of the operations and the 
nature of the staff. 

Spill Response and Prevention 
 Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Place a stockpile of spill cleanup materials, such as brooms, dustpans, and vacuum sweepers 
(if desired) near the storage area where it will be readily accessible. 

 Have employees trained in spill containment and cleanup present during the 
loading/unloading of dangerous wastes, liquid chemicals, or other materials. 

 Familiarize employees with the Spill Prevention Control and Countermeasure Plan. 

 Clean up spills immediately. 

Other Considerations 
Alternative pest/weed controls may not be available, suitable, or effective in many cases. 

Requirements 
Costs 
 Cost will vary depending on the type and size of facility. 

 Overall costs should be low in comparison to other BMPs. 

Maintenance 
Sweep paved areas regularly to collect loose particles.  Wipe up spills with rags and other 
absorbent material immediately, do not hose down the area to a storm drain. 
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Supplemental Information 
Further Detail of the BMP 
Fire Sprinkler Line Flushing 
Building fire sprinkler line flushing may be a source of non-stormwater runoff pollution.  The 
water entering the system is usually potable water, though in some areas it may be non-potable 
reclaimed wastewater.  There are subsequent factors that may drastically reduce the quality of 
the water in such systems.  Black iron pipe is usually used since it is cheaper than potable 
piping, but it is subject to rusting and results in lower quality water.  Initially, the black iron pipe 
has an oil coating to protect it from rusting between manufacture and installation; this will 
contaminate the water from the first flush but not from subsequent flushes.  Nitrates, poly-
phosphates and other corrosion inhibitors, as well as fire suppressants and antifreeze may be 
added to the sprinkler water system.  Water generally remains in the sprinkler system a long 
time (typically a year) and between flushes may accumulate iron, manganese, lead, copper, 
nickel, and zinc.  The water generally becomes anoxic and contains living and dead bacteria and 
breakdown products from chlorination.  This may result in a significant BOD problem and the 
water often smells.  Consequently dispose fire sprinkler line flush water into the sanitary sewer.  
Do not allow discharge to storm drain or infiltration due to potential high levels of pollutants in 
fire sprinkler line water. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Mobile Cleaners Pilot Program:  Final Report.  1997.  Bay Area Stormwater Management 
Agencies Association (BASMAA).  http://www.basmaa.org/ 

Pollution from Surface Cleaning Folder.  1996.  Bay Area Stormwater Management Agencies 
Association (BASMAA).  http://www.basmaa.org/ 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/ 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/


 



Building Repair and Construction SC-42 
Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

 Recycle 

 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
Modifications are common particularly at large industrial sites.  
The activity may vary from minor and normal building repair to 
major remodeling, or the construction of new facilities.  These 
activities can generate pollutants including solvents, paints, paint 
and varnish removers, finishing residues, spent thinners, soap 
cleaners, kerosene, asphalt and concrete materials, adhesive 
residues, and old asbestos installation.  Protocols in this fact 
sheet are intended to prevent or reduce the discharge of 
pollutants to stormwater from building repair, remodeling, and 
construction by using soil erosion controls, enclosing or covering 
building material storage areas, using good housekeeping 
practices, using safer alternative products, and training 
employees. 

Approach 
Pollution Prevention 
 Recycle residual paints, solvents, lumber, and other materials 

to the maximum extent practical. 

 Buy recycled products to the maximum extent practical. 

 Inform on-site contractors of company policy on these 
matters and include appropriate provisions in their contract 
to ensure certain proper housekeeping and disposal practices 
are implemented. 

January 2003 California Stormwater BMP Handbook 1 of 4 
 Industrial and Commercial 
 www.cabmphandbooks.com 



SC-42 Building Repair and Construction 

 Make sure that nearby storm drains are well marked to minimize the chance of inadvertent 
disposal of residual paints and other liquids. 

Suggested Protocols 
Repair & Remodeling 
 Follow BMPs identified in Construction BMP Handbook. 

 Maintain good housekeeping practices while work is underway. 

 Keep the work site clean and orderly.  Remove debris in a timely fashion.  Sweep the area. 

 Cover materials of particular concern that must be left outside, particularly during the rainy 
season. 

 Do not dump waste liquids down the storm drain. 

 Dispose of wash water, sweepings, and sediments properly. 

 Store materials properly that are normally used in repair and remodeling such as paints and 
solvents. 

 Sweep out the gutter or wash the gutter and trap the particles at the outlet of the downspout 
if when repairing roofs, small particles have accumulated in the gutter.  A sock or geofabric 
placed over the outlet may effectively trap the materials.  If the downspout is tight lined, 
place a temporary plug at the first convenient point in the storm drain and pump out the 
water with a vactor truck, and clean the catch basin sump where you placed the plug. 

 Properly store and dispose waste materials generated from construction activities.  See 
Construction BMP Handbook. 

 Clean the storm drain system in the immediate vicinity of the construction activity after it is 
completed. 

Painting 
 Enclose painting operations consistent with local air quality regulations and OSHA. 

 Local air pollution regulations may, in many areas of the state, specify painting procedures 
which if properly carried out are usually sufficient to protect water quality. 

 Develop paint handling procedures for proper use, storage, and disposal of paints. 

 Transport paint and materials to and from job sites in containers with secure lids and tied 
down to the transport vehicle. 

 Test and inspect spray equipment prior to starting to paint.  Tighten all hoses and 
connections and do not overfill paint containers. 

 Mix paint indoors before using so that any spill will not be exposed to rain.  Do so even 
during dry weather because cleanup of a spill will never be 100% effective. 

 Transfer and load paint and hot thermoplastic away from storm drain inlets. 
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 Do not transfer or load paint near storm drain inlets. 

 Plug nearby storm drain inlets prior to starting painting and remove plugs when job is 
complete when there is significant risk of a spill reaching storm drains. 

 Cover nearby storm drain inlets prior to starting work if sand blasting is used to remove 
paint. 

 Use a ground cloth to collect the chips if painting requires scraping or sand blasting of the 
existing surface.  Dispose the residue properly. 

 Cover or enclose painting operations properly to avoid drift. 

 Clean the application equipment in a sink that is connected to the sanitary sewer if using 
water based paints. 

 Capture all cleanup-water and dispose of properly. 

 Dispose of paints containing lead or tributyl tin and considered a hazardous waste properly. 

 Store leftover paints if they are to be kept for the next job properly, or dispose properly. 

 Recycle paint when possible.  Dispose of paint at an appropriate household hazardous waste 
facility. 

Training 
Proper education of off-site contractors is often overlooked.  The conscientious efforts of well 
trained employees can be lost by unknowing off-site contractors, so make sure they are well 
informed about what they are expected to do. 

Spill Response and Prevention 
 Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Place a stockpile of spill cleanup materials where it will be readily accessible. 

 Clean up spills immediately. 

 Excavate and remove the contaminated (stained) soil if a spill occurs on dirt. 

Limitations 
 This BMP is for minor construction only.  The State’s General Construction Activity 

Stormwater Permit has more requirements for larger projects.  The companion 
“Construction Best Management Practice Handbook” contains specific guidance and best 
management practices for larger-scale projects. 

 Hazardous waste that cannot be reused or recycled must be disposed of by a licensed 
hazardous waste hauler. 

 Be certain that actions to help stormwater quality are consistent with Cal- and Fed-OSHA 
and air quality regulations. 
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Requirements 
Costs 
These BMPs are generally low to modest in cost. 

Maintenance 
N/A 

Supplemental Information 
Further Detail of the BMP 
Soil/Erosion Control 
If the work involves exposing large areas of soil, employ the appropriate soil erosion and control 
techniques.  See the Construction Best Management Practice Handbook.  If old buildings are 
being torn down and not replaced in the near future, stabilize the site using measures described 
in SC-40 Contaminated or Erodible Areas. 

If a building is to be placed over an open area with a storm drainage system, make sure the 
storm inlets within the building are covered or removed, or the storm line is connected to the 
sanitary sewer.  If because of the remodeling a new drainage system is to be installed or the 
existing system is to be modified, consider installing catch basins as they serve as effective “in-
line” treatment devices.  See Treatment Control Fact Sheet TC-20 Wet Pond/Basin in Section 5 
of the New Development and Redevelopment Handbook regarding design criteria.  Include in 
the catch basin a “turn-down” elbow or similar device to trap floatables. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/ 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/


Parking/Storage Area Maintenance SC-43 
Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

 Product Substitution 

 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
Parking lots and storage areas can contribute a number of 
substances, such as trash, suspended solids, hydrocarbons, oil 
and grease, and heavy metals that can enter receiving waters 
through stormwater runoff or non-stormwater discharges.  The 
protocols in this fact sheet are intended to prevent or reduce the 
discharge of pollutants from parking/storage areas and include 
using good housekeeping practices, following appropriate 
cleaning BMPs, and training employees. 

Approach 
The goal of this program is to ensure stormwater pollution 
prevention practices are considered when conducting activities 
on or around parking areas and storage areas to reduce potential 
for pollutant discharge to receiving waters.  Successful 
implementation depends on effective training of employees on 
applicable BMPs and general pollution prevention strategies and 
objectives. 

Pollution Prevention 
 Encourage alternative designs and maintenance strategies for 

impervious parking lots.  (See New Development and 
Redevelopment BMP Handbook) 

 Keep accurate maintenance logs to evaluate BMP 
implementation. 
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SC-43 Parking/Storage Area Maintenance 

Suggested Protocols 
General 
 Keep the parking and storage areas clean and orderly.  Remove debris in a timely fashion. 

 Allow sheet runoff to flow into biofilters (vegetated strip and swale) and/or infiltration 
devices. 

 Utilize sand filters or oleophilic collectors for oily waste in low quantities. 

 Arrange rooftop drains to prevent drainage directly onto paved surfaces. 

 Design lot to include semi-permeable hardscape. 

 Discharge soapy water remaining in mop or wash buckets to the sanitary sewer through a 
sink, toilet, clean-out, or wash area with drain. 

Controlling Litter 
 Post “No Littering” signs and enforce anti-litter laws. 

 Provide an adequate number of litter receptacles. 

 Clean out and cover litter receptacles frequently to prevent spillage. 

 Provide trash receptacles in parking lots to discourage litter. 

 Routinely sweep, shovel, and dispose of litter in the trash. 

Surface Cleaning 
 Use dry cleaning methods (e.g., sweeping, vacuuming) to prevent the discharge of pollutants 

into the stormwater conveyance system if possible.   

 Establish frequency of public parking lot sweeping based on usage and field observations of 
waste accumulation. 

 Sweep all parking lots at least once before the onset of the wet season. 

 Follow the procedures below if water is used to clean surfaces: 

- Block the storm drain or contain runoff. 

- Collect and pump wash water to the sanitary sewer or discharge to a pervious surface.  
Do not allow wash water to enter storm drains. 

- Dispose of parking lot sweeping debris and dirt at a landfill. 

 Follow the procedures below when cleaning heavy oily deposits: 

- Clean oily spots with absorbent materials.  

- Use a screen or filter fabric over inlet, then wash surfaces. 
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- Do not allow discharges to the storm drain. 

- Vacuum/pump discharges to a tank or discharge to sanitary sewer. 

- Appropriately dispose of spilled materials and absorbents. 

Surface Repair 
 Preheat, transfer or load hot bituminous material away from storm drain inlets. 

 Apply concrete, asphalt, and seal coat during dry weather to prevent contamination from 
contacting stormwater runoff. 

 Cover and seal nearby storm drain inlets where applicable (with waterproof material or 
mesh) and manholes before applying seal coat, slurry seal, etc.  Leave covers in place until 
job is complete and all water from emulsified oil sealants has drained or evaporated.  Clean 
any debris from these covered manholes and drains for proper disposal. 

 Use only as much water as necessary for dust control, to avoid runoff. 

 Catch drips from paving equipment that is not in use with pans or absorbent material placed 
under the machines.  Dispose of collected material and absorbents properly. 

Inspection 
 Have designated personnel conduct inspections of parking facilities and stormwater 

conveyance systems associated with parking facilities on a regular basis. 

 Inspect cleaning equipment/sweepers for leaks on a regular basis. 

Training 
 Provide regular training to field employees and/or contractors regarding cleaning of paved 

areas and proper operation of equipment. 

 Train employees and contractors in proper techniques for spill containment and cleanup. 

Spill Response and Prevention 
 Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date. 

 Place a stockpile of spill cleanup materials where it will be readily accessible or at a central 
location. 

 Clean up fluid spills immediately with absorbent rags or material. 

 Dispose of spilled material and absorbents properly. 

Other Considerations 
Limitations related to sweeping activities at large parking facilities may include high equipment 
costs, the need for sweeper operator training, and the inability of current sweeper technology to 
remove oil and grease. 
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Requirements 
Costs 
Cleaning/sweeping costs can be quite large.  Construction and maintenance of stormwater 
structural controls can be quite expensive as well. 

Maintenance 
 Sweep parking lot regularly to minimize cleaning with water. 

 Clean out oil/water/sand separators regularly, especially after heavy storms. 

 Clean parking facilities regularly to prevent accumulated wastes and pollutants from being 
discharged into conveyance systems during rainy conditions. 

Supplemental Information 
Further Detail of the BMP 
Surface Repair 
Apply concrete, asphalt, and seal coat during dry weather to prevent contamination from 
contacting stormwater runoff.  Where applicable, cover and seal nearby storm drain inlets (with 
waterproof material or mesh) and manholes before applying seal coat, slurry seal, etc.  Leave 
covers in place until job is complete and all water from emulsified oil sealants has drained or 
evaporated.  Clean any debris from these covered manholes and drains for proper disposal.  
Only use only as much water as is necessary for dust control to avoid runoff. 

References and Resources 
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html 

Clark County Storm Water Pollution Control Manual 
http://www.co.clark.wa.us/pubworks/bmpman.pdf 

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm 

Pollution from Surface Cleaning Folder.  1996.  Bay Area Stormwater Management Agencies 
Association (BASMAA).  http://www.basmaa.org/ 

Oregon Association of Clean Water Agencies.  Oregon Municipal Stormwater Toolbox for 
Maintenance Practices.  June 1998. 

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org 

The Storm Water Managers Resource Center http://www.stormwatercenter.net/ 

http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/


Drainage System Maintenance SC-44 
Objectives 

 Cover 

 Contain 

 Educate 

 Reduce/Minimize 

 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 
 

 

Description 
As a consequence of its function, the stormwater conveyance 
system collects and transports urban runoff and stormwater that 
may contain certain pollutants.  The protocols in this fact sheet 
are intended to reduce pollutants reaching receiving waters 
through proper conveyance system operation and maintenance. 

Approach 
Pollution Prevention 
Maintain catch basins, stormwater inlets, and other stormwater 
conveyance structures on a regular basis to remove pollutants, 
reduce high pollutant concentrations during the first flush of 
storms, prevent clogging of the downstream conveyance system, 
restore catch basins’ sediment trapping capacity, and ensure the 
system functions properly hydraulically to avoid flooding. 

Suggested Protocols 
Catch Basins/Inlet Structures 
 Staff should regularly inspect facilities to ensure compliance 

with the following: 

- Immediate repair of any deterioration threatening 
structural integrity. 

- Cleaning before the sump is 40% full.  Catch basins 
should be cleaned as frequently as needed to meet this 
standard. 

- Stenciling of catch basins and inlets (see SC34 Waste 
Handling and Disposal). 
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 Clean catch basins, storm drain inlets, and other conveyance structures before the wet 
season to remove sediments and debris accumulated during the summer. 

 Conduct inspections more frequently during the wet season for problem areas where 
sediment or trash accumulates more often.  Clean and repair as needed. 

 Keep accurate logs of the number of catch basins cleaned. 

 Store wastes collected from cleaning activities of the drainage system in appropriate 
containers or temporary storage sites in a manner that prevents discharge to the storm 
drain. 

 Dewater the wastes if necessary with outflow into the sanitary sewer if permitted.  Water 
should be treated with an appropriate filtering device prior to discharge to the sanitary 
sewer.  If discharge to the sanitary sewer is not allowed, water should be pumped or 
vacuumed to a tank and properly disposed.  Do not dewater near a storm drain or stream. 

Storm Drain Conveyance System 
 Locate reaches of storm drain with deposit problems and develop a flushing schedule that 

keeps the pipe clear of excessive buildup. 

 Collect and pump flushed effluent to the sanitary sewer for treatment whenever possible. 

Pump Stations 
 Clean all storm drain pump stations prior to the wet season to remove silt and trash. 

 Do not allow discharge to reach the storm drain system when cleaning a storm drain pump 
station or other facility. 

 Conduct routine maintenance at each pump station. 

 Inspect, clean, and repair as necessary all outlet structures prior to the wet season. 

Open Channel 
 Modify storm channel characteristics to improve channel hydraulics, increase pollutant 

removals, and enhance channel/creek aesthetic and habitat value. 

 Conduct channel modification/improvement in accordance with existing laws.  Any person, 
government agency, or public utility proposing an activity that will change the natural 
(emphasis added) state of any river, stream, or lake in California, must enter into a Steam or 
Lake Alteration Agreement with the Department of Fish and Game.  The developer-applicant 
should also contact local governments (city, county, special districts), other state agencies 
(SWRCB, RWQCB, Department of Forestry, Department of Water Resources), and Federal 
Corps of Engineers and USFWS. 

Illicit Connections and Discharges 
 Look for evidence of illegal discharges or illicit connections during routine maintenance of 

conveyance system and drainage structures: 

- Is there evidence of spills such as paints, discoloring, etc? 
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- Are there any odors associated with the drainage system? 

- Record locations of apparent illegal discharges/illicit connections? 

- Track flows back to potential dischargers and conduct aboveground inspections.  This 
can be done through visual inspection of upgradient manholes or alternate techniques 
including zinc chloride smoke testing, fluorometric dye testing, physical inspection 
testing, or television camera inspection. 

- Eliminate the discharge once the origin of flow is established. 

 Stencil or demarcate storm drains, where applicable, to prevent illegal disposal of pollutants.  
Storm drain inlets should have messages such as “Dump No Waste Drains to Stream” 
stenciled next to them to warn against ignorant or intentional dumping of pollutants into the 
storm drainage system. 

 Refer to fact sheet SC-10 Non-Stormwater Discharges. 

Illegal Dumping 
 Inspect and clean up hot spots and other storm drainage areas regularly where illegal 

dumping and disposal occurs. 

 Establish a system for tracking incidents.  The system should be designed to identify the 
following: 

- Illegal dumping hot spots 

- Types and quantities (in some cases) of wastes 

- Patterns in time of occurrence (time of day/night, month, or year) 

- Mode of dumping (abandoned containers, “midnight dumping” from moving vehicles, 
direct dumping of materials, accidents/spills) 

- Responsible parties 

 Post “No Dumping” signs in problem areas with a phone number for reporting dumping and 
disposal.  Signs should also indicate fines and penalties for illegal dumping. 

 Refer to fact sheet SC-10 Non-Stormwater Discharges. 

Training 
 Train crews in proper maintenance activities, including record keeping and disposal. 

 Allow only properly trained individuals to handle hazardous materials/wastes. 

 Have staff involved in detection and removal of illicit connections trained in the following: 

- OSHA-required Health and Safety Training (29 CFR 1910.120) plus annual refresher 
training (as needed). 
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- OSHA Confined Space Entry training (Cal-OSHA Confined Space, Title 8 and Federal 
OSHA 29 CFR 1910.146). 

- Procedural training (field screening, sampling, smoke/dye testing, TV inspection). 

Spill Response and Prevention 
 Investigate all reports of spills, leaks, and/or illegal dumping promptly. 

 Clean up all spills and leaks using “dry” methods (with absorbent materials and/or rags) or 
dig up, remove, and properly dispose of contaminated soil. 

 Refer to fact sheet SC-11 Spill Prevention, Control, and Cleanup. 

Other Considerations (Limitations and Regulations) 
 Clean-up activities may create a slight disturbance for local aquatic species.  Access to items 

and material on private property may be limited.  Trade-offs may exist between channel 
hydraulics and water quality/riparian habitat.  If storm channels or basins are recognized as 
wetlands, many activities, including maintenance, may be subject to regulation and 
permitting. 

 Storm drain flushing is most effective in small diameter pipes (36-inch diameter pipe or less, 
depending on water supply and sediment collection capacity).  Other considerations 
associated with storm drain flushing may include the availability of a water source, finding a 
downstream area to collect sediments, liquid/sediment disposal, and prohibition against 
disposal of flushed effluent to sanitary sewer in some areas. 

 Regulations may include adoption of substantial penalties for illegal dumping and disposal. 

 Local municipal codes may include sections prohibiting discharge of soil, debris, refuse, 
hazardous wastes, and other pollutants into the storm drain system. 

Requirements 
Costs 
 An aggressive catch basin cleaning program could require a significant capital and O&M 

budget.   

 The elimination of illegal dumping is dependent on the availability, convenience, and cost of 
alternative means of disposal.  The primary cost is for staff time.  Cost depends on how 
aggressively a program is implemented.  Other cost considerations for an illegal dumping 
program include: 

- Purchase and installation of signs. 

- Rental of vehicle(s) to haul illegally-disposed items and material to landfills. 

- Rental of heavy equipment to remove larger items (e.g., car bodies) from channels. 

- Purchase of landfill space to dispose of illegally-dumped items and material. 
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 Methods used for illicit connection detection (smoke testing, dye testing, visual inspection, 
and flow monitoring) can be costly and time-consuming.  Site-specific factors, such as the 
level of impervious area, the density and ages of buildings, and type of land use will 
determine the level of investigation necessary.   

Maintenance 
 Two-person teams may be required to clean catch basins with vactor trucks. 

 Teams of at least two people plus administrative personnel are required to identify illicit 
discharges, depending on the complexity of the storm sewer system. 

 Arrangements must be made for proper disposal of collected wastes. 

 Technical staff are required to detect and investigate illegal dumping violations. 

Supplemental Information 
Further Detail of the BMP 
Storm Drain Flushing 
Flushing is a common maintenance activity used to improve pipe hydraulics and to remove 
pollutants in storm drainage systems.  Flushing may be designed to hydraulically convey 
accumulated material to strategic locations, such as an open channel, another point where 
flushing will be initiated, or the sanitary sewer and the treatment facilities, thus preventing 
resuspension and overflow of a portion of the solids during storm events.  Flushing prevents 
“plug flow” discharges of concentrated pollutant loadings and sediments.  Deposits can hinder 
the designed conveyance capacity of the storm drain system and potentially cause backwater 
conditions in severe cases of clogging. 

Storm drain flushing usually takes place along segments of pipe with grades that are too flat to 
maintain adequate velocity to keep particles in suspension.  An upstream manhole is selected to 
place an inflatable device that temporarily plugs the pipe.  Further upstream, water is pumped 
into the line to create a flushing wave.  When the upstream reach of pipe is sufficiently full to 
cause a flushing wave, the inflated device is rapidly deflated with the assistance of a vacuum 
pump, thereby releasing the backed up water and resulting in the cleaning of the storm drain 
segment. 

To further reduce impacts of stormwater pollution, a second inflatable device placed well 
downstream may be used to recollect the water after the force of the flushing wave has 
dissipated.  A pump may then be used to transfer the water and accumulated material to the 
sanitary sewer for treatment.  In some cases, an interceptor structure may be more practical or 
required to recollect the flushed waters. 

It has been found that cleansing efficiency of periodic flush waves is dependent upon flush 
volume, flush discharge rate, sewer slope, sewer length, sewer flow rate, sewer diameter, and 
population density.  As a rule of thumb, the length of line to be flushed should not exceed 700 
feet.  At this maximum recommended length, the percent removal efficiency ranges between 65-
75% for organics and 55-65% for dry weather grit/inorganic material.  The percent removal 
efficiency drops rapidly beyond that.  Water is commonly supplied by a water truck, but fire 
hydrants can also supply water.  To make the best use of water, it is recommended that 
reclaimed water be used or that fire hydrant line flushing coincide with storm sewer flushing. 
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Infiltration Basin TC-11 
Maintenance Concerns, 
Objectives, and Goals 

 Vector Control 

 Clogged soil or outlet structures 

 Vegetation/Landscape 
Maintenance 

 Groundwater contamination 

 Accumulation of metals 

 Aesthetics 

Targeted Constituents 

 Sediment  
 Nutrients  
 Trash  
 Metals  
 Bacteria  
 Oil and Grease  
 Organics  

Legend (Removal Effectiveness) 
 Low  High 

▲ Medium 

 

General Description 
An infiltration basin is a shallow impoundment that is designed 
to infiltrate stormwater.  Infiltration basins use the natural 
filtering ability of the soil to remove pollutants in stormwater 
runoff.  Infiltration facilities store runoff until it gradually 
exfiltrates through the soil and eventually into the water table.  
This practice has high pollutant removal efficiency and can also 
help recharge groundwater, thus helping to maintain low flows in 
stream systems.  Infiltration basins can be challenging to apply 
on many sites, however, because of soils requirements.  In 
addition, some studies have shown relatively high failure rates 
compared with other management practices. 

Inspection/Maintenance Considerations 
Infiltration basins perform better in well-drained permeable soils.  
Infiltration basins in areas of low permeability can clog within a 
couple years, and require more frequent inspections and 
maintenance.  The use and regular maintenance of pretreatment 
BMPs will significantly minimize maintenance requirements for the 
basin.  Spill response procedures and controls should be 
implemented to prevent spills from reaching the infiltration system. 

Scarification or other disturbance should only be performed 
when there are actual signs of clogging or significant loss of 
infiltrative capacity, rather than on a routine basis.  Always 
remove deposited sediments before scarification, and use a hand-
guided rotary tiller, if possible, or a disc harrow pulled by a light 
tractor.  This BMP may require groundwater monitoring.  Basins 
cannot be put into operation until the upstream tributary area is 
stabilized. 
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TC-11 Infiltration Basin 

Clogged infiltration basins with surface standing water can become a breeding area for 
mosquitoes and midges.  Maintenance efforts associated with infiltration basins should include 
frequent inspections to ensure that water infiltrates into the subsurface completely 
(recommended infiltration rate of 72 hours or less) and that vegetation is carefully managed to 
prevent creating mosquito and other vector habitats. 

 

Inspection Activities 
Suggested 
Frequency 

 Observe drain time for a storm after completion or modification of the facility to confirm 
that the desired drain time has been obtained. 

 Newly established vegetation should be inspected several times to determine if any 
landscape maintenance (reseeding, irrigation, etc.) is necessary. 

Post construction 

 Inspect for the following issues: differential accumulation of sediment, signs of wetness 
or damage to structures, erosion of the basin floor, dead or dying grass on the bottom, 
condition of riprap, drain time, signs of petroleum hydrocarbon contamination, standing 
water, trash and debris, sediment accumulation, slope stability, pretreatment device 
condition 

Semi-annual and 
after extreme 

events 

Maintenance Activities 
Suggested 
Frequency 

 Factors responsible for clogging should be repaired immediately. 

 Weed once monthly during the first two growing seasons. 

Post construction 

 Stabilize eroded banks. 

 Repair undercut and eroded areas at inflow and outflow structures. 

 Maintain access to the basin for regular maintenance activities. 

 Mow as appropriate for vegetative cover species. 

 Monitor health of vegetation and replace as necessary. 

 Control mosquitoes as necessary. 

 Remove litter and debris from infiltration basin area as required. 

Standard 
maintenance (as 

needed) 

 Mow and remove grass clippings, litter, and debris. 

 Trim vegetation at the beginning and end of the wet season to prevent establishment of 
woody vegetation and for aesthetic and vector reasons. 

 Replant eroded or barren spots to prevent erosion and accumulation of sediment. 

Semi-annual 

 Scrape bottom and remove sediment when accumulated sediment reduces original 
infiltration rate by 25-50%.  Restore original cross-section and infiltration rate.  Properly 
dispose of sediment. 

 Seed or sod to restore ground cover. 

 Disc or otherwise aerate bottom. 

 Dethatch basin bottom. 

3-5 year 
maintenance 
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Additional Information 
In most cases, sediment from an infiltration basin does not contain toxins at levels posing a 
hazardous concern.  Studies to date indicate that pond sediments are generally below toxicity 
limits and can be safely landfilled or disposed onsite.  Onsite sediment disposal is always 
preferable (if local authorities permit) as long as the sediments are deposited away from the 
shoreline to prevent their reentry into the pond and away from recreation areas, where they 
could possibly be ingested by young children.  Sediments should be tested for toxicants in 
compliance with current disposal requirements if land uses in the catchment include 
commercial or industrial zones, or if visual or olfactory indications of pollution are noticed.  
Sediments containing high levels of pollutants should be disposed of properly. 

Light equipment, which will not compact the underlying soil, should be used to remove the top 
layer of sediment.  The remaining soil should be tilled and revegetated as soon as possible. 

Sediment removal within the basin should be performed when the sediment is dry enough so 
that it is cracked and readily separates from the basin floor.  This also prevents smearing of the 
basin floor. 
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 OPERATION AND MAINTENANCE OF MaxWell® DRYWELL 

 
The Operation and Maintenance Format will include the following key components: 
 
 
1.) Inspection Guidelines: 
 
New installations  
Newly installed systems should receive a thorough visual examination following the first 
several significant rainfall events. This assessment will assure that there is no standing 
water, and that runoff or nuisance water flows are being eliminated within the allowable 
48 hour draw-down timeframe.  
 
Ongoing Operations 
At a minimum, the drainage structures should be inspected annually, and within 48 
hours following a significant storm event to ensure that there is no standing water in the 
chambers.  
 
2.) Maintenance Format: 
 
After the first 12-months of entering service, it is recommended that an initial cleaning 
be undertaken. This will help to establish the amount of accumulated particulate matter 
and debris to be expected on a yearly basis. Thereafter, the systems should receive 
inspection at least annually, and cleaning should be undertaken when the evaluation 
reveals that 15% or more of the original chamber volume is occupied by silt and 
sediment. 
 
During the maintenance operation, all screens and filters should be serviced and the 
floating absorbent blankets replaced, along with the geo-textile fabric at the bottom of 
the chambers. Should repair be needed, descriptions of deficiencies and estimated costs 
for suggested corrections should be provided. The above information shall be submitted 
in writing to the Owner at the conclusion of the maintenance service. Replacement is 
recommended for drywells that no longer dispose of ponded water within 48 hours after 
cleaning. 
 
3.) Maintenance Records: 
 
A written log shall be kept on-site of all inspections and maintenance performed on the 
drainage systems. 
 
 




